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PREFACE 


The  ultimate  objective  of  the  Bureau's  coal  mine  inspection  activities 
is  to  attain  a  "completely  safe  and  healthful  working  environment  for 
the  miners."  Inspectors  work  toward  achievement  of  this  objective  in 
two  ways.   First,  and  more  important,  is  vigorous  enforcement  of  the 
Federal  Coal  Mine  Health  and  Safety  Act  of  1969-   The  second  way  is  to 
persuade  management  and  labor  that  safety  is  in  their  best  interest  and 
that  their  responsibility  is  to  practice  it  constantly  and  with  such 
diligence  that  safe  work  habits  and  proper  reactions  to  unsafe  conditions 
would  eventually  become  automatic. 

An  inspector  can  best  achieve  these  goals  by  maintaining  an  attitude  of 
friendliness  and  firmness  in  all  contacts  with  labor  and  management.   Such 
an  attitude  expresses  both  an  authority  vested  in  the  inspector  by  the 
Act  and  his  own  conviction  that  high  safety  standards  benefit  all  con- 
cerned.  Good  safety  practices  are  frequently  associated  with  operational 
efficiency  and  high  productivity.   The  attitudes  and  habits  that  make 
a  mine  safe  affect  all  its  operations. 

The  accident  record  of  the  industry  from  both  the  disabling  injury  and 
fatality  standpoint  makes  it  clear  that  there  can  be  no  complacency. 
Every  thought  and  action  must  be  directed  toward  observing,  emphasizing, 
and  eliminating  accident-making  practices  and  conditions. 

The  Federal  inspector  must  conduct  all  his  dealings  with  the  public 
t-.horoughly,  honestly,  and  impartially. 

INTRODUCTION 

This  Surface  Coal  Mine  Inspection  Manual  is  intended  to  serve  two  primary 
purposes:   First,  to  provide  Federal  coal  mine  inspection  personnel  with 
definite  guidelines  that  will  aid  them  in  conducting  inspections  and  in 
vestigationg  in  accordance  with  the  Federal  Coal  Mine  Health  and  Safety 
Act  of  1969>  and  applicable  Federal  Registers,  in  preparation  of  reports 
thereon,  and  in  applying  the  provisions  of  the  Act  in  a  proper  and 
uniform  manner;  and  second,  to  acquaint  the  coal  mining  industry.  State 
inspection  agencies,  Federal  agencies,  and  other  interested  persons  and 
agencies  with  the  administration  of  the  Act  by  providing  them  with  copies 
of  these  guidelines. 


PROCEDURES 

^reparation  for  Inspection-  Equipment  and  Supplies 

The  equipment  and  supplies  generally  required  for  a  surface  safety 
inspection  are: 


Permissible  methane  detector 

Permissible  flame  safety  lamp,  fuel,  magnet  and  other  servicing 

equipment 
Measuring  tape  and  measuring  rule 
Permissible  electric  cap  lamp 
Lamp  belt 

Approved  1-hour  self-rescuer 
Protective  hat 
Safety  shoes  or  boots 
Eye  protection 
Dust  respirator 
Bottles  for  air  samples 

Mimeographed  sheet  for  list  of  air  samples 
Blue  air  sample  cards 
Notebook,  pencil,  ballpoint  pen 
Proper  identification  card 
Copies  of  Federal  Coal  Mine  Health  and  Safety  Act  of  I969, 

applicable  Federal  Registers,  and  the  Coal  Mine  Safety 

Inspection  Manual  for  Surface  Coal  Mines  and  Surface  Work 

Areas  of  Underground  Coal  Mines. 
Forms  for  Notices  and  Orders 
Form  for  new  mine,  reopened  mine,  change  of  ownership, 

abandonment 
IC  8179  "Safety  Recommendations  For  Sensitized  Ammonia  Nitrate 

Blasting  Agents" 

Inspection  Schedules 

Surface  inspection 

Each  surface  coal  mine,  coal  preparation  plant,  coal  ramp,  central 
shop,  and  other  related  facilities  shall  be  inspected  at  least 
twice  a  year  to  determine  whether  an  imminent  danger  exists  and 
whether  or  not  there  is  compliance  with  the  Mandatory  Health  and 
Safety  Standards. 

A  spot  inspection  shall  be  made  at  each  surface  mine  at  least  once 
each  four  months . 

Inspection  of  new  shafts  and  slopes 

New  shafts  and  slopes  that  are  intended  for  use  as  openings  of  a 
new  mine  shall  be  inspected  (spot)  at  least  once  each  month  until 
completed.   New  shafts  and  slopes  being  driven  as  part  of  an  active 
coal  mine  shall  be  inspected  as  part  of  such  mine. 


Inspection  of  new  surface  mines  and  coal  preparation  facilities 

Each  new  surface  mine  and  coal  preparation  facility  shall  be  inspected 
promptly  after  operations  are  started.   On  the  first  visit,  the  in- 
spector shall  make  certain  that  the  mine  operator  has  copies  of  the 
Federal  Coal  Mine  Health  and  Safety  Act  of  1969  and  applicable  Federal 
Registers. 

Inspection  of  abandoned  or  inactive  mines  before  mining  operations 
commence 

When  a  mine  has  been  abandoned  or  declared  inactive  by  the  operator, 
an  inspection  of  the  entire  mine  shall  be  made  in  accordance  with 
Section  77.1712  of  the  Mandatory  Safety  Standards  before  mining 
operations  are  resumed. 

All  unsafe  conditions  observed  during  such  inspection  shall  be  dis- 
cussed with  the  mine  operator  and  recorded  in  an  informational 
memorandum  report  to  the  District  or  Subdistrict  Manager.  An  inspection 
shall  be  made  as  soon  as  possible  after  mining  operations  commence,  and 
in  the  event  the  unsafe  conditions  were  not  corrected,  appropriate 
Notices  and/or  Orders  shall  be  issued. 

Accident  investigations  at  surface  coal  mines  and  surface  facilities 

not  previously  i:.sre?~:ei 

When  an  inspector  investigates  an  accident  at  a  surface  mine  or 
surface  facility  that  has  not  been  inspected,  he  shall  inspect  such 
mine  or  facility  as  soon  as  possible  thereafter.   In  such  instances 
the  accident  investigation  report  shall  indicate  that  a  regular 
inspection  of  such  mine  was  made  nn     date   _  or  will  be  made 
promptly. 


Conducting  Inspections 

No  advance  notice  of  inspection 

Advance  notice  shall  not  be  given  to  any  person  when  an  inspection 
is  to  be  made.   However,  at  the  commencement  of  an  inspection,  the 
inspector  shall  advise  the  representative  of  the  miners,  as  provided 
in  Section  103(h)  of  the  Act. 


Special  inspection  requested  by  mine  workers 

If  a  representative  of  coal  miners,  such  as  a  Safety  Coordinator 
or  member  of  the  Mine  Safety  Committee,  requests  in  writing  a 
special  inspection  because  he  has  reasonable  grounds  to  believe 
a  violation  of  a  mandatory  safety  standard  or  imminent  danger 
exists  in  a  coal  mine,  such  requests  shall  be  complied  with 
promptly.  A  copy  of  such  request  shall  be  provided  to  the 
operator  or  his  agent  no  later  than  at  the  time  of  inspection, 
and  upon  the  request  of  the  person  making  such  request,  his  name 
and  the  names  of  individual  miners  referred  to  in  the  request, 
shall  not  be  given. 

Request  for  such  special  inspections  may  be  handled  by  the  inspector 
who  is  notified  of  the  danger;  however,  he  shall,  whenever  possible, 
contact  his  immediate  supervisor  before  he  makes  the  inspection. 
After  the  inspection  is  completed,  a  memorandum  containing  the  name 
of  the  complainant,  local  union  number,  name  and  address  of  the 
recording  secretary,  dangers  mentioned  in  the  complaint,  date  notified, 
date  investigated,  observations  made  during  the  investigation,  and  the 
action  taken  to  correct  any  observed  dangers  shall  be  forwarded  to  the 
District  or  Subdistrict  Manager  of  the  area  involved.   The  above 
information  is  necessary  to  prepare  a  formal  answer  to  the  representative 
of  the  miners  and  a  letter  report  of  the  complaint  to  the  Washington 
office. 

Labor  disputes  —  inspection  during 

The  inspector  shall  not  make  an  inspection  of  a  surface  mine  or  surface 
facility  when  such  mine  or  facility  is  idle  because  of  a  dispute 
between  management  and  labor,  unless  he  is  specifically  instructed  to 
do  so  by  his  supervisor. 

In  any  controversy  between  labor  and  management,  which  involves 
contract  matters  other  than  safety,  the  inspector  shall  decline 
to  give  an  opinion. 

Right  of  entry 

Any  authorized  representative  of  the  Secretary  of  the  Interior  shall 
have  the  right  of  entry  to,  upon,  or  through  any  surface  coal  mine 
or  facility  for  the  purpose  of  making  any  inspection  or  investigation 
under  the  Act. 

In  the  event  an  authorized  representative  is  denied  such  right  of 
entry,  he  shall  not  attempt  to  enter  the  surface  mine  or  related 
facility  and  shall  report  the  matter  to  his  supervisor.   The  District 
or  Subdistrict  Manager  shall  promptly  notify  the  Assistant.  Director- 
Coal  Mine  Health  and  Safety  of  such  occurrence. 


Company  responsibility  release 

An  inspector  shall  not  sign  a  form  releasing  the  company  from 
responsibility  for  accidents  when  performing  his  assigned  duties. 

Reviewing  mine  file  prior  to  inspection 

Prior  to  starting  an  inspection,  the  inspector  shall  make  certain 
that  he  is  familiar  with  all  Notices  or  Orders  issued  at  the  mine 
or  facility  that  have  not  been  terminated. 

Inspectors  to  comply  with  regulations 

An  inspector  shall  not  perform  any  work  other  than  inspection  work. 
Inspectors  are  obligated  to  comply  with  all  Federal,  State,  and 
company  safety  regulations,  except  where  such  regulations  prohibit 
the  inspector  from  performing  his  duties. 

Temporary  interruption  of  inspection 

If  a  regular  or  special  inspection  is  interrupted  temporarily  for 
any  reason,  the  mine  operator  shall  be  notified  as  a  matter  of 
courtesy  before  the  shift  begins. 

Entering  a  "posted"  or  "dangered  off"  area 

An  inspector  has  the  right  of  entry  into  a  "posted"  or  dangered  off" 
area  in  the  performance  of  his  duties,  but  should  do  so  with  prudence. 

Salient  parts  jf  a  surface  inspection 

Generally,  the  surface  mining  operations  should  be  inspected  before 
the  coal  preparation  facilities.   First,  the  inspector  shall  examine 
the  various  plans,  such  as  ground  control,  emergency  medical  assistance, 
and  the  record  books  required  by  the  Act  and  Regulations.   A  thorough 
study  of  the  mine  map  shall  be  made,  includir         in  close 
proximity  to  active  or  abandoned  underground  workings,  a  check  for  oil 
as  wells,  and  fuel  transmission  lines.   The  possibility  of  surface 
water  presenting  underground  flood  hazards  and  any  danger  strip; 
or  augering  may  present  to  underground  mining  shall  be  investigated. 

The  inspector  is  required  to  inspect  every  working  area,  all  active 
roadways,  escapeways,  all  places  where  men  work  or  travel,  equipm^ 
machinery,  electric  installations,  haulage  facilities,  hoia 
equipment,  first-aid  equipment,  communication  installations,  ground- 
control  conditions,  drilling  and  blasting  practices,  fire  hazards, 
and  fire  control  equipment.  He  is  also  required  to  test  for  methane 
in  structures,  enclosures,  or  other  facilities  in  which  coal  is 
handled  or  stored.   He  shall  also  make  tests  for  methane  and  ox 
deficiency  at  the  collars  of  auger  holes  that  may  have  penetrated 
underground  mine  workings. 


Inspection  procedure 

The  inspector  shall  check  the  general  areas  such  as  highwalls,  spoil 
banks,  coal  stockpiles,  power  transmission  lines,  and  travel-ways  for 
imminent  dangers  before  examining  equipment  or  observing  the  various 
cycles  of  operations.   The  inspector  shall  observe  each  cycle  of 
operations  during  each  inspection.  Work  practices  on  all  shifts  shall 
be  observed  to  the  extent  necessary  to  determine  the  general  attitude 
of  supervisors  and  workmen  toward  health  and  safety. 

In  areas  that  are  worked  one  shift  only,  or  where  certain  operations 
such  as  drilling,  blasting,  and  stripping  overburden  are  done  on 
one  shift  and  coal  leading  on  another,  such  areas  shall  be  inspected 
at  least  once  during  each  operation.  At  small  mines  where  some 
operations,  such  as  drilling  or  blasting,  might  be  done  only  once 
in  several  days, the  inspector's  supervisor  shall  determine  when  such 
operations  shall  be  observed. 

The  inspector  shall  keep  sufficient,  accurate  notes  which  will  be 
useful  in  conducting  the  post  -inspection  conference,  preparing 
the  inspection  report,  and,  in  the  event  of  public  hearings,  appeals 
and  court  cases. 

Measurements  to  establish  violations 

Measurements  that  are  to  be  used  to  establish  violations  shall  be 
taken  with  a  standard  measuring  tape  or  rule,  except  in  large  areas 
that  cannot  readily  be  measured.   This  is  not  intended  to  prohibit 
scaling  distances  on  an  accurate  map  when  applicable. 

Elimination  of  dangers 

During  each  inspection  and  at  the  post -inspection  conference  at 
the  close  of  each  inspection,  inspectors  must  make  every  effort 
to  obtain  assurance  that  a  safe  and  healthful  working  environment 
will  be  maintained  between  inspections. 

Recognizing  that  a  safe  operation  is  an  efficient  operation,  the 
inspector,  whenever  an  opportunity  is  presented,  shall  offer 
assistance  in  improving  operating  methods  with  a  view  toward  greater 
safety  and  efficiency. 

The  experience  afforded  Federal  inspectors  in  the  course  of  their 
employment  in  the  Bureau  of  Mines  should  make  them  proficient  in 
all  phases  of  accident  and  disaster  prevention,  and  it  is  expected 
that  they  should  be  of  substantial  assistance  to  the  industry  in 
developing  and  maintaining  safer  mining  conditions  beyond  the 
requirements  of  the  Mandatory  Safety  Standards. 


Post- inspection  conference 

The  inspector  shall  arrange  in  advance  for  a  conference  of  management 
and  labor  representatives  at  the  close  of  each  regular  inspection  for 
the  purpose  of  discussing  his  findings,  actions,  and  requirements. 
It  is  preferable  to  have  the  full  committee  in  the  conference.  When 
a  joint  conference  is  not  feasible,  the  inspector  shall  confer  with 
each  party  separately. 

Collection  of  air  samples 

Air  samples  shall  only  be  collected  at  surface  mines  or  facilities  in 
those  instances  where  it  is  necessary  to  substantiate  a  violation. 
Such  samples  shall  be  treated  as  special  samples. 

Special  air  samples 

When  special  samples  are  collected  in  connection  with  a  violation  or 
problem  arising  at  a  surface  mine  or  facility,  laboratory  personnel 
shall  be  informed  of  the  violation  or  problem  involved,  the  sampling 
procedure  followed,  analyses  desired,  and  purposes  for  which  the 
samples  were  taken.   This  is  necessary  so  that  the  laboratory  personnel 
are  fully  informed  to  the  problem  and  can  have  information  on  special 
samples  readily  available. 

After  the  blue  cards  have  been  filled  in  completely,  for  special  samples 

a  conspicuous  red  "S"  shall  be  marked  in  the  upper  left  corner.  When 

such  samples  are  received  in  the  laboratory,  they  will  be  given  preference 

over  other  samples  and  the  analytical  results  will  be  telegraphed  or 

teletyped  to  the  proper  office.  It  will  be  the  responsibility  of  the 

Coal  Mine  Health  and  Safety  District  or  Subdistrict  Manager  to  have 

the  results  transmitted  to  the  inspector  promptly  after  receipt.   The 

information  in  telegrams  and  teletypes,  if  possible,  shall  be  recorded 

straight  across  the  page  in  the  following  order:  (a)  Inspector's  last 

name,  (b)  bottle  no.,  (c)  carbon  dioxide,  (d)  oxygen,  (e)  methane,  (f)  carbon 

monoxide,  (g)  nitrogen,  (h)  mine  name,  thus: 

Smith,  C5518,  O.lo,l8.97,  2.90,  ND,  77-97,  Bell  No.  k 

The  abbreviation  ND,  meaning  "not  determined,"  will  be  used  when  it 
is  not  necessary  to  make  a  CO  determination.   In  order  to  make  it 
relatively  easy  to  identify  and  segregate  the  boxes  containing  special 
samples,  the  inspector  shall  turn  the  box  strap  a  half  turn  at  the 
top  edge  of  the  front  of  the  box  before  inserting  the  strap  in  the 
buckle. 

Regulations  do  not  prohibit  analyzing  samples  collected  by  persons 
not  employed  by  the  Bureau,  but  the  practice  shall  be  kept  to  a 
minimum.  When  convenient  or  expedient  for  the  bureau  to  have  mining 
companies  or  State  representatives  collect  air  samples  a  memorandum 


shall  be  sent  to  the  laboratory  identifying  the  collector 
and  the  reason  for  such  collection.   Samples  will  not  be  analyzed 
until  such  information  is  received.   The  collecting  agent  shall  be 
properly  instructed  on  the  sampling  method,  filling  in  the  necessary 
information  on  the  sample  card,,  and  packing  and  mailing  procedures. 
The  sample  cards  must  indicate  a  Bureau  representative  to  whom  the 
analytical  results  are  to  be  sent. 

Mailing  air  samples 

Each  double  box  sent  to  the  laboratory  shall  contain  two  air- sample 
bottles,  even  if  one  has  not  been  used.   A  list  of  samples  on  the 
regular  form  is  required  to  be  sent  to  the  laboratory,  but  only  one 
list  is  needed  to  cover  all  samples  collected  during  one  inspection. 
If  the  list  is  not  sent  to  the  laboratory,  the  analysis  will  be  held 
up  for  10  days.  A  record,  of  the  bottle  numbers  shall  be  kept  in  a 
notebook. 

The  mailing  of  samples  shall  be  in  accordance  with  postal  regulations. 

The  following  information  shall  be  recorded  on  the  bottle  label  after 
the  sample  is  collected: 

a.  Collector  c.   Mine,  Company,  State   e.   Hour 

b.  Bottle  No.  d.   Date  f.   Location 

Air  sample  cards 

A  blue  card  (Mine  Atmosphere  Sample  Record)  shall  be  filled  in  for 
each  special  air  sample.   Each  card  shall  be  filled  in  completely, 
both  top  and  bottom  parts.   The  cards  shall  show  the  same  location 
for  the  mine  or  facility  as  used  in  the  title  of  the  report.   The 
location  shall  be  shown  on  the  next  line,  and  individual  area 
locations  shall  not  be  repeated.   "Date  and  Hour  sampled"  shall  be 
given.   For  "estimated  methane"  the  percent  shall  be  shown  as  indicated 
by  a  methane  detector.   It  shall  be  shown  if  over  or  under  two  percent, 
or  for  higher  percentages,  if  explosive  or  possibly  explosive.   For 
"analysis  desired,"  state  "Regular,"  and  the  laboratory  will  report 
C02,  02,  Chlj.,  and  N2  •   If  CO,  H2,  or  other  special  constituents  are 
desired,  the  chemical  symbols  should  be  indicated.   CO  and  H2  can  be 
determined  for  samples  in  ordinary  containers,  but  ordinary  samples 
containers  cannot  be  used  for  SO2,  H2S,  oxides  of  nitrogen,  or 
aldehydes.   s 

MANDATORY  PROVISIONS 

Introduction 

The  material  presented  in  this  part  of  the  Manual  covers  the  mandatory 
standards  that  have  been  published  in  the  Federal  Register.  The 
standards  shall  be  used  when  conducting  safety  inspections  of  surface 
coal  mines.  Federal  Register  section  designations  shall  be  used  to 
identify  cited  violations  of  the  standards. 


General 

77-1  Scope 

Refer  to  Section  3(g)  and  (h)  of  the  Act,  which  in  part  requires 
any  individual,  group,  or  persons  or  contractors  working  at  any 
location  of  the  mine  or  its  facilities  to  comply  with  the  Mandatory 
Safety  Standards.   However,  Notices  or  Orders  shall  be  issued  to 
the  operator  of  the  mine  until  a  legal  determination  of  responsibility 
has  been  made. 

Definition  of  surface  mine 

The  purpose  of  this  definition  is  to  provide  for  one  identification 
number  at  each  location  where  all  the  mining  is  conducted  by  the 
same  operator  within  the  established  boundary  lines — regardless  of 
the  number  of  coalbeds  being  mined  or  the  systems  of  surface  mining, 
i.e.,  augering  or  stripping. 

"Surface  mine  means  the  area  of  land  within  the  property  or 
boundary  lines  shown  on  the  map  of  the  mine  required  to  be  maintained 
by  the  operator  as  set  forth  under  Section  77.1200(b),  and  all 
structures,  facilities,  machinery,  tools,  equipment,  and  excavations 
placed  upon,  under,  or  above  the  surface  of  such  land  by  any  person, 
used  in,  or  to  be  used  in  the  work  of  extracting  in  sta 
from  its  natural  deposits  in  the  earth  by  any  method  of  mining  con- 
ducted from  the  surface,  including  stripping  and  augering,  and  the 
work  of  preparing  the  coal  so  extracted." 

An  example  of  such  boundary  or  property  lines  would  be  either  the 
total  limits  of  ownership  or  the  right  to  mine  coal  seams  or 
divisions  thereof  assigned  to  individual  mines.  Additional  proper- 
ties acquired  for  the  purpose  of  extending  the  life  of  the  mine  shall 
be  considered  only  as  extensions  of  the  operating  mine.  All  active 
mining  operations  and  facilities  such  as  stripping,  a  sugering,  and 
preparation  of  the  coal  mined  within  the  boundary  or  property  lines 
as  defined  above  shall  be  considered  as  one  mine,  and  the  mine,  in- 
cluding all  of  its  operations,  shall  be  covered  by  one  identification 
number . 

At  any  surface  mine  where  more  than  one  identification  number  has 
been  assigned,  i.e.,  one  property  on  which  both  strip  and  auger 
mining  are  being  conducted,  the  inspector  shall  select  one  identifica- 
tion number  to  apply  to  the  "surface  mine,"  and  notify  the  Washington 
office  of  the  number (s)  to  be  discontinued. 

SURFACE  INSTALLATIONS 

77.200.   Surface  installations;  general.   This  section  does  not  apply 
to  housekeeping;  it  is  to  be  used  for  keeping  surface  facilities  in 
good  repair  relative  to  safety. 


77*201-1.   Tests  for  methane;  qualified  person;  use  of  approved  device. 
These  tests  are  required  regardless  of  any  other  gas  detecting  methods 
used,  such  as  methane  monitors. 

77*201-2  Methane  accumulations;  change  in  ventilation.  This  section 
may  be  used  in  determining  if  a  ventilation  fan  is  necessary  for 
various  surface  facilities. 

77*202  Dust  accumulations  in  surface  installations.   This  section  is 
not  meant  to  control  dust  from  a  health  standpoint;  it  is  meant  to 
control  dust  that  would  create  a  safety  hazard  from  fire  or  explosion. 

77»206  Ladders;  construction;  installation  and  maintenance.   (b)  This 
includes  wooden  side  members  and  rungs.  {/Tj      "Used  regularly"  means 
if  the  ladder  is  used  for  any  regularly  scheduled  purpose  regardless  of 
time  interval.  Back-guards  are  required  on  all  ladders  which  are  more 
than  7  feet  in  height,  including  those  installed  on  equipment. 

77*208  Storage  of  materials.   (e)  Valves  recessed  into  the  cylinder 
will  be  accepted  as  suitable  protection. 

77.211  Draw-off  tunnels;  stockpiling  and  reclaiming  operations;  general, 
(a)  This  section  may  also  be  used  as  a  factor  in  making  a  determination 
as  to  the  need  for  a  ventilation  fan.   (b)  This  section  does  not  require 
installation  of  a  methane  monitor. 

77*211-1  Continuous  methane  monitoring  device;  installation  and  operation; 
automatic  deenergization  of  electric  equipment.   This  section  specifies 
regulations  concerning  methane  monitors,  if  used. 

77*212  Draw-off  tunnel  ventilation  fans;  installation.   This  section  does 
not  require  that  a  fan  be  installed  to  ventilate  a  draw-off  tunnel;  however, 
it  does  regulate  installation  of  a  fan,  if  used.   "Equivalent  size"  means 
that  the  smallest  dimension  in  the  escapeway  for  draw-off  tunnels  shall  be 
no  less  than  30  inches. 

77«213  Draw-off  tunnel  escapeways.   This  section  applies  to  any  tunnel 
of  sufficient  length  in  which  a  man  may  be  entrapped. 

77*21^-  Refuse  piles;  general.   (a)   "A  safe  distance:  as  used  in  this 
section  shall  be  at  least  300  feet.   "Air  shafts:  as  used  in  this  section 
means  any  mine  opening.   (d)  A  gate  or  some  similar  barrier  across  the 
entrance  roadway  to  the  refuse  pile  will  suffice. 
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THERMAL  DRYERS 

27.^0^     Hot  gas  inlet  chamber  dropout  doors.   "At  the  bottom"  is  inter- 
preted to  mean  in  the  bottom  area,  not  necessarily  underneath. 

77.30*+  Explosion  release  vents.   "Explosion  release  vents" "are  inter- 
preted to  mean  vents  mat,  open  to  the  outside  atmosphere  under  abnormal 
pressure  to  relieve  forces  that  could  be  caused  by  an  explosion  occurring 
within  the  drying  chamber,  dust  collector,  or  ductwork. 

77.313  Wet  coal  feedbius;  lotf  level  indicators.   Wet  coal  bins, 
as  referred  to  in  this  section,  means  large  surge  bins  where  audible  and 
visible  low  level  indicators  are  necessary.  Where  the  feed  bin  is 
designed  to  automatically  adjust  the  dryer  feed  rate  for  variations  of 
plant  tonnage  eliminating  large  surge  bins,  the  indicator  referred  to 
in  this  section  is  not  necessary  if  tne  dryer  is  equipped  with  an 
emergency  cutoff  control. 

77.31^(^0  Automatic  temperature  control  instruments.   The  instrument 
itself  need  not  be  locked;  however,  the  mechanism  that  controls  the 
temperature  setting  shall  be  locked  or  sealed  to  prevent  tampering 
or  unauthorized  adjustment. 

SAFEGUARDS  FOR  MECHANICAL  EQUIPMENT 

77.U00(b)  Mechanical  equipment  guards.   The  work  "line"  means  belt 
-  and  would  read  if  whipping  action  from  a  broken  belt  would  be 
hazardous  to  persons  below. " 

77. Uo^  Mobile  equipment;  canopies  and  roll  protection.   Substantial 
canopies  and  roll  protection  that  meets  or  is  equivalent  to  the  standards 
set  forth  by  the  Corps  of  Engineers,  U.  S.  Army,  or  the  Society  of 
Automotive  Engineers  will  be  in  compliance  with  this  section. 

Canopies  and  supporting  attachments  shall  be  designed,  fabricated,  and 
attached  to  the  frame  in  a  manner  to  support  not  less  than  two  times 
the  weight  of  the  prime  mover,  based  on  the  ultimate  strength  of  the 
metal  and  the  integrated  loading  of  supporting  members  with  the 
resultant  load  applied  at  the  point  of  impact.   The  design  objective 
shall  be  to  prevent  crushing  of  operators  during  rollover.   There 
shall  be  a  vertical  clearance  of  not  less  than  52  inches  from  the  deck  to 
the  canopy  where  the  operator  enters  or  leaves  the  seat.   "....when 
necessary  to  protect  the  operator...."  means  terrain  that  is  sloped 
or  pitched  enough  to  cause  any  of  the  equipment  mentioned  to  roll  over. 
Level,  smooth,  and  firm  terrain  does  not  present  a  rollover  hazard. 


: ; 


When  equipment  is  constructed  in  such  a  manner  that  roll-over  is  not 
possible,  roll  protection  is  not  required.  Example;  fork  lift  truck 
with  mast  used  to  lift  and  lower  the  load. 

77.410  Mobile  equipment;  automatic  warning  devices.   Any  vehicle  being 
operated  on  the  mine  property  that  is  capable  of  backing  over  a  person 
shall  be  equipped  with  an  automatic  warning  device  which  shall  give  an 
audible  alarm  when  such  equipment  starts  moving  in  a  reverse  direction, 
and  remain  in  operation  during  the  entire  reverse  movement. 

The  warning  device  required  by  this  section  need  not  be  provided  for 
automobiles,  jeeps,  pickup  trucks,  and  similar  vehicles,  where  the 
operator's  view  directly  behind  the  vehicle  is  not  obstructed. 

ELECTRICAL  EQUIPMENT  -  GENERAL 

77.500  Electric  power  circuits  and  electric  equipment;  deenergization. 
It  is  not  necessary  to  completely  deenergize  large  stripping  equipment 
where  means  are  provided  in  the  equipment  to  deenergize  any  part  or 
circuit  where  repair  work  is  to  be  done;  however,  where  it  is  necessary 

to  work  on  any  circuit  on  the  line  side  of  the  main  circuit  breaker,  power 
shall  be  disconnected  from  the  trailing  cable  of  the  machine. 

77.501  Electric  distribution  circuits  and  equipment;  repair.   The  words 
"direct  supervision"  do  not  imply  that  the  qualified  person  is  required 
to  be  physically  present  at  all  times  during  the  performance  of  such 
work;  however,  it  does  imply  that  the  qualified  person  has  a  continuing 
duty  to  instruct,  advise,  or  consult  with  the  trained  employee  in  the 
event  the  work  which  he  has  assigned  cannot  be  performed  by  the  trained 
employee  in  the  manner  prescribed,  and  to  examine  and  test,  if  necessary, 
the  completed  work. 

77.502  Electric  equipment;  examination,  testing,  and  maintenance.  "Electric 
equipment"  shall  include  all  control  circuits,  control  switches  or  devices, 
circuit  breakers,  fuses,  conduits,  wiring,  motors,  transformers,  lighting 
equipment,  etc. 

The  examinations  that  are  to  be  conducted  monthly  under  this  section  shall 
include  a  visual  inspection  of  all  the  items  mentioned  above. 

Potentially  dangerous  conditions  that  would  be  considered  in  noncompliance 
with  this  provision  would  include  missing  inspection  covers,  improper  over- 
load protection,  inoperative  lights,  missing  or  malfunctioning  safety 
devices,  broken  conduit,  improper  grounding,  exposed  wiring,  poorly  made 
splices  in  conductors,  or  motor  or  speed  reducers  heating  abnormally. 

The  records  of  such  examinations  that  are  kept  by  the  operator  should  be 
checked  during  each  inspection.   If  an  authorized  representative  of  the 
Secretary  finds  that  the  required  examinations  and  tests  are  not  being 
made  or  if  he  finds  any  potentially  dangerous  conditions  on  such  equipment, 
he  shall  issue  a  Notice  of  Violation  for  this  section.   However,  under 
certain  conditions,  these  defects  may  present  an  imminent  danger  and 
require  issuance  of  a  Withdrawal  Order. 
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77.503-1  Electric  conductors.   The  allowable  ampacities  of  copper  and 
aluminum  conductors  are  found  in  tables  310-12  through  310-15  of  the 
National  Electrical  Code.   Ampacities  of  high  voltage  cables  shall  meet 
those  listed  in  the  appropriate  table  of  the  Insulated  Power  Cable 
Engineers  Association—National  Electric  Manufacturers  Association 
Standards.   (IPCEA-NEMA) .   Copies  of  each  follow  on  pages  25,  26,  and  27. 

77.504  Electrical  connections  or  splices;  suitability.   This  section 
requires  that  all  splices  in  current  carrying  conductors  be  made  with 
clamps  or  connectors  to  provide  good  electrical  connections.   Tape  such 
as  rubber,  tar  impregnated,  glass  asbestos,  or  plastic  will  be  acceptable 
as  insultation.   Friction  tape  alone  is  not  acceptable  but  can  be  used  over 
other  tapes  to  provide  mechanical  protection. 

Compliance  would  require  that  the  spliced  conductors  and  all  multiple 
conductor  cables  be  reinsulated  individuallly  and  an  outer  jacket 
comparable  to  that  covering  the  remainder  of  the  cable  be  placed 
around  the  completed  splice.   Splices  made  by  twisting  conductors 
together,  tying  knots  in  conductors,  splices  that  have  bare  or  exposed 
conductors,   splices  that  heat  or  arc  under  load,  or  splices  in 
multiple  conductor  cables  that  do  not  have  the  outer  jacket  replaced 
would  constitute  noncompliance. 

77.505  Cable  fittings;  suitablity.   This  section  requires  fittings  of 
such  design  to  prevent  chafing  or  rubbing  through  of  cable  or  wire 
insulation  that  would  expose  the  conductors  at  points  where  they  enter 
switch  boxes,  starters,  motors,  connection  boxes,  etc.   Insulated  wires 
passing  through  metal  enclosures  must  be  protected  against  damage  to 
the  insulation  by  insulated  bushings  or  suitable  insulating  material 
such  as  hose  conduit  properly  secured  in  place.   Fittings  for  cables 
need  not  be  insulated.   A  cable  either  single  or  multiple  conductor 
for  the  purpose  of  this  part  is  one  that  has  an  outer  jacket  in 
addition  to  the  insulation  provided  for  each  power  conductor. 

77.506  Electric  equipment  and  circuits;  overload  and  short-circuit 
protection.   In  direct  current  systems  that  are  either  ungrounded  or  in 
which  a  resistance  neutral  grounding  point  is  provided,  protective 
elements  must  be  provided  for  both  positive  and  negative  lines.   This 
would  necessitate  the  use  of  two  pole  circuit  breakers. 

The  following  would  constitute  a  violation  of  this  section  and  require 
corrective  action:  (1)  failure  to  provide  either  a  fuse  or  automatic 
circuit  breaking  device  to  protect  wiring  and  equipment  against  overloads 


:: 


and  short  circuits;  (2)  the  use  of  rated  fuses  or  circuit  breaker  settings 
that  are  greater  than  those  specified  in  the  1968  National  Electrical  Code; 
(3)  defective  circuit  breakers  or  line  starters,  improperly  adjusted 
circuit  breakers,  and  fuse  rating  too  high  for  a  particular  application. 

77.506-1  Electric  equipment  and  circuits;  overload  and  short  circuit 
protection;  minimum  requirements.   Devices  providing  either  short  circuit 
protection  or  protection  against  overload  shall  conform  to  the  minimum 
requirements  for  protection  of  electric  circuits  and  equipment  of  the 
National  Electrical  Code,  1968.   Information  regarding  this  subsection 
is  covered  under  article  240  of  the  National  Electrical  Code  beginning 
on  page  54  and  refers  to  14  articles  that  are  applicable  to  this  section. 

Both  short  circuit  and  overload  protection  must  be  provided  at  the 
beginning  of  each  branch  line  unless  an  interrupting  device  located  in 
the  same  circuit  outby  the  beginning  of  the  branch  line  will  open  the 
circuit  when  the  branch  line  becomes  overloaded  or  short-circuited. 

Oversized  fuses  and  adjustable  circuit  breakers  with  excessively  high 
trip  settings  will  not  provide  the  intended  protection  for  circuits  or 
equipment.   The  proper  trip  setting  or  fuse  rating  to  protect  electric 
circuits  is  based  on  wire  size,  type  of  conductor  insulation,  and 
number  of  conductors  assembled  together  in  a  cable  or  in  a  conduit. 
Protection  for  electric  equipment  is  based  on  full  load  current  ratings, 
circuit  voltage,  and  consideration  of  inrush  or  energizing  currents. 

77.507  Electric  equipment;  switches.   All  control  devices  must  be  fully 
enclosed  to  prevent  exposure  of  bare  wires  and  energized  parts.   Improvised 
starting  methods  such  as  plug  and  receptacle  devices,  trolley  taps  and 
trolley  wire  "stingers"  that  are  used  to  start  or  stop  electric  motors 

are  examples  of  noncompliance  with  this  provision. 

77.508  Lightning  arresters,  ungrounded  and  exposed  power  conductors 

and  telephone  wires.   Conductors  that  are  provided  with  metallic  shields 
or  are  jacketed  by  a  grounded  metal  covering  or  enclosure,  suspended  by 
a  grounded  messenger  wire,  installed  under  grounded  metal  framework, 
protected  by  the  umbrella-effect  of  overhead  grounded  static  line,  or 
are  buried  in  the  earth  are  not  considered  exposed  for  the  length  so 
protected.   If  the  trolley  wire  of  a  d.c.  system  is  paralleled  by  an 
exposed  feeder  cable,  one  lightning  arrester  would  provide  protection 
for  both  if  they  were  connected  near  the  lightning  arrester. 

To  comply  with  this  section,  alternating  current  circuits  shall  be 
provided  either  with  separate  lightning  arresters  or  with  a  three- 
phase  arrester  which  consists  of  three  arresters  in  one  case  having 
a  common  ground  terminal. 
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Lightning  arrester  ground  fields  must  be  separated  from  neutral  ground 
fields  by  at  least  25  feet.   This  distance  helps  prevent  lightning  surges 
from  being  transmitted  to  the  neutral  ground  field  where  it  could  cause 
the  frames  of  equipment  grounded  to  the  neutral  field  to  become  momentarily 
energized. 

When  the  grounding  connection  on  lightning  arresters  is  connected  to  a 
ground  field,  the  ground  field  must  be  maintained  with  as  low  resistance 
to  earth  as  possible,  never  more  than  25  ohms  resistance.   The  mine 
inspector  should  request  the  assistance  of  an  electrical  inspector  or 
electrical  engineer  if  he  has  reason  to  suspect  that  a  ground  rod  or 
ground  field  is  inadequate.   The  only  way  that  the  resistance  of  a  ground 
rod  or  ground  field  can  be  determined  is  to  measure  it.   Each  company 
should  establish  a  program  for  testing  the  resistance  of  ground  fields. 
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TRAILING  CABLES 


77.600  Trailing  cables;  short-circuit  protection;  disconnecting  devices. 

Single  element  fuses  are  not  acceptable  for  trailing  cable  short  circuit 
protection  unless  specifically  listed  in  the  Federal  Register  as  being 
approved  by  the  Secretary.   Dual  element  fuses  with  adequate  interrupting 
capacity  may  be  used. 

Adequate  interrupting  capacity  means  that  the  fuse  or  circuit  breaker 
is  capable  of  interrupting  the  maximum  short-circuit  current  the  circuit 
may  conduct  without  destruction  to  the  device. 

In  systems  where  rectifiers  are  used  to  supply  direct  current  power  and 
have  both  positive  and  negative  lines  ungrounded,  short  circuit  protection 
is  necessary  for  both  conductors  of  the  trailing  cable.  A  properly  adjusted 
two  pole  circuit  breaker  or  approved  fuses  would  be  acceptable  for  this 
purpose. 

Some  visual  means  of  disconnecting  power  from  trailing  cables  must  be 
provided  so  that  it  can  readily  be  determined  whether  or  not  the  cable 
is  deenergized.   Enclosed  circuit  breakers  are  not  acceptable  as  visual 
evidence  that  power  is  disconnected.   Plugs  ;and  receptacles  located  at 
the  circuit  breaker  would  be  acceptable  as  a  visible  means  of  disconnect- 
ing the  power.   These  devices  must  be  plainly  marked  to  lessen  the  chance 
of  energizing  a  cable  while  repairs  are  being  made.  Each  machine  discon- 
necting device  must  be  plainly  marked. 

77.601  Trailing  cables  or  portable  cables;  temporary  splices. 

In  general,  the  following  procedures  shall  be  followed  in  making  splices 
in  high-voltage  cables. 

1.  The  conductors  shall  be  joined  together  by  soldering  or 
mechanical  connectors. 

2.  Each  individual  conductor  shall  be  insulated  with  high- 
voltage  insulating  tape  to  the  same  degree  of  insulation  as 
the  original  cable. 

3.  The  metallic  shielding  shall  be  placed  around  each 
individual  conductor  and  be  continuous  across  the  splice. 

h.      All  grounding  conductors  shall  be  individually  spliced. 

5.  The  ground  check  conductor  shall  be  reinsulated  to  the 
same  degree  as  the  original. 

6.  An  outer  jacket  comparable  to  the  original  shall  be  placed 
over  the  completed  splice. 


77.602  Permanent  splicing  of  trailing  cables. 

It  is  not  necessary  that  permanent  splices  be  made  in  trailing  cables; 
however,  when  permanent  splices  are  made,  they  shall  be  made  in  accord- 
ance with  the  requirements  of  this  section. 

77.603  Clamping  of  trailing  cables  to  equipment. 

Trailing  cables  shall  be  clamped  to  machines  in  a  manner  that  will 
prevent  damage  to  the  cable  in  all  instances  where  strain  could  occur 
on  electrical  connections.   Cable  grips  (such  as  Kellems  grips  or 
other  similar  means)  anchored  to  the  machine  may  be  used  in  lieu  of 
strain  clamps. 

77.60U  Protection  of  trailing  cables. 

Trailing  cables  must  be  placed  away  from  roadways  and  haulageways  where 
they  will  not  be  run  over  or  damaged  by  mobile  equipment.  Where  the 
method  of  mining  requires  that  trailing  cables  cross  roadways  or  haul- 
ageways the  cables  must  be  securely  supported  from  overhead.  A  substan- 
tial bridge  for  the  equipment  to  pass  over  cables  would  be  acceptable 
as  compliance  if,  in  the  opinion  of  the  inspector,  the  cables  were 
adequately  protected. 

Unprotected  cables  that  are  run  over  by  any  type  of  mobile  equipment 
would  be  in  noncompliance  with  this  section. 

77.606-1  (a)  Rubber  gloves;  minimum  requirements. 

Rubber  gloves  rated  at  least  20,000  volts  shall  be  worn  while  handling 
energized  high- voltage  trailing  cables  regardless  of  what  other  protective 
devices  are  used  and  shall  be  electrically  tested  once  each  month. 


GROUNDING 

77.700-1  Approved  methods  of  grounding. 

Grounding  of  portable  hand-held,  hand-guided,  or  hand- supported  tools 
shall  be  covered  under  this  section  in  addition  to  all  other  electric 
equipment  where  grounding  is  required.   If  the  effectiveness  of  any 
grounding  medium  is  in  doubt,  the  mine  inspector  shall  request  the 
assistance  of  an  electrical  inspector  or  electrical  engineer. 

Grounding  methods  as  set  forth  in  the  National  Electrical  Code  will 
meet  the  requirements  of  this  section. 

Exception:   Portable  tools  and  appliances  protected  by  an  approved  system 
of  double  insulation,  or  its  equivalent,  need  not  be  grounded.  Where 
such  an  approved  system  is  employed  the  equipment  shall  be  distinctly 
marked. 

£  Jl 

1   1 


77-703  Grounding  frames  of  stationary  high-voltage  equipment  receiving 
power  from  ungrounded  delta  systems. 

Ungrounded  systems  as  referred  to  in  this  section  means  systems  that  are 
not  electrically  connected  to  earth.   However,  the  frames  of  all  such 
equipment  shall  be  grounded  by  any  of  the  methods  stated  in  77-701-1. 

77.70^-8  (a)  (l)  Protective  equipment;  testing  and  storage. 

Rubber  gloves  that  are  used  shall  be  tested  according  to  ASTM  standards, 
Part  28,  once  each  month.   Tested  gloves  that  are  not  in  use  and  kept  in 
a  storeroom  or  warehouse  shall  be  given  the  same  consideration  as  new 
glove  s . 

77.70^-9  Operating  disconnecting  or  cutout  switches. 

This  section  covers  each  and  every  time  a  disconnecting  or  cutout  switch 
is  operated. 


SURFACE  HIGH- VOLTAGE  DISTRIBUTION 

77.800  High-voltage  circuits;  circuit  breakers'. 

Portable  or  mobile  equipment  as  referred  to  in  this  subpart  is  equipment 
that  was  designed  to  be  carried  or  moved  from  one  place  to  another  either 
by  its  own  power  or  by  some  other  means  of  movement.  Although  some  equip- 
ment that  is  designed  to  be  mobile,  by  virtue  of  its  use,  may  be  placed 
at  one  location  for  long  periods  of  time  (6  months  or  more).   If  such  is 
the  case,  this  equipment  can  be  considered  stationary.  Example:   a  pump 
that  is  to  remain  at  the  same  location  for  6  months  or  more  would  come 
under  this  category. 

77.800-1  (c)  Testing,  examination,  and  maintenance  of  circuit  breakers; 
procedures. 

Examinations  shall  include  visual  observation  of  all  components  of  the 
circuit  breaker  and  its  auxiliary  devices.   The  tanks  of  oil  circuit 
breakers  do  not  have  to  be  dropped  during  this  examination  unless  there 
is  some  doubt  in  the  mind  of  the  qualified  person  making  this  examination 
as  to  conditions  inside  the  tank. 

77- 800-2  Testing,  examination,  and  maintenance  of  circuit  breakers;  record. 

The  record  book  required  by  this  section  shall  be  checked  by  an  authorized 
representative  of  the  Secretary  at  the  time  of  each  inspection. 

77.801-1  Grounding  resistors. 

Extended  time  rating  as  set  forth  in  American  Institute  of  Electrical 
Engineers,  Standard  No.  32  states,  "Extended- time  rating  is  a  rating 
in  which  the  time  is  sufficiently  long  to  permit  the  temperature  rise 
to  become  constant,  but  is  expected  to  be  limited  in  duration."   Thp 
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duration  of  operation  is  expected  not  to  exceed  an  average  of  90  days 
per  year.   The  only  time  current  flows  in  the  grounding  resistor  is 
during  a  ground  fault  condition. 

77.802  Protection  of  high-voltage  circuits;  neutral  grounding  resistors; 
disconnecting  devices. 

A  grounding  transformer  may  be  used  in  lieu  of  the  grounding  resistor 
required  under  this  section,  provided  it  is  applied  properly.   The 
resistor  used  for  loading  the  secondary  of  the  grounding  transformer 
shall  meet  the  "extended  time  rating"  as  explained  in  77.801-1  in  this 
manual.   The  neutral  shall  be  grounded  through  the  grounding  resistor 
or  grounding  transformer  to  a  low  resistance  ground  field.   The  grounding 
conductors  in  the  high-voltage  circuit  shall  connect  to  the  grounded 
side  of  the  grounding  resistor  or  transformer.  Any  other  connection 
than  those  described  here  constitutes  an  extremely  dangerous  shock 
hazard.   If  an  inspector  has  any  reason  to  suspect  the  adequacy  of  a 
high-voltage  grounding  circuit,  he  shall  immediately  request  the  assist- 
ance of  electrical  inspection  personnel. 

Electrical  inspection  personnel  observing  improperly  connected  grounding 
resistors  or  grounding  transformers,  shall  require  that  the  circuit  be 
deenergized  immediately  and  the  condition  corrected.   If  any  difficulty 
is  encountered  in  obtaining  immediate  compliance,  10U(a)  withdrawal 
order  shall  be  issued  by  electrical  inspection  personnel,  closing  the 
affected  circuit.   The  following  sketches  show  in  simplified  form  the 
proper  method  of  connecting  resistance  and  transformer  grounded 
circuits  for  portable  or  mobile  equipment. 
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77.803  Fail  safe  ground  check  circuits  on  high-voltage  resistance  grounded 
systems. 

If  an  insulated  conductor  is  used  as  part  of  ground  check  circuit,  the 
circuit  breaker  protecting  the  system  shall  have  provisions  to  open  when 
either  the  ground  check  conductor  or  ground  circuit  is  "broken,  and  it 
shall  not  be  possible  to  reclose  the  circuit  breaker  under  these  conditions, 

77.803-2  Ground  check  systems  not  employing  pilot  check  wires;  approval 
by  the  Secretary. 

Other  fail  safe  means  of  monitoring  the  continuity  of  high-voltage  ground- 
ing circuits  which  would  cause  the  circuit  breaker  protecting  the  system 
to  open  if  the  ground  conductor  is  broken  may  be  accepted  as  compliance 
after  such  systems  are  approved  by  a  Bureau  of  Mines  electrical  engineer 
or  electrical  inspector. 

77.80U  (a)  High-voltage  trailing  cables;  minimum  design  requirements. 

All  cables  whether  single  or  multiple  conductor,  shall  be  constructed  with 
a  metallic  shield  around  the  circumference  of  each  conductor.   The  con- 
ductor used  for  the  ground  continuity  check  circuit  may  be  included  in- 
ternally in  the  high- voltage  cable  or  may  be  provided  separately.   The 
size  of  the  external  ground  check  conductor,  shall  not  be  smaller  than 
No.  8  AWG.  When  an  external  ground  check  conductor  is  used  it  shall 
be  installed  in  such  a  manner  as  not  to  be  unnecessarily  subject  to 
mechanical  damage.   It  would  be  feasible  and  acceptable  to  attach  the 
ground  check  conductor  to  the  outer  jacket  of  the  high-voltage  cable. 
Cables  used  in  systems  utilizing  "other  no  less  effective  device 
approved  by  the  Secretary  or  his  authorized  representative"  as  provided 
for  in  77.803-2  for  assuring  ground  circuit  continuity,  are  exempt  from 
the  requirement  to  have  an  insulated  ground  check  conductor. 

(b)  Cables  shall  be  selected  and  used  in  such  a  manner  that  they  are 
able  to  carry  the  intended  system  load  current  without  abnormal  heating 
that  would  destroy  the  cable  insulation.   Cables  that  do  not  meet  the 
ampacities  in  the  IPCEA-NEMA  tabulation  shown  in  77.503-1  of  this  manual 
shall  be  considered  in  noncompliance  with  this  section.   The  cables  shall 
be  rated  for  the  voltage  of  the  system  in  which  they  are  used. 

77.805  (a)  (l)  Cable  couplers  and  connection  boxes;  minimum  design 

requirements. 

When  cable  couplers  are  used  in  medium  or  high-voltage  power  circuits 
they  shall  be  of  the  three-phase  type  and  enclosed  in  a  full  metallic 
shell,  except  that  the  Secretary  may  permit,  under  such  guidelines  as  he 
may  prescribe,  no  less  effective  couplers  constructed  of  materials  other 
than  metal. 

(a)  (U)  Existing  high-voltage  couplers  that  are  not  provided  with  terminal 

contacts  for  a  ground  check  circuit  may  be  used  if  a  locking  switch  is 
added  and  they  are  arranged  in  such  a  manner  that  the  coupler  cannot  be 


•uncoupled  until  the  key  is  first  inserted  in  the  lock  and  the  switch 
opened,  thus  breaking  the  ground  check  conductor.  Any  other  connectors 
used  for  external  ground  check  circuits  shall  be  attached  to  the  medium- 
or  high-voltage  coupler  so  that  the  ground  check  circuit  will  have  to  be 
broken  first  when  the  coupler  is  being  uncoupled. 

(b)  Cable  connection  boxes  shall  be  used  to  provide  protection  when  single 
plug-type  connectors  are  used  to  couple  high-voltage  cables. 

Cable  couplers  shall  not  be  uncoupled  before  the  circuit  is  deenergized. 

77.808  Disconnecting  devices. 

A  "branch  line"  means  a  circuit  that  is  formed  by  connection  to  an  ex- 
isting high- voltage  circuit  for  the  purpose  of  feeding  branch  loads. 
Visual  observation  as  referred  to  in  this  section,  means  that  a  physical 
separation  in  the  current  carrying  parts  of  the  disconnecting  device, 
can  actually  be  seen.   Oil  circuit  breakers,  oil  filled  cutout  switches, 
circuit  breakers,  or  switches  which  indicate  open  or  closed,  or  dis- 
connecting devices  having  a  colored  indicator,  green  open  -  red  closed, 
will  not  meet  the  requirements  of  this  section. 

The  disconnecting  devices  mentioned  above  that  do  not  have  a  visual  means 
of  determining  that  the  circuit  is  opened  may  be  used  in  conjunction  with 
cutout  switches  and  cable  couplers.   The  circuit  must  be  deenergized  before 
removing  cable  couplers  as  required  by  77.805. 

Open  type  cutout  switches  that  are  not  designed  for  load  break  purposes 
are  not  acceptable  unless  a  means  is  provided  to  deenergize  the  circuit 
before  the  cutout  switches  are  opened. 

77.809  Identification  of  circuit  breakers  and  disconnecting  switches. 

Identifying  markers  for  circuit  breakers  and  disconnecting  switches  shall 
be  large  enough  and  located  where  they  can  be  seen  readily.  Where  cables 
are  removed  as  a  visible  means  of  disconnect  the  cable  should  also  be 
identified  with  the  disconnecting  device. 

Either  metallic  or  plastic  material  may  be  used  for  the  identifying 
marker  which  should  adequately  identify  the  circuit  (i.e.,  loader,  drill, 
stripper)  (13.2KV  7.2KV"  U.16KV,  etc.)  showing  the  circuit  voltage. 


LOW  -  and  MEDIUM-  VOLTAGE  ALTERNATING  CURRENT  CIRCUITS 

77.900  Low-  and  medium-  voltage  circuits  serving  portable  or  mobile 
three-phase  alternating  current  equipment;  circuit  breakers. 

This  section  covers  only  portable  or  mobile  equipment,  for  definition 
see  section  77.800  in  this  manual. 


77.900-2  Testing,  examination,  and  maintenance  of  circuit  breakers;  record. 

The  record  book  as  required  by  this  section  shall  be  checked  by  an 
authorized  representative  of  the  Secretary  at  the  time  of  each  inspec- 
tion. 

77.901  Protection  of  low-  and  medium-  voltage  three-phase  circuits. 

The  neutral,  whether  direct  or  derived,  must  be  grounded  through  a 
suitable  grounding  resistor  to  a  low  resistance  ground  field. 

Appropriate  auxiliary  devices  as  required  in  section  77.900  must  be  in- 
cluded in  the  design  of  the  circuit  interrupter  to  cause  the  circuit  to 
open  when  a  phase  becomes  accidentally  grounded.   Portable  welders  that 
are  used  while  repairing  stripping  equipment  and  are  fed  from  an  un- 
grounded power  system  within  the  equipment  being  repaired  need  not  be 
resistance  grounded,  however,  they  shall  be  grounded  to  the  frame  of 
the  equipment  containing  the  ungrounded  power  system. 

77.902  Low-  and  medium-  voltage  ground  check  monitor  circuits. 

Cable  couplers  that  are  not  provided  with  contacts  for  a  ground  check 
circuit  may  be  used  if  a  positive  means  is  provided  to  break  the  ground 
check  circuit  first  when  couplers  are  being  uncoupled. 

77.902-2  Approved  ground  check  systems  not  employing  pilot  check  wires. 

Other  fail-safe  means  of  monitoring  the  continuity  of  grounding  circuits 
which  would  cause  the  circuit  breaker  protecting  the  system  to  open  if 
the  ground  conductor  is  broken  are  accepted  as  compliance  if  they  are 
approved.   Several  approved  devices  are  available. 

77.902-3  Attachment  of  ground  conductors  and  ground  check  wires  to 

■•■:•:!;:.  :  '  :'  '  '   '  :   .'••■   ''  '  :  ■■.■-■  '  ■   •  "-.:.■■  •'  ".  ■  .'  . 

This  section  requires  a  separate  connection  for  the  ground  conductor  and 
the  ground  check  conductor. 

77.903  Disconnecting  devices. 

A  connecting  plug  on  the  outby  end  of  the  trailing  cable  with  which  the 
cable  is  connected  to  the  power  source  will  be  accepted  as  a  disconnecting 
device.   Moulded  case  circuit  breakers  are  not  acceptable  as  a  visible 
disconnecting  device.   Other  means,  such  as  switches  with  visible  con- 
tacts may  be  acceptable  for  this  purpose. 

77.90^  Identification  of  circuit  breakers. 

Either  metal  or  plastic  tags  may  be  used  to  identify  circuit  breakers 
if  they  are  attached  securely  to  the  circuit  breaker  enclosure  and  are 
large  enough  and  placed  to  be  readily  seen.   The  trailing  cable  should 
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also  be  identified  with  the  circuit  breaker. 

77.906  Trailing  cables  supplying  power  to  low- voltage  mobile  equipment ; 
ground  wires  and  ground  check  wires. 

This  section  does  not  preclude  the  use  of  an  external  ground  check 
conductor  if  it  is  No.  8  AWG  or  larger  and  attached  securely  to  the 
trailing  cable. 


GROUND  CONTROL 

77.1000  Highwalls,  pits  and  spoil  banks;  plans. 

The  ground  control  plan  should  include  but  is  not  limited  to  the  follow- 
ing criteria: 

Sketches  may  be  used  that  show;  average  ground  elevations, 
coalbed  or  coalbeds  to  be  mined,  number  and  type  of  cuts  antic- 
ipated, type  of  drilling  and  blasting  to  be  used,  proposed  slope 
angle  of  highwalls  and  spoil  banks,  and  all  haulage  roads  leading 
into  the  loading  pits. 

Topographical  maps  may  be  used  to  advantage  in  some  instances. 

77.100^-  (b)  Ground  control;  inspection  and  maintenance;  general. 

If  an  area  is  posted  in  accordance  with  this  section,  such  posting  shall 
be  done  in  a  manner  so  as  to  assure  that  any  workmen  in  the  area  would 
be  immediately  aware  of  the  hazard. 

77.1005  (b)  Scaling  highwalls;  general. 

"The  material  removed  from  a  safe  location"^  as  used  in  this  section, 
means  that  the  person  who  is  removing  the  material  must  be  in  a  safe 
location. 

77.1006  (c)  Highwalls;  men  working. 

"Special  safety  precautions",  as  used  in  this  section,  shall  include 
a  thorough  examination  of  the  highwall  or  spoil  bank  for  dangerous 
conditions  and;  if  dangerous  conditions  are  found,  they  shall  be  corrected 
before  men  are  permitted  to  work  in  such  areas. 

77.1008  (a)  Relocation  of  drills;  safeguards. 

This  does  not  mean  from  hole  to  hole  in  a  series,  but  from  one  general 
area  to  another. 
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FIRE  PROTECTION 

77.1100  Fire  protection;  training  and  organization. 

(a)  The  employees  who  should  receive  training  are  those  involved  in 
maintenance, preparation  and  production  of  coal.   Office  and  clerical 
employees  need  not  be  trained  unless  their  duties  require  them  to 
enter  potentially  hazardous  areas. 

(b)  The  firefighting  organization  shall  include  a  written  plan  for 
attack  on  fire  in  potentially  hazardous  areas.   The  written  plan  shall 
include  a  list  and  location  of  firefighting  equipment.   The  scope 

of  the  training  shall  be  commensurate  with  the  size  of  the  buildings 
and  machinery  involved  and  related  to  the  number  of  employees.   Should 
specific  questions  arise,  such  information  can  be  obtained  from  the 
Fire  Protection  Handbook  published  by  the  National  Fire  Protection 
Association,  Section  II. 

77.1101  Escape  and  evacuation;  plan. 

(a)  The  escape  and  evacuation  plan  shall  be  written  and  posted  in  a 
proper  location. 

(b)  All  employees,  including  office  and  clerical  personnel,  shall  be 
instructed  on  the  current  escape  and  evacuation  plan,  fire  alarm 
signals,  and  applicable  procedures. 

(c)  Judgement  should  be  used  in  enforcing  the  regulation  regarding  the 
maintenance  of  exit  from  areas  where  persons  are  required  to  work  or 
travel.   For  example,  small  washrooms  and  certain  offices  may  be  equipped 
with  one  exit  as  is  common  practice  in  surface  buildings.  However, 
large  offices,  generally  those  housing  three  or  more  people,  wash  and 
change  houses,  lunch  rooms,  and  the  like  must  have  at  least  two  exits. 

Should  questions  arise  relative  to  the  number,  location,  and  design  of 
exits,  the  National  Fire  Protection  Code  No.  101  and  the  Fire  Protection 
Handbook  shall  be  used  for  references. 

77.1102  Warning  signs;  smoking  and  open  flame. 

The  definition  of  "places  where  fire  or  explosion  hazards  exist"  should 
be  considered  from  a  practical  point  of  view. 

77.1103  Flammable  liquids;  storage. 

Reference  is  made  to  the  standards  of  the  National  Fire  Protection 
Association  and  the  applicable  portion  in  Code  No.  30- -Flammable  and 
Combustible  Liquids.   The  safety  can  referred  to  under  part  (a) 
means  the  type  of  container  sealed  by  a  lid  or  other  device  so  that ' 
neither  liquid  nor  vapor  will  escape  at  ordinary  temperatures. 


77.110^-  Accumulations  of  combustible  materials. 

This  section,  in  essence,  refers  to  good  housekeeping.   Excessive 
quantities  of  coal  or  coal  dust  shall  not  be  permitted  to  accumulate 
particularly  where  other  highly  flammable  materials  are  present. 

77.1106  Battery- charging  stations;  ventilation. 

The  hazard  of  accumulation  of  explosive  gas,  particularly  hydrogen, 
should  be  recognized  in  battery- charging  stations. 

77.1108  Firefighting  equipment;  requirements;  general. 

This  section  is  a  general  requirement  for  firefighting  equipment  and 
gives  the  inspector  considerable  leeway  in  requiring  firefighting 
equipment  except  as  is  further  defined  below.   The  intent  of  this  general 
paragraph  is  to  give  the  operator  a  choice  in  type  of  extinguishing 
agent  and,  in  some  respects,  the  size  or  quantity  of  the  unit.   Questions 
can  arise  on  the  definition  of  the  term  "adequate  supply,"  particularly 
for  portable  fire  extinguishers  as  for  example  at  a  motor  drive.  Many 
of  these  questions  can  be  answered  by  reference  to  the  National  Fire 
Protection  Codes,  particularly  Code  No.  10. 

In  assessing  compliance  with  "adequate  supply",  the  whole  fire  control 
system  should  be  considered.   For  example,  if  the  operator  provides  a 
sprinkler  system  at  a  hazardous  location,  then  smaller  hand-held  units 
would  be  permissible  at  a  specific  location  within  the  sprinkler-pro- 
tected area.   Likewise,  if  a  good  water  hydrant-hose  system  is  offered, 
then  smaller  units  could  be  acceptable  at  a  specific  location.   An 
isolated  plant  ordinarily  would  require  a  higher  degree  of  protection 
than  a  plant  served  by  a  local  fire  department. 

77.1108-1  Type  and  capacity  of  firefighting  equipment. 

(b)  The  size  and  location  of  fire  extinguishers  should  follow  recommen- 
dations given  in  the  appropriate  National  Fire  Protection  Association 
Codes.   The  type  of  extinguishing  agent  shall  conform  with  the  size  and 
class  of  potential  fire  hazard.   Carbon  tetrachloride  fire  extinguishers 
are  permitted  if  used  in  accordance  with  the- -National  Fire  Protection 
Code  No. 182  M.   This  code  states  that,  "Carbon  tetrachloride  is  toxic 
and  is  harmful  if  not  handled  properly.   The  amounts  used  for  fire 
extinquishing  are,  under  ordinary  conditions,  relatively  small  (one 

or  two  quarts)^   Provided  carbon  tetrachloride  is  not  used  in  confined 
locations  or  on  hot  metal  surfaces,  experience  has  not  shown  this  to  be 
a  serious  health  hazard." 

(c)  The  requirements  for  fire  hose  for  surface  installations  are 
different  than  those  for  fire  hose  underground.   Underground  fire 
hose  can  be  used  at  surface  installations  but  ordinarily  the  surface 
fire  hose  will  not  be  adequate  for  use  underground. 


Since  cotton  or  linen  fire  hose  is  permitted  for  surface  application, 
the  hose  should  he  inspected  for  mildew  (which  weakens  the  hose),  dry 
rot,  and  for  damage  by  vermin. 

77.1109  Quantity  and  location  of  firefighting  equipment. 

(a)  The  type  and  quantity  of  portable  fire  extinguishers  shall  he 
commensurate  with  the  potential  fire  hazard  in  each  location.  When 
questions  arise,  the  standards  presented  in  National  Fire  Protection 
Code  No.  10  shall  he  used  as  the  criteria. 

(h)  The  purpose  of  this  section  is  to  insure  that  a  water  stream  or 
dry  powder  extinguishing  agent  can  he  applied  at  any  location  in  the 
building.   The  125-pound  extinguisher  can  he  a  single  unit  or  made  up 
of  several  smaller  units  provided  the  total  weight  of  powder  meets  the 
requirements. 

A  125-pound  dry  powder  extinguishing  unit  shall  he  provided  for  each 
2,500  or  5,000  square  feet  of  floor  area  on  a  single  floor  except  that 
a  single  125-pound  unit  can  provide  protection  for  more  than  a  single 
floor  if  the  discharge  piping  is  installed  permanently.   Thus,  a  por- 
table 12 5 -pound  unit  can  serve  only  on  a  single  floor,  but  a  permanently 
installed  unit  may  serve  one  or  more  floors  provided  the  floor  area 
does  not  exceed  2,500  or  5,000  square  feet  depending  on  the  type  of 
construction. 

(c-2)  The  requirements  for  large  equipment,  particularly  those  with 
more  than  one  landing  must  be  determined  and  assessed  by  the  inspector. 

(d)  Judgement  shall  be  used  in  the  evaluation  of  the  requirements  for 
extinguishers  at  each  permanent  electrical  installation.   One  portable 
extinguisher  can  serve  several  adjacent  electrical  motors  or  trans- 
formers. 

(e)  The  requirement  of  two  portable  fire  extinguishers  at  the  stated 
combustible  liquid  storage  depots  clarified  in  NFPA  Code  No.  30  and 
two  portable  units  each  having  a  rating  of  not  less  than  12-B  units 
shall  be  provided.   Justification  for  this  size  extinguisher  is  given 
in  Section  U6— Fire  Control—of  NFPA  Code  No.  30.   Question  will 
arise  whether  a  single  extinguisher  having  a  rating  of  2U-B  units  can 
be  used  instead  of  two  12-B  fire  extinguishers.   Decision  must  be 

made  for  individual  circumstances.   Two  12-B  extinguishers  are  generally 
preferred  as  a  greater  chance  exists  that  at  least  one  unit  will  not 
be  downwind  of  the  fire.   Decision  should  be  based  on  the  size  of 
liquid  storage,  location  and  surrounding  conditions. 

771m  Welding,  cutting,  soldering;  use  of  fire  extinguisher. 

Here  again,  question  can  arise  relative  to  the  definition  of  a 

"portable  fire  extinguisher."  Unless  special  hazards  are  present, 

the  portable  fire  extinguisher  shall  have  a  rating  of  2A  10BC  or  higher. 
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MAPS 

77.1200  Mine  maps. 

"A  separate  and  distinct  location"  as  specified  in  this  section  for 
filing  a  duplicate  copy  of  the  mine  map  means  at  some  suitable 
location  not  in  the  general  area  where  the  original  map  is  kept. 

EXPLOSIVES  AMD  BLASTING 

77.1301  (c)  (5)  Grounding  of  magazines. 

Metal  magazines  shall  he  grounded  to  make  the  earth  part  of  the 
circuit.   This  shall  he  a  low  resistance  earth  ground. 

77.1301  (c)  (7)  Ventilation  of  magazines. 

With  the  exception  of  doorways,  a  2- inch  air  space  shall  be  left 
around  the  ceilings  and  the  perimeter  of  floors.  Foundation  ven- 
tilators shall  not  be  less  than  k   x  6  inches.  Vents  in  the  founda- 
tion, roof,  or  gables  shall  be  screened  and  offset. 

77.1302  (a)  and  Ci )  Vehicles  used  to  transport  explosives . 

(a)  The  transporting  of  combined  loads  of  explosives  and  blasting 
agents  shall  follow  the  provisions  applicable  to  the  transportation 
of  explosives. 

(j)  Wheel  chocks  shall  be  carried  to  supplement  the  parking  brakes 
as  necessary. 

77.1303  (cl  (d),  (e)   (g),  (jjj  (r)  and  (qq  )  Explosives;  handling  and  use. 

(c)  Specially  designed  containers  for  carrying  explosives  shall  be  made 
of  wood  not  less  than  one  inch  thick  or  of  equivalent  rigid  substantial 
construction;  they  shall  be  fully  insulated  and  locked  securely  when  not 
attended.   The  original  container  shall  be  considered  as  substantial 
for  on  the  blast  site  use. 

(d)  Whenever  it  becomes  necessary  to  destroy  damaged  or  deteriorated 
explosives,  consult  with  the  manufacturer  or  follow  the  instructions  of 
the  "Institute  of  Makers  of  Explosives"  pamphlet  on  destroying  ex- 
plosives. 

(e)  Electrically  powered  equipment  shall  not  be  operated  within  50  feet 
of  electrical  blasting  circuits.   Stray  currents  tests  shall  be  con- 
ducted and  the  maximum  current  that  can  be  tolerated  is  0.05  amperes. 

(g)  Caution  shall  be  exercised  in  the  movement  of  the  vehicle  in  the 
blasting  area  to  avoid  driving  the  vehicle  over  or  dragging  hoses  over 
firing  lines,  detonator  wires  or  explosive  materials.   The  driver  in 
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moving  the  vehicle  shall  obtain  the  assistance  of  a  second  person  to 
guide  his  movement. 

Holes  containing  explosives  or  blasting  agents,  tamped  and  ready  for 
firing  are  defined  as  charged  holes. 

Holes  to  be  blasted  shall  be  charged  as  near  to  blasting  time  as 
practical  and  such  holes  shall  be  blasted  as  soon  as  possible  after 
charging  has  been  completed.  Where  required  to  postpone  the  firing 
of  the  blast  the  provisions  of  77.1303  (g)  shall  be  followed. 

(j)  Where  surface  blasting  is  being  done,  particularly  with  vertical 
shot  holes,  and  there  is  a  possibility  of  drilling  into  or  the  effects 
of  blasting  entering  into  underlying  workings  of  active  underground 
mines  appropriate  Orders  should  be  issued  to  ensure  that  underground 
workmen  will  be  withdrawn  from  the  danger  area  before  such  blasting 
is  done. 

(r)   Detonating  cord  downlines  used  in  the  charging  of  boreholes  should 
be  cut  from  the  spool  after  the  primed  charge  is  in  position. 

(qq)  Before  entering  the  blast  area,  personnel  shall  make  certain  that 
it  is  completely  free  of  visible  reddish  brown  fumes,  an  indication 
of  a  highly  toxic  concentration  of  nitrogen  dioxide  gas. 


Man  Hoisting 


77.1^-02-1  Ropes  and  cables;  specifications.   For  the  purpose  of  this 
section,  the  factor  of  safety  of  a  mine  shaft  hoisting  rope  is  the  value 
obtained  by  dividing  the  nominal  breaking  strength  of  the  rope  by  the 
calculated  total  static  (dead  -weight)  load.   The  calculated  total  static 
load  shall  be  taken  as  the  weight  of  the  loaded  skip  or  cage  added  to  the 
weight  of  the  rope  extending  from  the  head  sheave  down  to  the  skip  or 
cage  attachment  when  in  its  lowest  position  in  the  shaft. 


Safety  Factors  for  Hoisting  Ropes  for  Shafts  When  Handling  Men 


Minimum  factor  of 
Length  of  rope       Minimum  factor  of  safety     safety  when  rope 
in  shaft,  feet for  new  rope must  be  discarded 

500  or  less  8  6.k 

500  to  1000  7  5.8 

1000  to  2000  6  5.0 

2000  to  3000  5  k.3 

3000  and  over  k  3.6 

Note:   Based  on  total  static  (dead  weight)  load. 

The  safety  of  operation  depends  upon  the  strength  of  the  rope  as  it  nears 
the  time  for  removal.  It  is,  therefore,  necessary  that  a  value  be  deter- 
mined for  the  minimum  factor  of  safety  below  which  it  is  not  advisable  to 
operate . 

In  general,  the  time  for  removal  of  a  rope  is  indicated  by  a  marked  reduction 
in  rope  diameter,  evidence  of  excessive  abrasion  on  the  outside  wires,  broken 
outsides  wires,  or  indications  of  severe  corrosion.   These  factors  can  all 
be  determined  by  visual  inspection  of  the  outside  of  the  rope.  The  effect 
of  the  broken  wires  can  be  estimated  by  taking  into  account  the  number  of 
broken  wires  and  their  distribution  among  the  various  strands.   The 
number  of  broken  wires  which  develop  in  a  wire  rope  is  the  usual  reason 
for  removal.   This  can  be  considered  the  "safety  value"  that  should  be 
evident  by  visual  inspection.   The  rope  lay  containing  the  greatest  number 
of  broken  wires  is  usually  the  weakest  section  of  the  rope  and  is  comparable 
to  the  "weak  link"  in  a  chain,  except  that  the  condition  is  visible. 
Splices  shall  not  be  accepted  in  hoist  ropes  that  are  used  to  transport 
persons. 

A  rope  lay  is  that  length  of  rope  in  which  one  strand  makes  one  complete 
revolution  about  the  core. 

When  sockets  are  used  as  end  attachments  for  wire  ropes  they  shall  be 
installed  properly  and  only  spelter  (zinc)  shall  be  used  to  fill  the 
socket. 
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When  the  thimble  and  clip  (clamp)  method  of  attachment  is  used  the 
proper  number  of  clips  (clamps)  shall  be  used  in  conjunction  with 
the  thimble  and  they  shall  be  spread  properly.  The  saddle  of  the 
clip  should  rest  upon  the  long  or  main  rope  and  the  U-bolt  upon  the 
short  end. 


Dead  end 


rope 


Live  end  of  rope 


Clips  to  be  installed  as  shown 


Standard  Shaft  Hoist  Thimble  Clip  Attachment 


Attachment  of  Clips 


Length  of  Rope 

Center- to-Center 

Turned  back 

Diameter 

of 

Number  o: 

f     Spacing  of 

Exclusive  of 

Length  of 

Rope,  Inches 

Clips 

Clips,  Inches' 

Eye,  Inches  + 

Wrench,  Inches 

1/2 

3 

3 

9 

12 

5/8 

3 

3-3/4 

12 

12 

3A 

1* 

4-1/2 

18 

18 

7/8 

1* 

5-lA 

21 

18 

l 

4 

6 

24 

24 

1-1/8 

5 

6-3/4 

3^ 

24 

1-1/1* 

5 

7-1/2 

38 

24 

1-3/8 

6 

8-1/1+ 

50 

24 

1-1/2 

6 

9 

54 

24 

1-5/8 

6 

9-3A 

60 

30 

1-3/4 

7 

10-1/2 

74 

30 

1-7/8 

8 

11-1/4 

90 

30 

2 

8 

12 

96 

30 

2-1/8 

8 

13 

104 

30 

2-1/1* 

8 

ll* 

112 

30 

'pproximati 

sly  6  times 

the  rope  diameter 

-1 '  ■ 

t)     4 

77. 1^-03 ("b)  and  (e)   Inspection  and  maintenance. 

(b)  The  report  required  by  this  section  shall  be  checked  at  the  time 

of  each  inspection  by  an  authorized  representative  of  the  Secretary. 

(e)  Because  wire  rope  is  a  fine  mechanism,  its  lubrication  during 
service  is  of  paramount  importance  if  satisfactory  life  is  to  be  obtained. 
Wire  rope  has  many  moving  parts  that  are  all  closely  and  carefullly  related 
to  one  another  and,  as  it  operates  over  sheaves  and.  drum,  it  is  subject 
to  bearing  pressure  between  component  wires  under  loads  that  are  higher 
than  for  any  machine  bearing.  The  lubricant  used  by  the  wire  rope 
manufacturer  in  fabrication  is  selected  to  meet  the  service  requirements 
to  which  the  rope  will  be  subjected.   It  is  important  that  the  lubricant 
selected  by  the  mine  operator  shall  be  miscible  with  the  original  lubricant. 
Safety  of  wire  rope  in  service  depends  upon  proper  and  adequate  lubrication. 
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Auger  Mining 


77.1301(a)  and  (b)  Auger  mining;   inspections 

(a)  "The  drilling  site"  shall  include  that  area  of  the  highwall  under 
which  augering  operations  will  be  conducted  during  the  shift. 

"All  loose  material"  as  used  in  this  subsection  shall  be  construed  to 
mean  loose  material  that  poses  a  hazard  to  workmen. 

(b)  The  term,  "shall  be  inspected  frequently",  as  used  in  this  subsection 
shall  be  construed  to  mean  that  such  inspections  shall  be  made  at  intervals 
not  to  exceed  30  minutes  when  augering  operations  are  conducted  during  a 
heavy  rainfall  and  as  often  as  necessary  to  assure  the  safety  of  the  workmen 
after  a  heavy  rainfall  or  during  any  period  of  intermit ten  freezing  and 
thawing. 

77.150Mc)  and  (e)  Auger  equipment;  operation 

(c)  When  the  control  cab  on  the  augering  machine  is  located  directly 
above  or  to  one  side  of  the  auger  train,  the  auger  machine  operator 
shall  not  be  considered  as  being  in  direct  line  with  the  borehole  during 
augering  operations. 

(e)   This  subsection  requires  adequate  illumination  of  the  highwall  in 
the  work  area. 

77.130$  Auger  holes;  blocking 

The  blocking  material  shall  be  piled  at  least  12  inches  above  the  top 
of  the  auger  hole  to  allow  for  settling. 

"Other  suitable  material",  shall  consist  of  material  that  will  not  fire 
readily. 


Loading  and  Haulage 


77.1603(d)  and  (k)  Loading  and  haulage  equipment;  installation 

(d)  Adequate  lights  shall  be  provided  on  both  ends  of  all  mobile 
equipment. 

(k)   "Elevated  roadways",  as  used  in  this  requirement,  are  roadways 
of  sufficient  height  above  the  adjacent  terrain  to  create  a  hazard  in 
the  event  mobile  equipment  ran  off  the  roadway. 
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"Berm"  as  used  in  this  requirement  means  a  pile  or  mound  of  material 
capable  of  restraining  a  vehicle. 

77.1606(a)   Loading  and  haulage  equipment;  inspection  and  maintenance 

Mobile  loading  and  haulage  equipment  shall  be  inspected  by  a  competent 
person  before  such  equipment  is  placed  in  operation  at  the  beginning 
of  each  shift. 

77.l607(v)  Loading  and  haulage  equipment;  operation 

The  car  dropper  shall  control  the  trip  from  one  location  and  shall  not 
drop  more  cars  than  can  be  controlled  from  such  location. 


Miscellaneous 


77'17Q2  Arrangements  for  emergency  medical  assistance  and  transportation 
for  injured  persons;  reporting  requirements;  posting  requirements.   Sub- 
sections  (a)  and  (b)  "24-hour  emergency  medical  assistance  and  erne r ge n cy 
transportation" j  does  not  mean  that  a  physician  and  ambulance  shall  be  on 
a  standby  basis  at  the  mine.  It  means  that  these  services  must  be  arranged 
for  and  be  readily  available. 

77.1711  Smoking  prohibition.   This  section  is  construed  to  mean  that  no 
person  shall  smoke. or  use  an  open  flame  when  such  practice  is  likely  to 
cause  a  fire  or  explosion. 


Trolley  Wires  and  Trolley  Feeder  Wires 


77»l80Q  Cutout  switches.  Where  trolley  feeder  wires  parallel  trolley 
wires,  a  cutout  switch  shall  be  installed  in  both  circuits  at  the  same 
point,  or  where  it  is  necessary  to  use  a  cutout  switch  in  each  circuit 
they  shall  be  installed  reasonably  close  to  facilitate  the  opening  of 
both  circuits.  The  practice  of  using  a  jumper  to  bridge  a  removed 
section  of  trolley  wire  as  a  means  of  disconnecting  power  shall  not  be 
accepted. 

77«l802  Insulation  of  trolley  wires;  trolley  feeder  wires;  and  bare 
signal  wires;  guarding  of  trolley  wires  and  trolley  feeder  wires. 
Guarding  shall -be  done  with  wood,  plastic  or  other  substantial,  non- 
conductive  material,  firmly  secured. 

The  mine  inspector  shall  not  hesitate  to  require  additional  guarding  of 
trolley  wires  at  all  locations  where  he  considers  a  potential  shock 
hazard  exists. 
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Slope  and  Shaft  Sinking 


77.1900  Slopes  and  shafts;  approval  of  plans.   "Extended"  as  referred 
to  in  this  section  means  any  additional  lengthening  of  a  slope  or 
shaft  after  June  30,  1971,  even  though  it  was  commenced  prior  to  that 
date. 

77.1900-1  Compliance  with  approved  slope  and  shaft  sinking  plans. 
The  plan  required  under  this  section,  after  being  approved  by  the 
District  Manager,  shall  be  strictly  adhered  to  for  compliance  with 
this  section. 

77.1903  Hoists  and  hoisting;  minimum  requirements.   For  explanation 
see  Section  77.1402-1  of  this  manual. 

77.1907(a)  and  (d)   Hoist  construction;  general. 
(a)  See  Section  77-l1+02-l  of  this  manual. 

(d)  At  least  one  full  turn  of  the  hoist  rope  shall  be  placed  around 
the  drum  shaft  of  a  hoist  where  the  rope  drum  is  secured  to  the  shaft. 
Where  the  rope  drum  can  be  released  to  turn  free  on  the  shaft  at  least 
one  full  turn  of  the  hoist  rope  shall  be  placed  around  the  drum  spoke, 
and  in  either  case  the  rope  shall  be  fastened  securely  by  means  of 
clamps. 

77.1908(b)  (d)  and  (f)   Hoist  installations;  use. 

(b)  When  guidelines,  regarding  "other  no  less  effective  means",  are  estab- 
lished a  supplement  to  this  section  of  the  manual  will  be  issued. 

(d)   Cross he ads  as  referred  to  in  this  section  are  members  that  engage 
the  guides. 

(f)  "Independently  powered  auxiliary  hoist"  as  referred  to  in  this 
section  means  any  safe  method  that  can  be  used  to  remove  men  from  a 
slope  or  shaft  quickly  in  the  event  of  an  emergency. 

77.1908-1  Hoist  operation;  qualified  hoistman.   A  qualified  hoistman 
within  the  meaning  of  this  section  is  an  individual  who  meets  the 
requirements  of  Section  77.105. 

77.1909-1  Use  of  nonpermissible  explosives  and  nonpermissible  shot- 
firing  units;  approval  by  District  Manager.   When  an  inspector  finds 
nonpermissible  explosives  and  nonpermissible  shot-firing  units  being 
used,  he  shall  check  to  see  if  a  permit  as  required  by  this  Section 
had  been  issued,  and  to  determine  if  the  proper  safeguards  were  being 
employed. 
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77.1913  Fire-resistant  wood.  All  timbers  and  other  wood  products  which 
are  to  be  permanently  installed  in  slopes  and  shafts  shall  be  fire- 
resistant.   This  section  does  not  require  crossties  to  be  fire-resistant. 


Approved  Books  and  Records 

Any  books  or  records  maintained  by  the  mine  operator  for  the  purpose 
of  recording  the  information  required  by  Part  77  will  be  acceptable 
until  such  time  as  approved  books  and  records  are  available. 


GUIDELINES  FOR  THE  ISSUANCE  OF  NOTICES  AND 
ORDERS  UNDER  SECTION  104  OF  THE  ACT 

The  source  of  the  mine  inspector's  authority  and  responsibility  is 
Section  104  of  the  Act.   This  Section  establishes  an  integrated  and 
carefully  balanced  system  of  enforcement  which  the  inspector  must 
follow.   It  involves  some  very  difficult  judgments.   The  inspector 
must  always  have  the  health  and  safety  of  the  miner  foremost  in  mind. 
He  must  also  be  aware  that  the  purpose  of  the  Act  is  to  achieve 
maximum  compliance  with  the  provisions  of  the  Act  and  the  implementing 
regulations . 

Section  10 4  provides  the  inspector  with  authority  to  issue  Notices  of 
Violation,  Withdrawal  Orders,  and  Notices  of  Abatement  where  he  finds 
certain  conditions  exist.  He  must  exercise  this  authority  with  care 
and  judgment. 

Section  lO^(a)  deals  with  imminent  danger.   "Imminent  danger"  is 
defined  in  the  Act  as  "the  existence  of  any  condition  or  practice  in 
a  coal  mine  which  could  reasonably  be  expected  to  cause  death  or  serious 
physical  harm  before  such  condition  or  practice  can  be  abated." 

The  two  important  elements  of  an  imminent  danger  order  are  (l)  the 
existence  of  a  condition  or  practice  which  could  reasonably  be  expected 
to  cause  death  or  serious  physical  harm  and  (2)  the  imminence  of  the 
danger  as  one  that  may  cause  such  death  or  physical  harm  before  it  can 
be  abated.  An  imminent  danger  Withdrawal  Order  could  involve  a  violation 
of  a  mandatory  standard,  but  it  is  possible  to  have  an  imminent  danger 
arise  from  natural  or  other  causes  without  any  violation  of  a  standard 
being  involved.   The  imminence  of  the  danger  is  a  judgment  to  be  made  in 
the  light  of  all  the  circumstances. 

If  the  condition  or  practice  is  not  an  imminent  danger,  the  proper  action 
by  the  inspector  is  to  issue  a  104(b)  Notice  and  fix  a  time  for  abatement. 

Section  lO^(b),  apart  from  imminent  danger  situations  where  an  immediate 
withdrawal  is  required,  is  the  primary  tool  for  obtaining  compliance  with 
the  mandatory  health  and  safety  standards. 


When  the  inspector  is  satisfied  upon  an  inspection  that  a  condition  or 
practice  exists  which  violates  a  mandatory  standard  his  responsibility 
is  to  issue  a  104(b)  Notice  and  fix  a  reasonable  time  for  the  operator 
to  abate  the  condition  or  practice.  Wherever  practical,  the  time  fixed 
should  be  determined  after  a  discussion  with  the  mine  operator,  and  the 
time  fixed  should  be  reasonable  taking  into  account  the  circumstances. 
Upon  the  expiration  of  the  time  fixed  for  abatement,  the  inspector  should 
again  review  the  circumstances  and  extend  the  time  if  the  circumstances 
justify.   If  no  extension  of  time  is  justified  and  the  condition  or 
practice  continues  unabated,  the  inspector  should  issue  a  Withdrawal 
Order  under  Section  104(b).  Upon  the  abatement  of  the  condition  or 
practice  the  Withdrawal  Order  should  be  promptly  terminated. 

Section  104(c)  deals  with  unwarrantable  failures  on  the  part  of  a  mine 
operator  to  comply  with  mandatory  health  and  safety  standards .   This 
section  is  not  intended  to  be  used  where  there  is  imminent  danger  or 
where  compliance  with  standards  can  be  effectuated  by  the  issuance  of 
Notices  and  Orders  under  Section  104(b).   It  is  recognized  that  violations 
of  mandatory  standards  can  occur  where  the  mine  operator  is  making  a 
diligent  and  good  faith  effort  to  comply  with  the  Act.   It  would  not 
normally  be  considered  appropriate  to  invoke  104(c)  against  the  mine 
operator  who  by  his  course  of  conduct  and  his  good  faith  and  diligence 
shows  a  continuing  intent  and  effort  to  comply  with  the  Act.   Section 
104(c;  is  intended  for  the  mine  operator  who  is  indifferent,  irrespon- 
sible, and  careless  as  to  health  and  safety,  and  who  is  a  repeated 
violator  irresponsibly  allowing  violations  of  mandatory  standards  to 
occur  or  to  continue  unabated  after  he  knew  or  should  have  known  the 
conditions  existed. 

Before  an  inspector  issues  a  Notice  or  Order  under  Section  104(c),  he 
must  first  determine  that: 

1.  There  is  a  violation  of  a  mandatory  health  or  safety 
standard, 

2.  That  the  violation  or  condition  does  not  constitute 
an  imminent  danger, 

3.  That  the  violation  will  significantly  and  substantially 
contribute  to  the  cause  and  effect  of  a  mine  health  or 
safety  hazard,  and 

4.  That  the  violation  occurred  because  of  an  unwarrantable 
failure  on  the  part  of  the  operator  to  comply. 

A  finding  of  unwarrantable  failure  requires  the  exercise  of  a  careful 
judgment  on  the  part  of  the  mine  inspector.   The  existence  or  occurrence 
of  a  violation  of  mandatory  standard  which  could  significantly  and  sub- 
stantially contribute  to  a  mine  safety  or  health  hazard  does  not  of 
itself  support  a  finding  of  unwarrantable  failure  to  comply  with  the 
standard.   There  must  be  a  separate  and  additional  finding  that  the 
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violation  resulted  from  an  "unwarrantable  failure"  to  comply  with  the 
standard  violated.   This  is  a  completely  separate  finding  which  requires 
a  careful  judgment  that  the  operator  knew,  or  should  have  known,  that  if 
certain  conditions  or  practices  were  allowed  to  continue  they  would 
result  in  a  violation  significantly  and  substantially  affecting  mine 
health  and  safety  and  he  allowed  the  condition  or  practice  to  continue 
unabated  because  of  indifference  and  lack  of  concern  for  health  and 
safety  or  through  indifference,  heedlessness,  irresponsibleness  or  care- 
lessness he  fails  to  abate  the  existence  of  a  violation  which  he  knows 
contributes  substantially  and  significantly  to  a  mine  health  or  safety 
hazard. 

The  finding  of  a  violation  would  be  as  a  minimum  the  occasion  for  the 
issuance  of  a  10^(b)  Notice  of  Violation. 

Whether  such  finding  would  be  the  occasion  for  the  issuance  of  a  10^-(a) 
Order  instead  would,  of  course,  depend  on  the  additional  existence  of 
the  elements  of  "imminent  danger"  as  described  earlier. 

Whether  such  finding  would  be  the  occasion  for  the  issuance  of  a  lO^l-(c) 
Notice  or  Order  instead  of  a  10^-(a)  or  10^ (b)  Order  or  Notice  would 
depend  on  there  not  being  an  imminent  danger  involved  and  on  there 
existing  the  additional  elements  of  "unwarrantable  failure"  as  described 
earlier. 

A  violation  of  any  provision  of  the  Act  or  regulations  can,  depending 
on  the  circumstances,  be  reason  for  either  a  10^-(a),  10^-(b),  or  10^(c) 
action.   For  example: 

A  crosscut  has  been  completed  and  preparation  has  not 
been  made  to  promptly  close  the  crosscut  outby  in  line 
with  the  permanent  stoppings  to  prevent  short  circuiting 
the  air  in  the  face  areas.   This  would  be  reason  for  a 
10^- (b)  Notice.   If  more  than  one  crosscut  is  open  and 
the  inspector  is  unable  to  measure  the  required  air 
velocity  in  the  last  open  crosscut  this  may  be  reason 
for  a  lO^)-(c)  Notice  or  Order.   Should  one  volume  per 
centum  or  more  of  methane  be  detected  in  the  working 
place  and  the  crosscuts  had  not  been  closed  would  be 
reason  for  a  10^(a)  Order. 

It  must  be  remembered  the  mere  fact  that  the  violation  is  one  that  has 
been  observed  repeatedly  is  not  reason  to  assume  that  this  is  unwarrant- 
able failure  onT the  part  of  the  operator.  A  determination  must  be  made 
that  the  operator  knew  or  should  have  known  that  the  violation  existed 
and  that  the  violation  is  of  such  nature  as  could  significantly  and 
substantially  contribute  to  the  cause  and  effect  of  a  mine  safety  or 
health  hazard. 
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RULES  FOR  THE  ISSUANCE  OF  NOTICES  AND  ORDERS 
UNDER  SECTION  104(c) --UNWARRANTABLE  FAILURE 

A.  For  the  purpose  of  "wiping  the  slate  clean"  after  the  issuance  of 
a  104~(c)(l)  or  104(c'  (2;  Order  and  reinstating  the  initial  procedures 
of  issuance  of  104(c)(1)  Notices  before  issuance  of  an  Order  under 
104(c),  a  complete  inspection  of  the  entire  mine  (a  "regular"  inspection) 
must  be  made  which  reveals  no  unwarrantable  failure  violation  (a  "clean" 
inspection) . 

B.  104(c)  Notices  and  Orders  may  be  issued  during  any  inspection, 
including  spot  inspections. 

C.  Once  a  104(c)(1)  Notice  has  been  issued  a  time  period  of  90  days 
begins  to  run.  Assuming  that  no  Order  has  been  issued  under  104(c), 
then  regardless  of  the  number  of  "clean"  inspections  (whether  "spot" 
or  "regular")  which  have  been  made  during  the  90  day  period  following 
the  issuance  of  the  Notice,  if  an  unwarrantable  failure  violation  is 
observed  during  any  inspection  made  within  the  90  day  period,  a 
104(c)(1)  Order  should  be  issued. 

Once  a  104(c)(1)  Notice  has  been  issued  the  entire  period  of  90  days 
must  elapse  or  expire  without  the  issuance  of  a  104(c)  Order  before 
the  reinstatement  of  the  initial  procedures  if  issuance  of  a  104(c)(1) 
Notice.   If  the  period  of  90  days  elapses  or  expires  after  the  issuance 
of  a  104(c)(1)  Notice,  without  the  issuance  of  a  104(c)  Order,  the 
"slate  is  wiped  clean,"  and  thereafter,  if  an  unwarrantable  violat ion 
is  observed  a  104(c)(1)  Notice  will  be  issued,  and  the  procedures 
prescribed  by  104(c)  reinstated. 

D.  Once  a  104(c) (1;  or  a  104(c)(2)  Order  has  been  issued,  an  entire 
inspection  of  the  mine  (a  "regular"  inspection)  must  be  made  which 
reveals  no  unwarrantable  failure  violation.   If  such  a  "clean  regular" 
inspection  is  made,  as  far  as  unwarrantable  failure  violations  are 
concerned,  all  previous  104(c)  Orders  and  the  Notice  on  which  such 
Orders  were  based  are  wiped  out  and  the  initial  procedures  of  104(c)(1) 
are  reinstated,  and  then  the  inspector  will  first  issue  a  Notice  under 
104(c)(1)  upon  the  observance  of  an  unwarrantable  failure  violation 
during  an  inspection  made  after  the  "clean"  inspection,  even  if  the 
inspection  is  conducted  within  the  90  day  period  after  the 

issuance  of  the  original  104(c)(1)  Notice. 

E.  104(cj(l)  Orders  will  be  issued  for  unwarrantable  failure  violations 
observed  during  the  same  inspection  in  which,  and  after,  the  104(c)(1) 
Notice  was  issued. 

F.  104(c)(1)  Orders  will  be  issued  upon  observance  of  an  unwarrantable 
failure  violation  during  an  inspection  made  within  90  days  after  the 
issuance  of  a  104(c)(1)  Notice  and  there  have  been  no  previous  104(c) 
Orders  issued  since  the  issuance  of  the  Notice. 
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G.  All  unwarrantable  failure  Orders  issued  during  the  same  inspection 
at  -which  the  first  104(c)(1)  Order  was  issued,  will  be  104(c)(1)  Orders. 
Therefore,  104(c)(2)  Orders  will  not  be  issued  during  the  same  inspection 
in  which  a  104(c)(1)  Order  or  Orders  have  been  issued. 

H.   Once  a  104(c)(1)  Order  has  been  issued,  the  90  day  period  has  no 
further  effect  or  application.   Either  104(c) (l)  Orders  will  be  issued 
(for  unwarrantable  failure  violations  observed  during  the  same  inspection 
in  which  the  first  104(c)(1)  Order  was  issued),  or  104(c)(2)  Orders  (for 
unwarrantable  failure  violations  observed  during  an  inspection  made  sub- 
sequent to  the  inspection  in  which  a  104(c)(1)  Order  or  Orders  was 
issued)  will  be  issued  and  continued  to  be  issued  forever,  until  a 
complete  inspection  ("regular"  inspection)  of  the  mine  has  been  made 
which  reveals  no  unwarrantable  failure  violations.  When  a  complete 
inspection  ("regular"  inspection)  of  the  mine  has  been  made,  following 
the  issuance  of  a  104(c)(1)  or  104(c)(2)  Order,  which  reveals  no 
unwarrantable  failure  violation,  the  initiating  procedures  of  104(c)  are 
reinstated  and  a  104(c)(1)  Notice  will  be  issued  for  the  first  unwarrant- 
able violation  observed  at  an  inspection  made  subsequent  to  the  "clean" 
inspection. 

ILLUSTRATIONS  OF  APPLICATION  OF  THE  RULES 

Situation  1:   During  an  inspection  you  observe  an  unwarrantable  failure 
violation.   There  have  been  no  104(c)(1)  Notices 

--issued  previously  during  the  same  inspection, 
--issued  within  90  days  before  the  inspection 


and, 


Orders, 


-there  are  no  "outstanding"  104(c) (l)  or  104(c)(2) 


In  this  situation  you  should  issue  a  104(c)(1)  Notice. 

(The  term  "outstanding"  is  used  to  denote  either  a 
104(c)(1)  or  104(c)(2)  Order  which  has  been  issued 
during  any  prior  inspection  and  there  has  been  no 
inspection  of  the  entire  mine  made  ("regular" 
inspection)  since  the  issuance  of  the  last  Order, 
whether  104(c)(1)  or  104(c)(2),  which  reveals  no 
unwarrantable  failure  violation  (a  "clean"  inspection).) 


Situation  2:   During  an  inspection  you  observe  an  unwarrantable  failure 
violation  and  issue  a  104(c)(1)  Notice.   During  that  same  inspection 
you  observe  a  second  unwarrantable  failure  violation.  You  should  issue 
a  104(c)(1)  Order,  and  continue  to  issue  104(c)(1)  Orders  for  each 
unwarrantable  failure  violation  observed  during  that  same  inspection. 


Situation  3:   During  an  inspection  you  have  observed  one  unwarrantable 
failure  violation  and  have  issued  a  104(c)(1)  Notice.   No  104(c)  Order 
has  been  issued  since  the  104(c)(1)  Notice  was  issued.   During  a  sub- 
sequent inspection  made  more  than  90  days  from  the  issuance  of  the 
104(c)(1)  Notice,  you  observe  another  unwarrantable  failure  violation. 
You  should  issue  a  104(c)(1)  Notice.   The  violation  must  have  been 
observed  within  90  days  from  the  issuance  of  the  first  104(c)(1)  Notice. 

Situation  4:   During  an  inspection  you  have  issued  a  104(c)(1)  Notice. 
Daring  a  subsequent  inspection  made  within  90  days  of  the  issuance  of 

Notice  you  observe  an  unwarrantable  failure  violation.   You  should 
issue  a  104(c)(1)  Order.  For  all  subsequent  unwarrantable  failure 
violations  observed  during  that  same  inspection  in  which  the  first 
104(c)(1)  Order  was  issued  you  should  issue  104(c)(1)  Orders. 

Situation  5:   During  an  inspection  you  have  issued  a  104(c)(1)  Notice. 
During  that  same  inspection  or  during  a  subsequent  inspection  made  within 
90  days  of  the  issuance  of  the  104(c)(1)  Notice  you  have  issued  a 
104(c)(1)  Order.   During  any  inspection  made  subsequent  to  the  inspection 
in  which  the  104(c)(1)  Order  was  issued  you  should  issue  a  104(c)(2)  Order 
for  each  unwarrantable  failure  violation  observed.  You  will  continue  to 
issue  104(c)(2)  Orders  during  a.1 1  subsequent  inspections  without  regard 
to  the  time  which  has  elapsed  or  expired  (whether  less  than  or  more  than 
90  days)  since  the  original  104(c)(1)  Notice  was  issued  until  a  complete 
inspection  of  the  entire  mine  ("regular"  inspection)  has  been  made  which 
reveals  no  unwarrantable  failure  violation  ("clean"  inspection). 

Situation  6;  A  104(c)(1)  Notice  and  a  104(c)(1)  Order  have  been  issued. 
A  complete  inspection  of  the  entire  mine  ("regular"  inspection)  has  been 
made  at  anytime  after  the  104(c)(1)  Order  was  issued  and  such  inspection 
reveals  no  unwarrantable  failure  violations.   Thereafter,  an  unwarrantable 
failure  violation  is  observed  during  a  subsequent  inspection  made  anytime 
(even  though  it  is  made  within  90  days  of  the  issuance  of  the  original 
104(c)(1)  Notice)  after  the  inspection  during  which  no  unwarrantable 
failure  violations  were  observed.   The  clean  inspection  has  wiped  the 
slate  clean."  You  should  issue  a  104(c)(1)  Notice,  because  the  initiating 
procedures  of  104(c)  have  been  reinstated  by  the  "clean"  inspection. 
The  same  procedures  are  followed  where  a  104(c)(2)  Order  had  been  issued 
before  the  "clean"  inspection. 

Situation  7:  A  104(c)(1)  Notice  has  been  issued.  One  or  more  complete 
inspections  of  the  entire  mine  have  been  made  during  which  no  unwarrant- 
able failure  violation  was  observed.  However,  an  inspection  is  then  made 
and  such  inspection  is  made  within  90  days  of  the  issuance  of  the 
104(c)(1)  Notice,  and  during  this  inspection  an  unwarrantable  failure 
violation  is  observed.  A  104(c)(1)  Order  should  be  issued. 

(The  "triggering"  effect  of  a  104(c)(1)  Notice  ceases 
in  one  of  two  ways-- 
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(i)  --by  the  elapse  or  expiration  of  the  90  day 
period  after  the  issuance  of  the  104(c)(1)  Notice 
and  (1)  no  inspection  of  the  mine  was  made  during  the 
90  day  period,  or,  (2)  one,  or  more,  inspections 
(■whether  "spot"  or  "regular")  of  the  mine  has  "been 
made  and  no  other  unwarrantable  failure  violation  was 
observed  during  such  inspection  made  within  the  90 
day  period. 

(II)  --by  the  issuance  of  a  104(c)(1)  or  104(c)(2) 
Order  during  the  9Q  flay  period  following  the  issuance 
of  the  104(c)(1)  Notice.   Once  a  104(c)(1)  or  104(c)(2) 
Order  has  been  issued  within  90  days  after  the  issuance 
of  the  104(c)(1)  Notice  the  inspector  need  not  concern 
himself  with  the  amount  of  time  which  has  elapsed  or 
expired  since  the  issuance  of  the  Notice,  but  need  only 
concern  himself  with  whether  an  inspection  of  the  entire 
mine  has  been  made  since  the  issuance  of  the  last 
104(c)(1)  or  104(c)(2)  Order  which  reveals  no  unwarrant- 
able failure  violation.) 
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NOTICES  AND  ORDERS 


USE  OF  FORMS 


Form  1  is  used  to  cite  an  imminent  danger  Order  of  Withdrawal  104(a), 
a  Notice  of  Violation  104(b),  a  Notice  of  Violation  104(c)(1),  an 
Order  of  Withdrawal  104(c) (l),  and  an  Order  of  Withdrawal  104(c)(2). 

Form  2  is  used:  (a)  to  abate  a  Notice  issued  on  Form  1,  104(b)  or 
104(c)  (l) ;  (b)  to  grant  an  extension  of  time  to  abate  a  violation  cited 
in  a  Notice  issued  on  Form  1,  104(b)  or  104(c)(1). 

Form  2  is  also  used  to  issue  an  order  to  have  persons  withdrawn  from  a 
mine  or  portion  thereof  for  failure  of  an  operator  to  abate  a  violation 
cited  in  a  Notice  issued  on  Form  1,  104(b)  or  104(c)(1). 

Form  2,  104(g)  Termination  of  Order  is  used  by  an  inspector  to  terminate 

any  Order  issued  on  Form  1,  104(a),  104(b),  104(c)(1),  or  104(c)(2). 

This  form  may  be  used  also  for  vacating  a  Notice  or  Order  issued  in  error, 

Form  2,  104(g)  Modification  of  Order  is  used  by  an  inspector  to  modify 
an  Order  issued  on  Form  1,  104(a),  104(c)(1),  104(c)(2),  or  Form  2, 
104(b). 

Although  Form  1  (6-I382)  mentions  "health"  and  safety,  the  new  Notice 
and  Order  forms  shall  not  be  used  for  citing  violations  under  Section 
104(i)  or  for  safeguards.   The  old  forms  shall   ;  used  for  this  purpose 
until  new  ones  are  prepared. 


4!) 


Form  1  -  Example  A 

Example  A  shows  how  Form  1  is  used  for  the  issuance  of  a  Withdrawal  Order 
under  Section  10U(a).  This  Order  of  Withdrawal  is  issued  to  have  persons 
withdrawn  from  a  mine  or  portion  thereof  for  imminent  danger.   "Imminent 
danger"  means  the  existence  of  any  condition  or  practice  in  a  coal  mine 
which  could  reasonably  he  expected  to  cause  death  or  serious  physical 
harm  before  such  condition  or  practice  can  be  abated. 

Conditions  or  practices  that  create  a  health  hazard  shall  not  be  con- 
sidered as  constituting  imminent  danger. 

The  inspector  shall: 

1.  Fill  in  the  name  of  the  mine,  location,  and  mine  I.D.  No. 

2.  Check  the  block  "Order"  and  in  the  No. fill  in  the  number 

of  the  Order  issued  on  that  date  and  his  initials. 

3.  Fill  in  the  Time,  Date,  and  the  name  of  the  person  upon  whom 
the  Order  is  served. 

k.     The  condition  or  practice  which  constitutes  the  Imminent  Danger 
shall  be  described  in  detail. 

5.  If  men  were  withdrawn  prior  to  the  issuance  of  Order,  check 
appropriate  box. 

6.  Check  the  imminent  danger  box. 

7.  Check  the  box  next  to  the  word  "Order"  under  "Action  Required" 
and  describe  the  area  of  the  mine  from  which  persons  are  to 
be  withdrawn  and  prohibited  from  entering. 

8.  The  Order  shall  then  be  signed  by  the  inspector. 

9-   In  the  lower  left  corner,  check  appropriate  box  (lO^(a). 


GO 


EXAMPLE  A 


6-138:.'  i 

(August  1971)  Symbol. ..T 

TO  THE  OPERATOR,  OR  HIS  AGENT,  OF  THE 
UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR  No.     1    Strip  MINE 

Bi-REAi:  of  mikes  CamplkHy :""  A."."  and "sT'Coal"  Company 

Coal  Mine  Health  And  Safc.v  District  Oflue                                             Location.£r.ak.  .QXCh&VAi .  A™StrOng..C01jnty  ,      Pa. 
•4800   forbei   Avenue                                                                                            o^     DD^IlQ 
Pittsburgh,   Pennsvlvania    15213  ID.  No •?-?."  7. Jl-S-t? 

E2  ORDER  Q  NOTICE  No ?l.il!P. 

Ttme,. 10:30 rf  p.M.      Date:0.^0.^..?.0*    19.71.  .  .J.°^.  l1^ 

(Person  Served) 

Pursuant  to  the  Federal  Coal  Mine  Health  and  Safetv  Act  of  1909(83  Stat.  742;  30  USC80I;  PL  91-173)  the  undersigned  duly  authorized 
representative  of  the  Secretary  of  the  Interior,  upon  making  an  inspection  of  the  above  named  mine  on  this  date  finds  that  the  following 
described  condition  or  practice  exists  in  the  mine: 

Condition   or    Practice 

Loose  overhanging  rock  was  present  along  the  highwall  for  a 
distance  of  100  feet  in  pit  No.   1  and  the  end-loader  was  being 
operated  in  close  proximity  to  the  highwall. 


[Cont'd  Sheet  No.  ] 

The  undersigned  finds  that: 

g.Men  had  been  withdrawn  prior  to  issuance  of  this  order 
An  IMMINENT    DANCER    EXISTS  in   that   the  condition  or  pracce  described  could  reasonably   be  expected   to  cause  death  or 
serious  physical  harm  before  such  condition  or  practice  can  be  abated. 

□  There  has  been  a  violation  of  I of  Part Title  30,  Code  of  Federal  Regulations, 

a  mandatory  health  or  safety  standard,  but  the  violation  has  not  created  an  imminent  danger. 

□  The  undersigned  further  finds: 

f~|  the  violation  is  of  such  nature  as  could  significantly  and  substantially  contribute  (o  the  cause  and  effect  of  a  mine  safety  or  health 
hazard,  and  is  caused  by  an  unwarrantable  failure  to  comply  with  such  standard. 

1~~)  The  violation  was  found    | ;  during  the  same  inspection  in  which 

Q  during  a  subsequent  inspection  made  within  90  days  after 

Notice  No. was  issued  on  ,  19 

and  is  also  caused  by  an  unwarrantable  failure  to  comply  with  such  standard. 
□  the  violation  is  similar  to  the  violation  of  the  mandatory  health  or  safety  standard  which  resulted  in  the  issuance  of  Withdrawal 

Order  No on 19 and  no  inspection  of  the  mine  has 

been  made  since  such  date  which  disclosed  no  similar  violation. 

ACTION    REQUIRED 

□  NOTICE         The  violation  of  the  mandatory  health  or  safety  standard  described  above  shall  be  totally  abated  by 

o'clock  on   19 

JCj  ORDER  You  are  hrrrbv  ORDERED  (o  cause  immediately  all    pervonv.  except  those  referred  to   in  subjection  id)  of  section    UH 

of  the  Act.  to  be  withdiawn  from,  and  to  be  prohibited  Irom  entering,  the  area  of  the  mine  described  below  until  an 
authorized  representative  of  the  Secretary  of  the  Interior  determines  that  the  imminent  danger  no  longer  exists  or  the 
violation  of  the  mandatory  health  or  safety  standard  has  been  abated. 

Area  of  Mine 

The   area  beneath  the  highwall  of  pit  No.    1  extending  100  feet  on  either 
side   of  the   loose   rock  and  75   feet  in  width  paralleling  the  highwall. 

Cont'd  Sheet  No 


Onkn    im  .is^iun,,  ,i,  OlOl  ■  -,    :  lJ 

Noli.r.  TD 
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John  Doe 

Authorized  Representative 


Form  1  -  Example  B 

Example  B  shows  how  Form  1  is  used  for  the  issuance  of  a  Notice  of 
Violation  of  a  mandatory  standard  under  the  provisions  of  Section  104- (b), 
This  Notice  is  issued  for  a  violation  of  any  mandatory  health  or  safety 
standard  that  does  not  create  an  imminent  danger  and  is  not  caused  by 
unwarrantable  failure  of  the  operator  to  comply  with  such  standard. 

The  inspector  shall: 

1.  Fill  in  the  name  of  the  mine,  location,  and  mine  I.D.  No. 

2.  Check  the  block  "Notice"  and  in  the  No. fill  in  the 

number  of  the  Notice  issued  on  that  date  and  his  initials. 

3.  Fill  in  the  Time,  Date,  and  the  name  of  the  person  upon 
whom  the  Notice  is  served. 

k.      The  condition  or  practice  which  constitutes  the  violation 
of  a  standard  shall  be  described  in  detail  under  "Condition 
or  Practice". 

5.  Check  the  box  indicating  there  has  been  a  violation  of  a 
mandatory  standard  and  fill  in  the  Section  Number  and  the 
Part  Number  of  Title  30. 

6.  Check  the  box  next  to  the  word  "Notice"  under  "Action  Required" 
and  fill  in  the  time  and  date  when  the  violation  shall  be 
totally  abated o 

7.  The  Notice  shall  then  be  signed. 

8.  In  the  lower  left  corner,  check  appropriate  box  (lO^-(b)). 
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EXAMPLE  B 


6-1382                                                                                                                                                                                                                   -i 
(Augusi  1971)  Symbol .. 

TO  THE  OPERATOR,  OR  HIS  AGENT,  OF  THE 
UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR  No.     1    Strip  MINE 

bl-real-  of  mines  coifiany:""" A.  "and"Hr"C6aI"Conqpany 

Coal  Mine  Health  And  Safo  DU.ric.  Office                                             Location . .Qr at . Or Char dA . ArmS  trOIlg.  COUTity  ,      Pa. 
4800   Forbes   Avenue                                                                                                                          . 
Piit>burgh,    Pcnnwbania    15213  I.D.  NV . .  .3O--.0.034_9 

□  ORDER  g  NOTICE  No...l..4P. 

xor 

Tune: 9x15 □  P.M.'     Da.c:PctODer  .3.9  J    19.71         .  J.?)^.  .?A^ 

(Person  Served) 

Pursuani  to  the  Federal  Coal  Mine  Health  and  Safety  Act  of  1969  (83  Stat.  742;  30  LSC801;  PL  91-173)  the  undersigned  duly  authorized 
representative  of  the  Secretary  of  the  Interior,  upon  making  an  inspection  of  the  above  named  mine  on  this  date  linds  that  the  following 
described  condition  or  practice  exists  in  the  mine: 

Condition  or  Practice 

An  automatic  warning  device,  which  would  give  an  audible  alarm  when  the 
equipment  is  put  in  reverse,   was  not  provided  on  No.    1  grader 
Serial  No.   49551). 


[Cont'd  Sheet  No.  ] 


The  undersigned  finds  that: 

|    |    Men  had  been  withdrawn  prior  to  issuance  of  this  order 

□  An  nUONENl     DVNGER    EXISTS  in    that   the  condition  or  practice  described  could  reasonably  be  expected 
serious  physical  harm  before  such  condition  or  practice  can  be  abated. 

31  There  has  been  a  violation  of  j.7-7«-4l  0 of  Part ...  .7.7 Title  30,  Code  of  Federal  Regulatic 

a  mandatory  health  or  safety  standard,  but  the  violation  has  not  created  an  imminent  danger. 

□  The  undersigned  further  rinds: 

i    I  the  violation  is  of  such  nature  as  could  significantly  and  substantially  contribute  to  the  cause  and  effect  of  a  mi 
hazard,  and  is  caused  by  an  unwarrantable  failure  to  comply  with  such  standard. 

□  The  violation  was  found    |  during  the  same  inspection  in  which 

Q  during  a  subsequent  inspection  made  within  90  days  after 


safety  or  health 


Notice  No was  issued  on ,  19 

and  is  also  caused  by  an  unwarrantable  failure  to  comply  with  such  standard. 
□  the  violation  is  similar  to  the  violation  of  the  mandatory  health  or  safety  standard  which  resulted  in  the  issuance  of  Withdrawal 

Order  No on ,  19 ,  and  no  inspection  of  the  mine  has 

been  made  since  such  dale  which  disclosed  no  similar  violation. 


X3  NOTICE 
U  ORDER 


ACTION    REQUIRED 


8:30 


The  violation  of  the  mandatory  health  or  safety  standard  described  above  shall  be  totally  abated  by 

o-ciock  .....a.m., ; on  ..November  3Cr 19./A.. 

You  are  hereby  ORDERED  to  cause  immediately  all  persons,  except  those  referred  to  in  subsection  id)  of  section  1(H 
of  the  Act,  to  be  withdraw!)  from,  and  to  be  prohibited  from  entering,  the  area  of  the  mine  described  below  until  .in 
authorized  rrprcsentalive  of  the  Secretary  of  the  Interior  determines  that  the  imminent  danger  n"  longer  exists  or  the 
violation  of  the  mandatory  health  or  safety  standard  has  been  abated. 


Area  of  Mine 


Cont'd  Sheet  No. 


(Men    l(M(a/3[<H(c)  (i)0i(M(c)  (2)  O 
Medea    n>i.i),Si')iir)  Hi  "O 


John  Doe 

Authorized  Representative 


53 


Form  1  -  Example  C 

Example  C  shows  how  Form  1  is  used  for  the  issuance  of  a  Notice  of 
Violation  of  a  mandatory  standard  under  the  provisions  of  Sec.  10U(c)(l), 
where  an  imminent  danger  does  not  exist,  but  the  violation  is  un- 
warrantable. This  is  the  first  or  initial  notice  of  an  unwarrantable 
failure  found  on  the  inspection.  A  Notice  will  be  issued  and  a 
reasonable  time  allowed  to  abate.  Example  C  is  intended  to  be  used 
pursuant  to  the  first  sentence  of  Sec.  10^(c)(l)  which  provides: 

"(c)(l).  If,  upon  any  inspection  of  a  coal  mine,  an  authorized 
representative  of  the  Secretary  finds  that  there  has  been  a 
violation  of  any  mandatory  health  or  safety  standard,  and  if 
he  also  finds  that,  while  the  conditions  created  by  such 
violation  do  not  cause  imminent  danger,  such  violation  is  of 
such  nature  as  could  significantly  and  substantially  contribute 
to  the  cause  and  effect  of  a  mine  safety  or  health  hazard,  and 
if  he  finds  such  violation  to  be  caused  by  an  unwarrantable 
failure  of  such  operator  to  comply  with  such  mandatory  health 
or  safety  standards,  he  shall  include  such  finding  in  any 
notice  given  to  the  operator  under  this  Act...." 

The  inspector  shall: 

1.  Fill  in  the  name  of  the  mine,  location,  and  mine  I.D.  No. 

2.  Check  the  block  "Notice"  and  in  the  No. fill  in  the 

number  of  the  Notice  issued  on  that  date.   In  Example  C 
this  is  the  second  Notice  issued  on  October  30,  1971?  and 
therefore  it  is  given  the  number  "2  JD".   (See  Example  B  - 
Notice  -  No.  1  JD.) 

3.  Fill  in  the  Time,  Date,  and  the  name  of  the  person  upon 
whom  the  Notice  is  served. 

k.     The  condition  or  practice  which  constitutes  the  violation 
of  a  standard  shall  be  described  in  detail. 

5.  Check  the  box  indicating  there  has  been  a  violation  of  a 
mandatory  standard  and  fill  in  the  Section  Number  and  the 
Part  Number  of  Title  30. 

6.  Check  the  block  next  to  "The  undersigned  further  finds:" 
and  in  accordance  with  the  first  sentence  of  10U(c)(l) 
finds  that  the  violation  is  "unwarrantable"  and  check 
this  block. 

7.  Check  the  box  next  to  the  word  "Notice"  under  "Action  Required" 
and  fill  in  the  time  and  date  when  the  violation  shall  be 
totally  abated. 

8.  The  Notice  shall,  then  be  signed. 

9.  In  lower  left  corner,  check  appropriate  box  10^-(c)(l)  Notice. 
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EXAMPLE   C 


6-1382 
(August  1971) 


UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 

BIREAL    OF  MINES 

Coal  Mine-  Health  And  SafelJ   Dotlicl  Office 

4800   Forbes   Avenue 

Pittsburgh,    Fcniiivhjni.i    15213 


Symbol 

TO  THE  OPERATOR,  OR  HIS  AGENT,  OF  THE 

No.    1  Strip MINE 

Company:      A",    arid  S.    Coal  Company 
Location .  C r  ab . .Or char d^ . .Arms t r png . £  oun  t y ,    Pa , 


i.d.  No....3.6-Q03^9 


□  ORDER 


.2..JB. 


8:30 


XX  A.M. 

Tune:..°.:.^u. C  pm.    Da.c:0.c.tobe.r. . 30,  19.71      Jshri.Blank 

(Person  Served) 

Pursuant  to  the  Federal  Coal  Mine  Health  and  Safety  Act  of  1969(83  Stat.  742;  30  CSC  801;  PL  91-173)  the  undersigned  duly  authorized 
representative  of  the  Secretary  of  the  Interior,  upon  making  an  inspection  of  the  above  named  mine  on  this  date  finds  that  the  following 
described  condition  or  practice  exists  in  the  mine; 

Condition   or  Practice 

The   conveyor  drive   chain  on  the  loading  elevator  was  not 
guarded. 


[Cont'd  Sheet  No.  ] 

The  undersigned  finds  that: 

f"~]   Men  had  been  withdrawn  prior  to  issuance  of  this  order 

£j  An  IMMINENT    DANGER    EXISTS  in   that   the  condition  or  practice  described  could   reasonably   be  expected  to  cause  d'^th  or 
serious  physical  harm  before  such  condition  or  practice  can  be  abated. 

|Xj  There  has  been  a  violation  of  |...LL;if$5lv5J of  Part../.! ,  Title  30,  Code  of  Federal  Regulations, 

a  mandatory  health  or  safety  standard,  but  the  violation  has  not  created  an  imminent  danger. 
2  The  undersigned  further  finds: 

X]  the  violation  is  of  such  nature  as  could  significantly  and  substantially  contribute  to  the  cause  and  effect  of  a  mine  safety  or  health 

hazard,  and  is  caused  by  an  unwarrantable  failure  to  comply  with  such  standard. 
|~1  The  violation  was  found    ~  during  the  same  inspection  in  which 

f~)  during  a  subsequent  inspection  made  within  90  days  after 


Notice  No was  issued  on ,  19 

and  is  also  caused  by  an  unwarrantable  failure  to  comply  with  such  standard. 
I    |  the  violation  is  similar  to  the  violation  of  the  mandatory  health  or  safely  standard  which  resulted  in  the  issuance  of  Withdrawal 

Order  No on 19 and  no  inspection  of  the  mine  has 

been  made  since  such  date  which  disclosed  no  similar  violation. 

ACTION    REQUIRED 
OTICE         The  violation  of  the  mandatory  health  or  safety  standard  described  above  shall  be  totally  abated  by  ...?..y.. 

o-ciock  ....a.nu. on  ..0ctoher..30. 19.7.1.... 

You  are  hrrebv  ORDERED  to  cause  immediately  all  persons,  except  those  referred  to  in  subsection  id)  of  section  IIH 
of  the  Act.  to  be  withdrawn  from,  and  to  be  prohibited  from  rntrrine.  the  area  of  the  mine  described  below  until  an 
authorized  reprrsrntat.vr  of  the  Srcrrtarv  of  thr  Interior  determines  that  the  imminent  danger  no  longer  exists  or  the 
violation  of  the  mandatory  health  or  safety  standard  has  been  abated. 


G  ORDER 


Area  of  Mine 


Cont'd  Sheet  No 
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Signed. 


John  Doe 


Authorized  Representative 
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Form  1  -  Example  D 

Example  D  shows  how  Form  1  is  used  under  the  phrase  "during  the  same 
inspection."  A  10^(c)(l)  Order  would  be  issued  for  each  unwarrantable 
violation  observed  during  this  inspection. 

The  inspector  shall: 

1.  Fill  in  the  name  of  the  mine,  location,  and  mine  I.D.  No. 

2.  Check  the  block  "Order"  and  in  the  No. fill  in  the 

number  of  the  Order  issued  on  that  date.   In  Example  D 
this  is  the  second  Order  issued  on  October  30,  1971?  and 
therefore,  it  is  given  the  number  "2  JD"  (See  Example  A — 
Order- -issued  at  10:30  a.m.  on  October  30,  1971,  No.  1  JD). 

3.  Fill  in  Time,  Date,  and  the  name  of  the  person  upon  whom 
served. 

k.     Describe  condition  or  practice  in  detail. 

5.  Check  the  block  indicating  there  has  been  a  violation  of  a 
mandatory  standard  and  fill  in  the  section  and  the  Part 
Number  of  Title  30. 

6.  Make  a  further  finding,  and  that  the  violation  is  unwarrant- 
able and  also  check  this  block. 

7.  Check  the  block  indicating  the  violation  was  found  during 
the  same  inspection  in  which  Notice  No.  2  JD  was  issued  o^ 
October  30,  1971?  and  is  also  "unwarrantable". 

8.  Since  the  second  sentence  requires  that  the  inspector 
"forthwith  issue  an  Order"  check  the  box  next  to  "Order" 
under  "Action  Required"  and  describe  the  area  of  the  mine. 

9.  The  Order  shall  be  signed. 

Care  must  be  exercised  in  referring  to  the  Notice  first 
issued  under  the  first  sentence  of  10^(c)(l).  Also  note 
that  Withdrawal  Orders  can  and  shall  be  issued  on  subse- 
quent finding  of  "unwarrantable"  violations  after  the 
first  Notice  of  "unwarrantable"  failure  is  issued  during 
the  same  inspection. 
10.   In  lower  left  corner  check  appropriate  box  10U(c)(l)  Order. 


56 


EXAMPLE   D 


6-1382 

(August  1971) 


UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 

BLREAL   OF  MINES 

Coal  Mine  Hralih  And  Safety  District  Office 

•1800   Forbes   Ararat 

Pittsburgh,    Pcniv»l>anij    15213 


Symbol 

TO  THE  OPERATOR,  OR  HIS  AGENT,  OF  THE 

No.    1  Strip  M1NE 

Company:      A.    arid  "S.    Coal  Company 
Locaiion  _Q  rab.  Or  .char  d a  .Arms  tr  qng_  .County . 

,n  „„     36-003^9 


Pa. 


QQ  ORDER 


□  NOTICE 


2   JD 


10:30 


Z   PM.     D*ie:.9?-t.0y>.<r.r.39>\9j.1        .J9M.?i?^ 

(Person  Served) 

Pursuant  to  the  Federal  Coal  Mine  Health  and  Safety  Act  of  1969  (83  Stat.  742;  30  l_'SC  801;  PL  91-173)  the  undersigned  duly  authorized 
representative  of  the  Secretary  of  the  Interior,  upon  making  an  inspection  of  the  above  named  mine  on  this  date  finds  that  the  following 
described  condition  or  practice  exists  in  the  mine; 

Condition   or   Practice 

The  supply  truck  (License  No.    3560)  being  used  to  deliver  supplies 
to  No.    1  pit     was  not  maintained  in  safe   operating  condition,    in 
that  the  hydraulic  "brake   lines  had  been  removed  from  the   front 


wheels  of  the   truck. 


[Cont'd  Sheet  No.  ] 


The  undersigned  finds  that: 

f~|   Men  had  been  withdrawn  prior  to  issuance  of  this  order 

□  An  IMMINENT   DANGER   EXISTS  in  that  the  condition  or  practice  described  could  reasonably  be  expected  to  cause  death  or 
serious  physical  harm  before  such  condition  or  practice  can  be  abated. 

BC]  There  has  been  a  violation  of  §.  -7-7-»  H0.4-.Ca) of  Part 7.7- Title  30,  Code  of  Federal  Regulations, 

a  mandatory  health  or  safety  standard,  but  the  violation  has  not  created  an  imminent  danger. 
2S  The  undersigned  further  finds: 

21  the  violation  is  of  such  nature  as  could  significantly  and  substantially  contribute  to  the  cause  and  effect  of  a  mine  safety  or  health 

hazard,  and  is  caused  by  an  unwarrantable  failure  to  comply  with  such  standard. 
2]  The  violation  was  found    3>  dunng  the  same  inspection  in  which 

f~l  during  a  subsequent  inspection  made  within  90  days  after 


October  30 


19 


71 


and  is  also  caused  by  an  unwarrantable  failure  to  comply  with  such  standard. 
|~1  the  violation  is  similar  to  the  violation  of  the  mandatory  health  or  safety  standard  which  resulted  in  the  issuance  of  Wiihilr.iw.il 

Order  No on 19 ,  and  no  inspection  of  the  mine  has 

been  made  since  such  date  which  disclosed  no  similar  violation. 

ACTION    REQUIRED 

The  violation  of  the  mandatory  health  or  safety  standard  described  above  shall  be  totally  abated  by 

o'clock  on   19 

You  are  hereby  ORDERED  io  cause  immediately  all  persons,  except  these  referred  to  in  subsection  id)  of  section  HH 
of  the  Art.  to  be  withdrawn  from,  and  to  be  prohibited  from  entering,  the  area  of  the  mine  described  below  until  an 
authorized  represent jli\e  of  the  Secretary  of  the  Interior  determines  that  the  imminent  danger  no  longer  exists  or  the 
violation  of  the  mandatory  health  or  safely 


□  NOTICE 
3  ORDER 


Area  of  Mine 

This  Order  prohibits  the  use  of  the   supply  truck   (License  No.    35^0). 


Cont'd  Sheet  No. 


(Mm    IM(t)MlM(c}  (ly&CM 

Notices     !  Q  ■  I ,   E7 


Signed. 


John  Doe 

Authorized  Representative 
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Form  1  -  Example  E 

Example  E  shows  how  Form  1  is  used  for  the  issuance  of  a  Withdrawal  Order 
under  the  provisions  of  Section  10^ (c) (2)  when  a  "similar"  violation  is 
found  after  the  issuance  of  a  10^-(c)(l)  Order. 

Where  a  (c)(1)  Notice  has  been  issued  and  is  followed  by  a  (c)(1)  Order 
issued  within  90  days  of  the  date  of  issuance  of  such  Notice,  all  Orders 
issued  during  subsequent  inspections  for  additional  violations  of  any 
mandatory  standard  shall  be  issued  under  the  provisions  of  Subsection 
10Mc)(2)  of  the  Act. 

The  inspector  shall: 

1.  Fill  in  the  name  of  the  mine,  location,  and  mine  I.D.  No. 

2.  Check  the  block  "Order"  and  fill  in  the  No. of  the  Order 

issued  on  that  date — November  30,  1971.   In  Example  E  this  is 
the  first  Order  issued  on  November  30,  and  therefore  it  is 
given  the  No.  1  JD. 

3.  Fill  in  Time,  Date,  and  Person  upon  whom  served. 
k.      Describe  condition  or  practice  in  detail 

5.  Check  the  block  indicating  there  has  been  a  violation  of  a 
mandatory  standard  and  fill  in  the  section  and  the  Part  No. 
of  Title  30. 

6.  Make  further  finding,  and  that  the  violation  is  unwarrantable. 

7.  Check  the  block  indicating  the  violation  was  found  "during 
a  subsequent  inspection  made  within  90  days  after  Notice 

No.  2  JD  issued  on  October  30,  19715  and  is  also  "unwarrantable.' 

8.  Check  the  box  next  to  "Order"  under  "Action  Required"  and 
describe  the  area  of  the  mine. 

9.  The  Order  shall  be  signed. 

10.   In  lower  left  corner  check  appropriate  box  10^(c)(2)  Order. 

Care  must  be  exercised  in  referring  to  the  Order  first  issued 
under  the  second  sentence  of  10^(c)(l).  Also  note,  that 
Withdrawal  Orders  can  and  shall  be  issued  on  finding  of 
"unwarrantable"  violations  "during  a  subsequent  inspection 
made  within  90  days"  after  the  first  Notice  of  "unwarrantable 
failure"  is  issued. 
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EXAMPLE  E 


6-1382 

(August  1971) 


UNITED  STATES 

DEPARTMENT  OF  THE  INTERIOR 

BIREAL   OK  MIXES 

Coal  Mine  Mulch  And  Safctv   DUtriit  Office 

4800   Forbrs   Avenue 

Pittsburgh,    Prnru\l\ ania    1521S 


Symbol 2 

TO  THE  OPERATOR,  OR  HIS  AGENT,  OF  THE 

UQ..-L. Strip. ....MINE 

A  and  S   Coal  Company 
u«ation...G3^fe.<^ej1Q.r<jy..AyHis;fer-©ng--Govaity,   Pa, 

I.D.  No 3D.-.QQ3U.9---- 


3  ORDER 


□  NOTICE 


No. 


1  JD 


.a:3Q. 


fi  A.M. 

...      □  p.m.   Da.c: 'November  30,9.71      Jo.hn.JBlank 

(Person  Served) 

Pursuant  to  the  Federal  Coal  Mine  Hralth  and  Safety  Act  of  1969(83  Stat.  742;  30  L'SC  801;  PL  91-173)  the  undersigned  duly  authorized 
representative  of  the  Secretarv  of  the  Interior,  upon  making  an  inspection  of  the  above  named  mine  on  this  date  finds  that  the  following 
described  condition  or  practice  exists  in  the  mine: 

Condition   or   Practice 

The  hydraulic  brake  lines  had  been  removed  from  the  front  wheels 
of  the  maintenance  truck   (License  No.    5560)  being  used  to  service 
equipment  at  various  locations   in  No.   1  pit  and  replacement  parts 
were  not  available  or  on  order. 


(Cont'd  Sheet  No.  ] 

The  undersigned  finds  that: 

rj   Men  had  been  withdrawn  prior  to  issuance  of  this  order 

□  An  IMMINENT    DANGER    EXISTS  in   that   the  condition  or  practice  described   could   reasonably   be  expected  to  cause  deith  or 
serious  physical  harm  before  such  condition  or  practice  can  be  abated. 

S  There  has  been  a  violation  of  5-7-7—^Q.4.(.a) of  Part 7-7 Title  30,  Code  of  Federal  Regulations. 

a  mandatory  health  or  safety  standard,  but  the  violation  has  not  created  an  imminent  danger. 
2$  The  undersigned  further  finds: 

2  the  violation  is  of  such  nature  as  could  significantly  and  substantially  contribute  to  the  cause  and  effect  of  a  mine  safety  or  health 
hazard,  and  is  caused  by  an  unwarrantable  failure  to  comply  with  such  standard. 

["")  The  violation  was  found    during  the  same  inspection  in  which 

S  during  a  subsequent  inspection  made  within  90  days  after 


Notice  No was  issued  on   

and  is  also  caused  by  an  unwarrantable  failure  to  comply  with  such  standard. 
]Sthe  violation  is  similar  to  the  violation  pf  the  mandatory  health  or  safety  standard  which 

2JP on..QctQber.3Q 19.7L. 


Order  No. 

been  made  since  such  date 


>er.ju. 

»hich  disclosed  no  similar  violation. 


resulted  in  the  issuance  of  Withdrawal 
. .,  and  no  inspection  of  the  mint  has 


ACTION    REQUIRED 


Lj  NOTICE         The  violation  of  the  mandatory  health  or  safety  standard  described  above  shall  be  totally  abated  by 

o'clock  on   ,  19 

30RDER  You  are  hereby  ORDERED  in  cause  immediately  all   person*,  except  thoK  referred  to  in  subsection  id)  of  section    l(>4 

of  the  Act,  to  b<-  (withdrawn  (rum.  md  to  be  prohibited   from  rntriine.  the  area  of  the  mine   described  below   until  an 

authorized  reprrsrnutur  .it  the  Secrelmrv  of  the    Interior  determines  that  the  imminent   danger  no  longer  exists  or  the 

violation  of  the  mandatory  hralth  or  lafetv  standard  has  been  abated. 

Area  of  Mine 


This  Order  prohibits  the  use  of  the  maintenance  truck 
(License  No.    5560). 


Cont'd  Sheet  No. 


I01.a£7|'ii   r,     l,C7Hn  ,. 
IOI(b)On>lic,  (I)   O 


m 


Signed. 


.John. Doe 

Authorized  Representative 


5!, 


Form  2  -  Example  E 

Example  F  shows  the  use  of  Form  2  to  issue  a  Withdrawal  Order  after  the 
time  has  expired  as  originally  fixed  in  a  Notice  of  Violation.   The 
reference  is  to  Example  B. 

The  inspector  shall: 

1.  Check  "Order"  box  and  fill  in  name  of  mine,  location,  mine  I.D. 
No.,  time,  date,  and  name  of  person  served. 

2.  Check  box  showing  that  the  inspection  was  made  upon  the  expir- 
ation of  time  as  originally  fixed  in  Example  B. 

3.  Make  reference  to  Notice  No.  1-JD,  October  30,  1971. 

k.       Check  the  box  showing  the  condition  or  practice  has  not  been 
abated. 

5.  Describe  action  taken  by  operator  to  abate,  if  any. 

6.  Find  that  time  should  not  be  extended. 

7.  Check  "Order"  box  under  Action  Required  and  describe  area  of 
mine. 

8.  Sign  the  Order. 

9.  In  lower  left  corner,  check  box  10U(b)  Order. 
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EXAMPLE  F 


6-1383 

(August  1971) 


UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 

BlKEAl    Of    MINES 

Coal  Mine  Health  And  Safe!)   District  Office 

J.8U0   Foibt-s   Avenue 

Pittsburgh,   PmiisWsania    15213 


TO  THE  OPERATOR,  OR  HIS  AGENT,  OF  THE 

No,  IS  trip MINE 

ra^.p.-y  A.  and  S.  Coal  Company 

Loca..on . .  .C r ab. .Or .char d , _ .  Arms  tr ong  County ,  _  Pa . 

ID.  No 36-003^ "....""." 


^  ORDER 


□   NOTICE 


No 


1     JD 


Tune: 


9:30 


3  AM 

...     a  p.m.     Da.e^.Qy.ember..3Q'>Zl      Jotojlank 

(Penan  Served) 

Pursuant  to  the  Federal  Coal  Mine  Health  and  Safety  Act  of  1969    Hi  Stat.  742;  30  ISC  301 ;  PL  91-173)  the  undersigned  duly  authorized 
representative  of  the  Secretary  of  the  Interior  upon  making  an  inspection  of  the  above  named  mine  on  this  date  and  2£  upon  the  expiration 
of  a  period  of  time  as  onginallv  lived  _  upon  the  expiration  of  a  period  of  time  as  extended  f_]  upon  the  request  of  the  operator 
Finds  that  the  condition  or  practice  set  forth  in 

□  ORDER(S)  NO.(S)     dated 19 

E   NOTICED  NO.(S)     ....l.JD....  .... d.ted...J 0ct_Olper J  .9.. .71.. 

has   □  been  totally  abated 


□  been  partially  abated  JC]  not  been  abated 

Action  Taken  to  Abate 

Little  or  no  effort  was  being  made   to  abate  the  violation. 


and  the  undersigned  further  findj  that  the  period  of  time  fixed  in  said  Notices)  should 
I    I  be  extended  to  the  time  fixed  below  J£  not  be  extended 

Reason   for   Extension 


Said    □  ORDER   I  NOTICEiS) 

□  is  or  arc  hereby  ^2  terminated  ~  vacated 
f~l  shall  remain  in  full  force  and  effect  as  issued 
~  u  or  are  hereby  modified  as  follows,  and  except  as  modified 


full  force  and  effect: 


ACTION   REQUIRED 


_  NOTICE 
£  ORDER 


The  condition  or  practice  shall  be  totally  abated  by o'clock 


19 


'Kin  ki  D  ill  penont,  excepl  those  referred  to  m  itibtecttoa  (d)  "I  lection   l(M 

of  the  Act,  to  be  withdrawn  from,  and  to  be  prohibited  from  entering,  the  area  of  the  mim-  deacribed    below  until  an 
authorized  rrprrvntatr.  ■  »i  the  Interior  determines  that  the  condition  or  practice  no  longer  exists  and  hat 

been  totally  abated: 

Area   of    Mine 

This   Order  prohibits   the  use   of  No.    1  grader     Serial  No.    U955D • 


Onki    10*  (b)   £J 


Signed. 


•John  Doe 

Authorized  Kr, 


Form  2  -  Example  G 


Example  G  shows  the  use  of  Form  2  to  terminate  an  Order.   In  this  example 
the  termination  ±0  of  the  Modified  Order  issued  November  1, — Example  A 
In  this  Example  ,G  reference  has  been  made  to  both  the  original  Order  1  JD 
issued  on  October  30  (Example  A)  and  the  Modified  Order.   The  inspection 
was  made  at  the  request  of  the  operator. 

The  inspector  shall: 

1.  Check  order  box,  fill  in  name  of  mine,  location,  mine  I.D.  No., 
time,  date,  and  the  name  of  person  served. 

2.  Show  inspection  made  at  request  of  operator. 

3.  Make  reference  to  Withdrawal  Orders  to  which  this  Termination 
Order  applies. 

k.        Check  box  showing  condition  has  been  totally  abated. 

5.  Describe  action  taken  by  operator  to  abate. 

6.  Refer  to  Orders  of  Withdrawal  and  check  box  showing  the 
Orders  are  terminated. 

7.  Sign  termination  Order. 
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EXAMPLE   G 


6-1383 
(August  1971) 


UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 

BIREAl    OF   MINES 

Coal  Mine  Health  And  Safi(\   District  Office 

■4800   Forbo   Avenue 

Pittsburgh,   Pmn>\l\ania    15213 


Symbol. 


1 


TO  THE  OPERATOR,  OR  HIS  AGENT,  OF  THE 

Uq...  1.5  trip mine 

company..  A*.. and.  .S,... Coal.  .Company. 

Locat.on  Crab  Orchard^   Armstrong  County    Pa. 
,""^6-00349"""" 


£  ORDER 


□  NOTICE 


.1.JJ3. 


.2:30. 


JC]  A.M. 
□  P.M. 


Date  November  3,1971  John  Blank 

(Person  Served) 


Pursuant  to  the  Federal  Coal  Mine  Health  and  Safety  Act  of  1969  (83  Stat.  742;  30  ISC  801;  PL  91-173)  the  undersigned  duly  authorized 
representative  of  the  Secretary  of  the  Interior  upon  making  an  inspection  of  the  above  named  mine  on  this  date  and  Q  upon  the  expiration 
of  a  period  of  time  as  originally  fixed  ~  upon  the  expiration  of  a  period  of  lime  as  extended  X  upon  the  request  of  the  operator 
Finds  that  the  condition  or  practice  set forth  in     m       __  „.u on     „„*     M«,«»nVK£»Y.     1         71 


as  tnat  tne  conauion  or  pracuce  set  lorm  in  .     .  _  —  -    _, i ._     -1 

K  ORDER(S)  NO,S,     .  1..  JD.  ..and  .1.  JD datedP?.^^.19..^d...N0.Ye.^el;^: 


□   NOTICE(S)  NO.(S) 
has   Y]  been  totally  abated 


partially  abated  Q  not  been  abated 

Action  Taken 


-11UUII       A  d»ll     l*J     -11MIC 

The  remaining  loose  rock  present  along  the  highwall  in  Pit 


No 


was  taken  down. 


and  the  undersigned  further  finis  that  the  rx 
□  be  exKjded  to  the  litre  fixed  below 


I  of  time  fixed  in  said  Notic"e(s)  should 
not  be  extended. 


Reason   (or   Extension 


1  JD  October  30,   1971     and 


Said    &  ORDER(S)  □  NOTICE(S)  No. 

5Q  is  or  are  hereby  Jt]  terminated  Q  vacated 
f~l  shall  remain  in  full  force  and  effect  as  issued 
[H  is  or  are  hereby  modified  as  follows,  and  except  as  modified  : 


1  JD  November  1,   1971 


full  force  and  effect: 


□  NOTICE 
G  ORDER 


ACTION    REQUIRED 
The  condition  or  practice  shall  be  totally  abated  by o'clock 


19 


You  are  hereby  ORDERED  to  cause  immediately  all  persons,  except  those  referred  to  in  subsection  (d)  of  section  1<H 
of  the  Act,  to  \>r  withdrawn  from,  and  to  be  prohibited  from  entering,  the  area  of  the  mine  described  below  until  an 
authorized  repr>-<entativc  of  the  Secretary  of  the  Interior  determines  that  the  condition  or  practice  no  longer  exists  and  has 
been  totally  abated: 

Area   of   Mine 


Signed. 


.jlpJbn.JD.qe 

Authorized  Representative 


fi? 


Form  2  -  Example  H 

Example  H  shows  the  use  of  Form  2  to  extend  the  period  of  time  for  abate- 
ment of  violations  of  Sections  10U(b)  and  10U(c)(l). 

The  inspector  shall: 

1.  Fill  in  the  name  of  the  mine,  location ,  mine  I.D.  No.,  time, 
date,  the  name  of  person  served  and  check  the  "block  "Notice." 

2.  Check  block  preceding  "upon  the  expiration  of  a  period  of  time 
as  originally  fixed"  or  whichever  is  appropriate. 

3.  Make  reference  to  the  particular  Notice  to  which  this  Notice 
of  Extension  applies. 

k.        Check  box  showing  condition  has  not  been  totally  abated. 

5.  Check  box  indicating  Notice  has  been  extended,  and  give 
reason  for  extension. 

6.  Check  appropriate  boxes  after  reason  given  for  extension. 

7.  Check  the  box  "Notice"  under  "Action  Required"  and  fill  in 
the  time  and  date  when  the  violation  shall  be  totally  abated. 

8.  Sign  the  Notice  of  Extension. 


C  F 


EXAMPLE  H 


6-1383 

( August  1971) 


TMTED  STATES 

DEPARTMENT  OF  THE  INTERIOR 

BLREAl    OF  MINES 

Coal  Mine  Health    Vnd  Safety    District  Oflue 

-»S(K)    Forbes   Avenue 

Pittsburgh,  Pensaylvania  152IS 


Symbol. 


TO  THE  OPERATOR,  OR  HIS  AGENT,  OF  THE 

....?P.-..A.StriE _ MINE 

A.   and  S.    Coal  Company 

Crab"ofcbaf^ 

36-003*9 " 


Company 
Location. 


9:30 


S  A.M. 

n  p.m. 


£  N  O  T  I  C  E 


1     JD 


Daie.  November  30*71         John  Blank 

(Person  Served) 


Pursuant  to  the  Federal  Coal  Mine  Health  and  Safety  Act  of  1969  (83  Stat.  7-»L>;  31)  USC  801;  PL  91-173)  the  undersigned  duly  authorized 
representative  of  the  Secretary  of  the  Intrrior  upon  making  an  inspection  of  the  above  named  mine  on  this  date  and  j£  upon  the  expiration 
of  a  period  of  time  as  originally  fixed   _  upon  the  expiration  of  a  period  of  time  as  extended  [7]  upon  the  request  of  the  operator 
Finds  that  the  condition  or  practice  set  forth  in 

□   ORDER(S)   NO.(S)     dated 19 

3   NOTICE(S)   NO.(S)      ..  1..JP. dated... QC.t.Qt>eX.3.Q 19.7.1... 

has   □  been  totally  abated  33  been  partially  abated  0§  not  been  abated 

Action  TaLen  to  Abate 


and  the  undersigned  further  finds  that  the  period  of  time  fixed  in  said  Notice(s)  should 
^  be  extended  to  the  urn  -  tixcd  below  |  not  be  extended. 

Reason   for   Extension 


An  automatic  warning  device  was  in  the  process  of  being  installed 
on  the  No.    1  grader    (Serial  No.   1+9551). 

Said    Z,  ORDER(S)  2  NOTICE(S)  No.(s) 

Q  is  or  are  hereby  ~  terminated  ~  vacated 
B  shall  remain  in  full  force  and  effect  as  issued 
[[]  is  or  are  hereby  modified  as  follows,  and  except  as  modified  shall  remain  in  full  force  and  effect: 


g]  NOTICE 


\<   I  ION    Kl.Ol'IRED 
The  condition  or  practice  shall  be  totally  abated  bv !:~ o'clock .'.'..". 

on. ..December!  19..7.L-. 

ereby  ORDERED  to  cause  immediately  all  person*.  rXrrPt  those  rrfrrn-.i  •  :    of  section   h>4 

of  the  Art.  to  be  withdrawn  from,  and  to  be  prohibited  from  entering,  the  area  of  the  mine  desenhwd  below  until  an 
authorized  representative  of  the  Secretary  of  the  Interior  determines  that  the  condition  or  practice  no  longer  exists  and  has 
been  totally  abated: 

Area   of   Mine 


Order    l(M 


Signed. 


John  Doe 


Authorised  Representative 


nr» 


Form  2  -  Example  I 


Inspector  returns  at  expiration  of  time  allowed  after  a  Notice  was 
issued  and  finds  that  the  violation  had  "been  totally  abated;  therefore, 
he  terminates  the  Notice. 

The  inspector  shall: 

1.  Fill  in  the  name  of  the  mine,  location,  mine  I.D.  No.,  time, 
date,  the  name  of  person  served,  and  check  the  block  "Notice." 

2.  Check  block  preceding  "upon  the  expiration  of  a  period  of  time 
as  originally  fixed"  or  whichever  is  appropriate. 

3.  Make  reference  to  the  particular  Notice  to  which  this  Notice 
of  Abatement  applies. 

k.      Check  box  showing  condition  has  been  totally  abated  and  state 
what  action  had  been  taken  to  abate  it. 

5.  Check  appropriate  boxes  indicating  termination  and  identi- 
fication of  such  Notice. 

6.  Sign  the  Notice  of  Abatement. 


6-1383 
(August  1971) 


UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 

Bl'REAL  OF   MINtS 

Coal  Mine  Hrjlih  And  Salet)  District  Office 

■1800   Forbt-s   A>muc 

Pittsburgh,   Pcnruvlvania    1521S 


Example   I 


Symbol. 


TO  THE  OPERATOR,  OR  HIS  AGENT,  OF  THE 

No  ...1.  Strip mine 

A.    and  S.    Coal  Company 


Company. 
Location. 


Crab  Orchard,   Armstrong  County,   Pa, 


'36-66W 


fj  ORDER 

9:30  EAAI 


[^NOTICE 


N0.....2..JP.. 


□   P.M.  Da 


w.  October  30^71  John  Blank 

(Person  Served) 


Pursuant  to  the  Federal  Coal  Mine  Health  and  Safety  Act  of  1969  (83  Stat.  742;  30  USC  801;  PL  91-173)  the  undersigned  duly  authorized 
representative  of  the  Secretary  of  the  Interior  upon  making  an  inspection  of  the  above  named  mine  on  this  date  and  j£  upon  the  expiration 
of  a  period  of  time  as  originally  fixed  □  upon  the  expiration  of  a  period  of  time  as  extended  Q]  upon  the  request  of  the  operator 
Finds  that  the  condition  or  practice  set  forth  in 

[J   ORDERiM   NO.(S) dated 19 

og  notice,*,  no.(S)  ....2..JD ^   October  30    I9_7_l_ 

has    2?  been  totally  abated  ~  been  partially  abated  lJ  not  been  abated 

Action  Taken   to  Abate 

The  guard  for  the  conveyor  drive  chain  on  the  loading  elevator 
was  replaced. 


and  the  undersigned  further  finds  that  the  period  of  time  fixed  in  said  Notice  s)  i 
□  be  extended  to  the  time  fixed  below  Q  not  be  extended. 

Reason   for   Extension 


2  JD 


Said    □  ORDER(S)  3  NOTICE(S)  N041). 

21  is  or  are  herebv  3C  terminated  Q  vacated 
~  shall  remain  in  full  force  and  effect  as  issued 
Q  is  or  are  hereby  modified  as  follows,  and  except  as  modified  shall  remain  in  full  force  and  effect: 


□  NOTICE         The  conditi. 


ACTION   REQUIRED 

practice  shall  be  totally  abated  by o'clock 


.,  19. 


You  are  herebv  ORDERED  to  cause  immediately  all  persons,  except  those  referred  to  in  subsection  (d)  of  section  104 
of  the  Act,  to  be  withdrawn  from,  and  to  be  prohibited  from  entering,  the  area  of  the  mine  described  below  until  an 
authorized  representative  of  the  Secretary  of  the  Interior  determines  that  the  condition  or  practice  no  longer  exists  and  has 
been  totally  abated: 

Area   of   Mine 


Ontef    104  h,    u3 


Signed. 


John  Doe 

Authorized  Representative 
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Form  2  -  Examples  J  (l)  and  (2) 


Example  J  (2)  shows  the  use  of  Form  2  to  vacate  a  Notice  or  Order  issued 
in  error  (Example  J  (l)). 

The  inspector  shall: 

1.  Fill  in  the  name  of  the  mine,  location,  mine  I.D.  No.,  time, 
date,  the  name  of  person  served,  and  check  "block  Order  or 
Notice  as  applicable. 

2.  Make  reference  to  the  particular  Order  or  Notice  to  which  this 
action  applies. 

3.  State  under  "Action  Taken  to  Abate,"  the  reason  the  Order  or 
Notice  was  vacated. 

k.      Check  appropriate  boxes  following  reason  for  extension  and 
fill  in  Order  or  Notice  No. 

5.   Sign  the  vacated  action. 
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Example   J     1' 


August  1971) 


UNITED  STATED 

DEPARTMENT  OF  THE   INTERIOR 

BE  REM    Ol    MINES 

Coal  Mine  Hrjlih  And  Safelj  District  Office 

4800  Forbes  Avenue 

Pittsburgh,   Pinn>vlvania    15213 


Symbol . 


TO  THE  OPERATOR,  OR  HIS  AGENT,  OF  THE 

No.    1  MINE 

Company: """  'A'.' '  arid"  S> V '  'Coal '  Company 
Location. rra^.-Qrcrmrd,.. Arms feong..CLouaty,   Pa. 

i.d.No 36-0035P 


LJ  ORDER 


21  NOTICE 


.RQ...x..<m. 


9:30 


..      z'pm.'   Da.^ctpber  .15,    1971     J°^  Blank 

(Person  Served) 

Pursuant  to  the  Federal  Coal  Mine  Health  and  Safety  Actof  l%9(83  Si.n    742  PL  01-173)  the  undersigned  dulv  authorized 

representative  of  the  Sccrciarv  of  the  Interior,  upon  making  an  inspection  of  the  above  named  mine  on  this  date  linds  that  the  following 
described  condition  or  practice  exists  in  the  mine: 

Condition   or   Practice 

A  refuse  pile  was  located  50  feet  from  No.    1  airshaft  of  the  No.   1 
mine. 


[Cont'd  Sheet  No.  ] 

The  undersigned  finds  that: 

|~~|   Men  had  been  withdrawn  prior  to  issuance  of  this  order 

~  An   IMMI^INI    DANGER    l\l>ls    n   that   the  condition  or  practice  described  could   reasonably   be  expected  to  cause  death  or 
serious  physical  harm  before  such  condition  or  practice  can  be  abated. 

2Q  There  has  been  a  violation  of  §. .  .77-«21y-.(  8-) of  Part.... 77 Title  30,  Code  of  Federal  Regulations, 

a  mandatory  health  or  safety  standard,  but  the  violation  has  not  created  an  imminent  danger. 
!~1  The  undersigned  further  finds: 

I    I  the  violation  is  of  such  nature  as  could  significantly  and  substantially  contribute  to  the  cause  and  effect  of  a  mine  safety  or  health 

hazard,  and  is  caused  bv  an  unwarrantable  failure  to  comply  with  such  standard. 
Q  The  violation  was  found    Zi  during  the  same  inspection  in  which 

f~l  during  a  subsequent  inspection  made  within  90  days  after 

Notice  No was  issued  on   19 

and  is  also  caused  by  an  unwarrantable  failure  to  complv  with  such  standard. 
i    i  the  violation  is  similar  to  the  violation  of  the  mandatory  health  or  safety  standard  which  resulted  in  the  issuance  of  Withdrawal 

Order  No on 19 ,  and  no  inspection  of  the  mine  has 

been  made  since  such  date  which  disclosed  no  similar  violation. 

ACTION    REQ.I  1K1  I) 
3j  NOTICE         The  violation  of  the  mandatory  health  or  safety  standard  described  .aboyejhall  be  totally  abated  by   ...9.'  Jr. 

o-ciock a.m.  n  ...«HyS"P?.05. 19.71.... 

You  are  herrbv  ORDERED  to  cause  immediately  all   persons,  except  thov  relerred  to  in  subsection  (d)  of  section    \iH 
of  the    V  '.  to  be  withdrawn  from,  .uvl  to  br  prohibited    from  entering,  the  area  of  the  mine   ilCM-rilwd  below   until  .in 
ted  representative  l  the    Interior  determines  that  the  imminent   danger  no  longer  exists  or  the 

violation  of  the  mandatory  health  or  safety  standard  has  been  abated 


G  ORDER 


Area  of  Mine 


Cont'd  Sheet  No. 


OnJcn    IM(a)w|M(c)  (l)L^M(c]    2   O 
Notiu-s    ioiii„87n)i,M  (1)  D 


Signed. 


John  Doe 

Authorized  Representative 


fiJi" 


Example  J   (2) 


6-1383 
(August  1971) 


UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 

BUREAU  OF  MINES 

Coal  Mine  Health  And  Safety  District  Office 

4800  Forbes  Avenue 

Pittsburgh,  Pennsylvania   15213 


Symbol. 


TO  THE  OPERATOR,  OR  HIS  AGENT,  OF  THE 

--N0..1. MINE 

A.    and  S.    Coal  Company 
"Cfarj""0Ychard;""A"rmstrong""Count;5r;""Pa-. 

Location 

i.d.no...36t00350 ______ 


Company. 


□  ORDER 


No.    1  JD 


8:30 


S  A.M. 
□  P.M. 


October  19,,Q71 


John  Blank 

(Person  Served) 


Pursuant  to  the  Federal  Coal  Mine  Health  and  Safety  Act  of  1969  (83  Stat.  742;  30  USC  801;  PL  91-173)  the  undersigned  duly  authorized 
representative  of  the  Secretary  of  the  Interior  upon  making  an  inspection  of  the  above  named  mine  on  this  date  and  Q  upon  the  expiration 
of  a  period  of  time  as  originally  fixed  L]  upon  the  expiration  of  a  period  of  time  as  extended  Q  upon  the  request  of  the  operator 
Finds  that  the  condition  or  practice  set  forth  in 

□  ORDER(S)  NO.(S) dated _.,  19 

October  15  IO    71 


NOTICE(S)  NO.(S)     Tl?.:..~..ii~. dated. 


.,  19. 


has   □  been  totally  abated  □  been  partially  abated  □  not  been  abated 

Action  Taken  to  Abate 

Notice  No.    1     JD  issued  October  15,    1971,   was  issued  in  error,    in  that 
the  refuse  pile  in  question  was   constructed  prior  to  July  1,    1971. 


and  the  undersigned  further  finds  that  the  period  of  time  fixed  in  said  Notice(s)  should 
□  be  extended  to  the  tim  ■  fixed  below  [__]  not  be  extended. 


Reason  for  Extension 


Said    □  ORDER(S)  H  NOTICE(S) 

0  is  or  are  hereby   (H   terminated      jXj   vacated 

□  shall  remain  in  full  force  and  effect  as  issued 

□  is  or  are  hereby  modified  as  follows,  and  except 


No.    1  JD 


in  full  force  and  effect: 


□  NOTICE 

□  ORDER 


ACTION  REQUIRED 

The  condition  or  practice  shall  be  totally  abated  by o'clock 


You  are  hereby  ORDERED  to  cause  immediately  all  persons,  except  those  referred  to  in  subsection  (d)  of  section  104 
of  the  Act,  to  be  withdrawn  from,  and  to  be  prohibited  from  entering,  the  area  of  the  mine  described  below  until  an 
authorized  representative  of  the  Secretary  of  the  Interior  determines  that  the  condition  or  practice  no  longer  exists  and  ha* 
been  totally  abated; 

Area  of  Mine 


104  (b)    c3 


Signed. 


John  Do* 


Authorized  Representative 
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HANDLING  NOTICES 

Preparation 

Notices  of  Violation  shall  "be  written  promptly  after  a  violation  of  the 
Act  is  observed,  and  two  copies  thereof,  except  those  issued  on 
Form  317(c),  shall  be  handed  to  the  agent  of  the  operator  who  accom- 
panies the  inspector.   The  operator  is  required  to  post  one  copy  of  each 
such  notice  on  the  mine  bulletin  board. 

Every  effort  shall  be  made  to  return  to  the  mine  upon  expiration  of  the 
reasonable  time  as  specified  on  the  Notice;  the  time  limit  shall  not  be 
set  to  expire  at  an  hour  at  whic   It  would  be  unlikely  that  the  inspec- 
tor would  return  to  the  mine  to   cermine  whether  the  violation  was 
abated. 

Notices  shall  be  numbered  sequentially  beginning  each  day  with  No.  1, 
and  the  inspector's  initials  shall  be  recorded  after  the  number. 

Orders  and  Notices  issued  shall  contain  a  detailed  description  of  the 
conditions  or  practices  which  constitute  an  imminent  danger  or  a  viola- 
tion.  It  is  imperative  when  writing  violations  to  give  sufficient 
information  as  to  the  conditions  and  practices  involved  so  that  the 
degree  of  danger  or  magnitude  of  the  violation  is  evident. 

Notices  issued  on  Form  317(c)  shall  be  written  promptly  after  a  miner  is 
observed  to  be  in  violation  of  Section  317(c),  and  one  copy  thereof  shall 
be  handed  to  such  miner.  The  inspector  shall  record  in  longhand  the 
following  statement  on  the  original  of  each  Notice  issued  under 
Section  317(c): 

"Served  to  at 


name                  place 
on at  approximately  


date  time 

"Place"  means  identification  of  the  section  or  area  of  the  mine  where  the 
Notice  was  handed  to  the  operator  or  miner. 

The  Act  defines  "miner"  as  any  individual  working  in  a  coal  mine.   There- 
fore, "miner"  includes  any  employee,  engineer,  company  official,  Federal 
or  State  inspector,  visitor,  representative  of  a  manufacturer,  or  anyone 
else  who  is  in  the  mine  for  any  reason  whatsoever. 

The  "Continuation  Sheet:  shall  be  used  when  the  space  provided  on  the 
various  forms  is  not  adequate  to  contain  all  the  information  pertaining 
to  the  condition,  practice,  description  of  area,  etc. 

If  the  name  of  a  mine  or  company  is  changed,  the  former  identification  shall 
be  recorded  directly  beneath  the  new  name  on  all  Orders  or  Notices  issued 
during  the  first  inspection  made  after  such  change  was  recorded.   One  copy 
of  each  Order  or  Notice  issued  shall  be  kept  in  the  inspector's  file. 
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HANDLING  ORDERS 

Preparation 

As  soon  as  it  is  determined  that  imminent  danger  exists,  Form  6-138^4- , 
Mine  or  Equipment  "Closed"  Poster,  shall  be  posted  conspicuously  so 
that  it  will  "be  seen  by  anyone  approaching  the  area  or  equipment  in- 
volved.  (See  poster  on  following  page.) 

All  of  the  conditions  which  constitute  imminent  danger  are  to  be  com- 
bined in  one  Order  rather  than  writing  separate  Orders  for  each 
category  of  imminent  danger  when  these  conditions  cause  closure  of  the 
entire  mine  or  are  confined  to  one  area  of  the  mine. 

If  one  set  of  conditions  warrants  issuance  of  an  Order  on  one  part  or 
section  of  the  mine  and  other  sets  of  conditions  cause  closure  of  other 
parts,  then  separate  Orders  must  be  issued  in  order  to  release  one  part 
and  continue  another  part  or  parts  under  Order. 

A  separate  Order  shall  be  prepared  for  each  violation  that  is  not  abated 
within  the  period  of  time  granted  for  abatement  or  extended  and  for 
Orders  issued  on  Form  10^ (c)(1)  and  (c)(2).   In  some  instances  a  combina- 
tion of  violations  of  the  Act  and  Regulations  constitutes  imminent  danger 
and  an  Order  must  be  issued. 

Only  those  conditions  which  constitute  imminent  danger  shall  be  included 
in  the  imminent  danger  Order.   Other  observed  violations  which  do  not 
contribute  to  the  imminent  danger  hazard  shall  be  cited  in  Notices  of 
Violation. 

Orders  shall  be  numbered  sequentially  beginning  each  day  with  No.  1, 
and  the  inspector's  initials  shall  be  recorded  after  the  number. 

The  "Continuation  Sheet"  shall  be  used  when  the  space  provided  on  the 
various  forms  is  not  adequate  to  contain  all  the  information  pertaining 
to  the  condition,  practice,  description  of  area,  etc. 

The  inspector  shall  sign  the  original  and  each  copy  of  Notices  and  Orders 
with  ink  or  ballpoint  pen. 

Modifying,  Terminating,  or  Vacating  Orders 

Any  authorized  representative  of  the  Secretary,  including  the  one  who 
issued  the  Order,  is  authorized  under  the  Act  to  modify,  terminate,  or 
vacate  any  Order  issued  by  such  representative. 
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Orders  at  abandoned  mines.  Where  a  mine  has  been  abandoned  (temporarily 
or  permanently)  and  cited  violations  of  the  Act  have  not  been  totally 
abated  at  the  time  of  abandonment,  a  separate  Order  shall  be  issued,  as 
applicable,  for  each  such  violation. 

Orders  on  abandoned  areas.  Where  an  area  or  areas  have  been  abandoned 
as  a  result  of  an  Order  or  otherwise  abandoned  after  an  Order  was 
issued,  the  operator  of  the  mine  involved  shall  be  invited  to  request  a 
special  inspection  indicating  that  the  area  affected  by  the  Order  has 
been  permanently  abandoned. 

Transmittal  and  Distribution  of  Orders  and  Notices 

At  the  close  of  each  inspection  day,  the  inspector  shall  forward  to  his 
District  or  Subdistrict  office  the  original  of  all  Orders  and  Notices 
issued  that  day. 

Copies  of  Orders  and  Notices  shall  be  attached  to  Form  6-1377  and  forwarded 
from  the  headquarters  office  upon  completion  of  the  inspection  to  the 
following : 

a.  The  mine  operator. 

b.  The  Bituminous  Coal  Operators'  Association. 

c.  The  headquarters  and  district  offices  of  the  representative 
of  the  miners  of  the  affected  mine. 

d.  The  State  mine  inspection  agency. 

e.  The  Assessment  Officer.  This  is  the  only  copy  that  is  to  be 
mailed  to  the  Washington  Office  of  the  Bureau  of  Mines. 

Only  four  copies  of  the  inspection  report  and  Notices  and  Orders  should  be 
mailed  to  Labor  Organizations  and  to  mine  management  at  any  one  address. 

Transmittal  letter.   The  following  transmittal  letter  shall  be  used  in 
transmitting  all  final  coal  mine  safety  inspection  reports: 

"The  enclosed  report  covers  a  Federal  safety  inspection  of 
the  above-named  mine  made  pursuant  to  the  Federal  Coal  Mine 
Health  and  Safety  Act  of  1969." 

Directly  under  the  salutation,  the  following  information  shall  be 
recorded: 

Subject:   Coal  Mine  Safety  Inspection  Report 

, mine 

company 


XTocation,  town,  county,  state)" 
(by  inspector) 

A  copy  of  the  transmittal  letter  shall  be  attached  to  each  copy  of  all 
final  reports  distributed.   Carbon  copy  distribution  shall  not  be  shown 
on  letters  to  outside  agencies,  nor  on  the  copy  sent  to  the  Washington 
office. 
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Review  of  Notices 

Any  operator  issued  a  Notice  under  Section  lO^-(b)  or  any  representative 
of  the  miners  in  any  mine  affected  by  such  Notice  may,  if  he  believes 
that  the  period  of  time  fixed  for  abatement  is  unreasonable,  apply 
under  Section  105  to  the  Board  of  Mine  Operations  Appeals  for  review- 
within  30  days  of  receipt  of  such  Notice. 

The  filing  of  such  application  shall  not  operate  as  a  stay  of  any  Notice. 

Special  Instructions  Regarding  Notices 

Modifying,  terminating,  or  vacating  Notices.  Any  authorized  representa- 
tive of  the  Secretary,  including  the  one  who  issued  the  Notice,  is 
authorized  under  the  Act  to  modify,  terminate,  or  vacate  any  Notice 
issued  by  such  representative. 

Analysis  of  air  samples.  When  the  analysis  of  air  samples  taken  to 
determine  gas  contents  or  oxygen  deficiency  disclose  a  violation  of  the 
Act,  the  following  procedure  shall  be  followed: 

"If  the  analysis  of  an  air  sample  discloses  a  violation  of  the  Act 
not  determined  with  testing  instruments  during  the  inspection,  the 
inspector  shall  cite  a  violation  in  a  Notice  on  Form  1,  10U(b)  and 
follow  with  an  Order  if  the  violation  is  not  abated  in  the  time 
fixed  or  extended. " 

Review  of  Orders.  Any  operator  issued  an  Order  under  Section  10i+  or 
any  representative  of  miners  in  any  mine  affected  by  such  Order  or  any 
modification  or  termination  of  such  order,  may  apply  under  Section  105 
to  the  Board  of  Mine  Operations  Appeals  for  review  of  the  order  within 
30  days  of  receipt  thereof  or  within  30  days  of  its  modification  or 
termination. 

The  filing  of  such  application  shall  not  operate  as  a  stay  of  any  order. 

Any  order  or  decision  issued  by  the  Secretary  of  the  Interior  or  the 
Interim  Compliance  Panel,  except  an  order  or  decision  issued  under 
Section  109(a)  pertaining  to  penalties,  is  subject  to  review  by  the  United 
States  Court  of  Appeals  for  the  circuit  in  which  the  affected  mine  is  located 
or  the  United  States  Court  of  Appeals  for  the  District  of  Columbia  Circuit. 

Violation  of  Orders.   If  any  authorized  representative  has  reason  to 
believe  that  an  operator  has  willfully  violated  or  failed  or  refused  to 
comply  with  any  Order  issued  under  Section  10^  of  the  Act,  such  representa- 
tive shall  promptly  notify  his  District  or  Subdistrict  Manager  who  shall 
promptly  notify  the  Assistant  Director--Coal  Mine  Health  and  Safety. 
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Violations  of  Title  I  of  the  Act.   Notices  or  Orders  shall  not  be  issued 
for  violations  of  any  provision  of  Title  I  of  the  Act;  however,  where 
such  violations  are  observed  at  a  mine,  the  inspector  shall  prepare  a 
memorandum  to  the  District  or  Subdistrict  Manager  stating  what  the  vio- 
lation is  and  any  other  information  that  may  be  useful.   The  District  or 
Subdistrict  Manager  shall  then  prepare  a  letter  to  the  operator  stating 
what  the  violation  is,  that  he  is  subject  to  a  civil  penalty  under 
Section  109  of  the  Act,  and  that  the  Assessment  Officer  will  be  so  informed 
of  the  violation.   The  letter  shall  be  signed  by  the  District  or  Subdistrict 
Manager.  A  memorandum  shall  then  be  prepared  for  the  Assessment  Officer 
with  a  copy  of  the  letter  to  the  operator  and  any  other  information  that 
may  be  useful. 

The  following  are  possible  violations  of  Title  I  of  the  Act: 

Section  of  Act 


(a)  103(b)(1) 

(b)  103(e) 

(c)  107(a) 


(d)  107(d) 

(e)  110(b) 

(f)  111(a) 

(g)  111(b) 


Refusal  to  permit  entry  of  an  authorized  representative 
of  the  Secretary  to,  upon,  or  through  any  coal  mine. 

Failure  to  give  notification  of  an  accident  and/or 
failure  to  take  appropriate  measures  to  prevent  the 
destruction  of  any  evidence  which  could  assist  in 
investigating  the  cause  or  causes  thereof. 

Failure  to  maintain  an  office  with  a  conspicuous  sign 
designating  it  as  the  office  of  the  mine  and  a 
bulletin  board  at  such  office  or  at  some  conspic- 
uous place  near  an  entrance  of  the  mine,  and  failure 
of  the  operator  or  his  agent  to  post  Notices,  Orders, 
or  decisions  on  such  bulletin  board. 

Failure  to  file  names  and  addresses  of  responsible 
officials  with  the  Secretary. 

Wrongful  discharge  of  or  discriminatory  action  against 
a  miner. 

Failure  to  investigate  and  report  accidents. 

Failure  to  establish  and  maintain  required  records. 
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GENERAL  INSTRUCTION  FOR  PREPARING 
SURFACE  COAL  MINE  SAFETY  INSPECTION  REPORTS 

General 

Time  of  preparation.   The  report  on  the  inspection  shall  be  prepared 
as  soon  as  possible  after  the  inspection  has  been  completed. 

Outline 

The  following  form  shall  be  used  in  preparing  surface  coal  mine  safety- 
inspection  reports. 
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Form  6-1377 
(Dec.  1970) 
Room  635 
4015  Wilson  Blvd. 
Arlington,  Va.  22203 


UNITED  STATES 

DEPARTMENT  OF  THE  INTERIOR 

BUREAU  OF  MINES 


Coal  Mine  Health  and  Safety  District 


I. 


Mine  ID  No. 


II.      COAL  MINE INSPECTION  REPORT 

III. 


Originating  Office: 

IV.  This  Inspection: 
Mine: 
Company: 
Location: 

VllSymbol    

Daily  Production 

Surface  Employment 

Underground  Employment 
No.  of  Active  Section  (s)  __ 
No.  of  Days  for  Inspection 
Date(s)  of  Inspection: 


Notice(s) 


VIII.  No.  Issued 

No.   Terminated 
No.   Pending 


V.  Previous  Inspection: 
Mine: 

Company: 

VI.  Date(s): 

Type  and  Number  of  Openings: 

Q  Drifts     Q  Slopes     Q  Shafts 
Type  of  Mine: 

Q  Underground     Q  Strip     [— ]  Auger     Q  Other 

Name  of  Coalbed 

Thickness  of  Coalbed 

No.  of  Production  Shifts 

No.  of  Maintenance  Shifts 

Date  Final  Report  Transmitted 


IX.    Frequency  Rate 


(a)  Industry     _. 

(b)  This  Operat 


X.(a)  President    

(b  )  Superintendent 

(c)  Safety    Director    

XI.     Principal   Officer— -Health  and   Safety 


Labor  Organization District  No. Local  Union  No. 

Recording  Secretary   (Name  and  Address)    

Union  affiliation  previous  inspection Is  a  mine  safety  committee  maintained?     r~]  Yes     r~\  No 


720  086/506  REGION  I 


Coal  Mine  Inspector 


Instructions  for  Preparing  Inspection  Reports 


I.  Mine  Identification  Number.   Seven  digit  number  sometimes 
referred  to  as  the  Respirable  Dust  number. 

II.  Type  of  Inspection.  Regular  Safety,  103 (i)  Spot,  Spot  Safety, 
Regular  Health,  Spot  Health,  Electrical,  etc. 

III.  A  space  was  not  provided  on  the  form  to  show  what  area  of  the 
mine  the  spot  inspection  was  made  in;  therefore,  immediately 
under  the  type  of  inspection,  type  in  where  the  spot  inspection 
was  made.  Do  not  use  the  words  "Hazardous"  or  Nonhazardous" 
inspection. 

IV.  This  Inspection.   Name  of  Mine,  Company  and  Location. 

V.  Previous  Inspection.  To  be  used  only  if  there  is  a  change  in 
the  name  of  the  mine  or  company  since  the  last  inspection.   If 
no  change  use  the  work  "Same." 

VI.  Date(s).   The  date(s)  of  the  previous  inspection  shall  correspond 
to  the  type  of  inspection  being  reported.   For  example,  if  a  Health 
Inspection  is  being  reported,  this  date  would  be  the  date  of  the 
last  Health  Inspection;  if  a  Safety  Inspection  is  being  reported, 
the  date  would  be  the  date  of  the  last  Safety  Inspection. 

VII.  Symbol.  The  number  "1"  means  a  mine  inspected  for  the  first  time 
in  the  calendar  year;  "2"  means  the  first  reinspection.   In  other 
words,  the  mine  has  been  inspected  twice  in  the  current  calendar 
year. 

A  symbol  is  not  required  for  spot  inspections  that  are  not  made 
under  the  provisions  of  Section  103 (i)  of  the  Act. 

The  symbol  for  103 (i)  inspections  shall  be  determined  in  the  same 
manner  as  on  the  regular  inspection  report.   For  example,  9  means 
that  this  is  a  mine  in  which  nine  103 (i)  inspections  have  been 
conducted  in  the  current  calendar  year. 

VIII.  Notices.   Only  the  number  of  Notices  issued,  terminated  and  pending. 
Do  not  include  the  type  of  Notice  and  do  not  state  "See  attached 
Notices."  The  same  applies  to  Orders. 

IX.   Frequency  Rate.   Indicate  the  year  for  which  the  information  is 
provided. 

a.  "Industry"  means  Anthracite  or  Bituminous  and  Lignite. 

b.  "This  Operation"  means  the  mine  or  facility  being  inspected, 

The  national  frequency  rate  for  fatals  is  published  monthly  and  for 
nonfatals  yearly. 
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For  the  time  being  and  until  the  new  accident  reporting  system 
is  on  stream,  the  frequency  rate  for  "This  Operation"  will  have 
to  be  obtained  from  the  mine  operator,  if  available.  If  not, 
leave  the  spaces  blank. 

X.  No  distribution  of  inspection  reports  to  mine  management  other  than 
(a) ,  (b) ,  and  (c)  shall  be  shown  on  this  Form. 

XI.  Principle  Officer- -Health  and  Safety.  If  you  are  unable  to  get  a 
name  this  would  indicate  a  violation  of  Section  107(d)  exists. 
This  is  the  person  who  is  the  responsible  official  in  charge  of 
Health  and  Safety  at  the  mine.   (See  the  following  instructions). 

The  provisions  of  Section  107(d)  require  that  each  operator  file 
the  name  and  address  of  the  person  at  each  coal  mine  designated 
as  the  principal  official  in  charge  of  health  and  safety  at  the 
mine.  Further,  where  the  mine  is  subject  to  the  control  of  a 
person  not  directly  involved  in  its  daily  operations,  such  as  a 
person  within  the  parent  corporation,  that  person  must  also  be 
identified.  Also,  a  corporate  person  other  than  the  principal 
official  in  charge  at  the  mine  shall  be  named  to  be  responsible 
for  the  overall  health  and  safety  program  for  the  owner  for  mines 
where  the  owner  is  not  involved  in  their  daily  operations.  For 
example,  the  president  or  vice  president  of  a  company  may  be  the 
person  who  operates  or  controls  the  mine.  The  president  or  vice 
president  will  then  name  an  official  at  each  mine  and  designate 
him  as  the  principal  officer  in  charge  at  the  mine.  The  president 
will  designate  a  corporate  official  as  the  person  responsible  for 
overall  health  and  safety.  In  this  example,  the  names  and  addresses 
of  three  persons  would  be  filed: 

1.  The  president  or  vice  president  as  the  person  who 
operates  or  controls  the  mine. 

2.  The  corporate  official  designated  for  the  owner 
in  charge  as  the  person  responsible  for  overall 
health  and  safety. 

3.  The  principal  official  in  charge  designated  as  the 
person  with  overall  responsibility  for  the  health 
and  safety  program  at  the  mine. 

Where  the  owner  of  the  mine  is  directly  involved  in  the  daily  mining 
operations  he  may  serve  in  all  three  capacities  if  he  so  chooses. 

The  operator  of  every  coal  mine  shall  file  with  the  Coal  Mine  Safety 
District  Manager  in  the  district  in  which  the  mine  is  located  the 
name  and  address  of  the  mine,  the  name  and  address  of  the  person  who 
operates  or  controls  the  mine  and  the  name  of  the  person  in  charge  of 
or  responsible  for  health  and  safety  at  the  mine.  Also,  where 
applicable,  the  name  of  the  corporate  official  responsible  for 
overall  health  and  safety. 
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Following  initial  filing,  changes  in  the  information  submitted  by 
the  operator  for  any  coal  mine  pursuant  to  Section  107(d)  of  the 
Act  shall  be  reported  promptly  to  the  Coal  Mine  Safety  District 
Manager  in  the  district  in  which  the  mine  is  located. 

Use  of  Form  6-1377 

This  form  is  to  be  used  for  all  types  of  inspection  reports.   The  form 
will  be  the  first  page,  and  all  Notices  and  Orders  shall  be  attached  in 
proper  sequence,  with  Tables  1,  2,  and  3  following  at  the  end  of  the 
report. 

The  report  shall  be  assembled  as  follows : 

1.  Form  6-1377 

2.  Notices  -  in  proper  sequence 

3.  Orders  -  in  proper  sequence 

k.       Tables  -  1,  2,  3>  as  appropriate 

Change  of  mine  name;  procedure.   If  the  name  of  the  mine  or  the  company 
has  been  changed  between  inspections,  the  former  identification  shall  be 
typed  directly  beneath  the  heading  "previous  inspection." 

Inspection  dates.   In  recording  the  date  of  the  inspection,  the  last  date 
shall  be  that  of  the  day  on  which  the  inspector  completed  the  actual 
inspection  of  the  mine,  including  dates  on  which  Notices  were  issued  for 
violations  indicated  by  analysis  of  air  samples. 

Recording  the  inspection  dates  should  conform  to  the  following  example: 
An  inspection  made  July  1,  2,  and  3>  1971  shall  be  recorded  July  l-3> 
1971.  An  inspection  made  July  6,  7,  and  10,  1971  shall  be  recorded 
July  6-7  and  10,  1971. 

Supervising  inspector  accompanying  a  regular  inspector.  When  a  supervising 
inspector  accompanies  a  regular  inspector,  only  the  name  of  the  regular 
inspector  shall  appear  in  the  report. 

Inspector- in- training.  When  an  inspector-in-training  accompanies  a 
regular  inspector  to  learn  proper  inspection  procedure,  only  the  name  of 
the  regular  inspector  shall  appear  in  the  report. 

Two  or  more  inspectors  together.  When  two  or  more  regular  inspectors  are 
assigned  to  make  a  joint  inspection,  the  name  of  each  inspector  shall  appear 
in  the  report. 


DISTRIBUTION  OF  REPORTS 

Final  reports  on  regular  and  spot  safety  inspections  of  coal  mines  shall  be 
distributed  by  the  field  office  as  follows : 

Copies 

Company  official ll 
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Copies 
United  Mine  Workers  of  America  (Member  mines  only) 
Safety  Division  -  Room  1*01 
ll*37  Eye  Street,  N.W. ,  Washington,  D.C.  20005 1 

Welfare  and  Retirement  Fund 

907  -  15th  Street,  N.W. ,  Washington,  D.C.  20005 1 

District  Office  (U.M.W.A.  mines  only) 2 

Other  Labor  Organizations  (Member  mines  only) 2 

State  Department  of  Mines 2 

Assessment  Officer 

Ballston  Tower  No.  3  -  Room  635 

1*015  Wilson  Boulevard,  Arlington,  Virginia  22203 1 

Chief,  Office  of  Accident  Analysis 
Room  913,  1+015  Wilson  Boulevard, 

Arlington,  Virginia  22203 1 

Director 

Safety  Research  Center,  Pittsburgh,  Pennsylvania 1 

Division  of  Mineral  Resources 

Regional  Office 1 

(an  original  inspection  and  on  first  inspection  each  year) 
Geological  Survey  (mines  on  Indian  land  or  the  public  domain) 

Washington  Office ,  Room  3213 ,  GSA  Building 1 

District  Mining  Supervisor 1 

Regional  Office,  Department  of  Labor,  as  follows : 1 

Regional  Administrator 

Occupational  Safety  and  Health  Administration 

U.  S.  Department  of  Labor  (Suite  587) 

1375  Peachtree  Street,  N.  E. 

Atlanta,  Georgia  30309 

Explosives  Application  and  Compliance  Investigations  by  Bureau  of  Mines 
Section  1.   Purpose 

The  purpose  of  this  Manual  Supplement  is  to  provide  guidelines  and  pro- 
cedures relating  to  the  investigation  of  applications  for  licenses  and 
permits  under  Chapter  1*0,  Title  18  U.S.C.  and  for  compliance  investigations 
of  licenses,  permittees,  and  non-permittee  users  of  explosive  materials  who 
are  under  the  jurisdiction  of  the  Bureau  of  Mines. 

Section  2.   Background 

An  agreement  between  the  Department  of  the  Treasury  and  the  Department  of 
the  Interior  provides  that  the  Bureau  of  Mines  (Metal  and  Nonmetal  Health 
and  Safety  Division  and  Coal  Mine  Health  and  Safety  Division)  will  make 
inspections  of  storage  facilities  involving  applications  for  licenses  and 
permits  under  Chapter  1*0,  Title  18  U.S.C.  when  the  applicant  is  one  who 
comes  under  the  jurisdiction  of  the  Bureau  of  Mines.   Bureau  of  Mines 
Inspectors  will  also  conduct  compliance  investigations  in  regard  to  storage 
and  recordkeeping  requirements  of  licensees  and  permittees  under  their 
jurisdiction  as  well  as  compliance  investigations  in  regard  to  storage 
requirements  of  all  operators  under  their  jurisdiction  who  use  and  store 
explosive  materials. 
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Section  3«   Implementation  Process 

.01  The  Assistant  Regional  Commissioner  or  the  Chief  of  Enforce- 
ment will,  identify  the  Bureau  of  Mines  District  Managers  in  their  region 
and  furnish  them  with  a  list  of  enforcement  personnel  and  titles,  and 
addresses  and  telephone  numbers  of  the  branch,  area,  and  post  of  duty- 
office  within  the  area  of  jurisdiction  of  the  District  Manager. 

.02  The  Bureau  of  Mines  will  periodically  furnish  the  National 
Office  (ATF)  a  list  of  all  mines  coming  within  their  jurisdiction.   These 
will  be  distributed  to  regional  offices  for  use  in  processing  applications 
received  from  applicants  coming  under  the  jurisdiction  of  the  Bureau  of 
Mines. 

.03  The  Assistant  Regional  Commissioner  will  furnish  each  District 
Manager  with  a  supply  of  Form  U729,  Report  of  Noncompliance,  for  use  by 
Mine  Inspectors,  and  of  Form  *J-712,  Report  of  Theft  or  Loss  of  Explosive 
Materials,  for  distribution  by  Mine  Inspectors  to  all  mines  using  and 
storing  explosive  materials. 

,0k     When  requested,  the  Assistant  Regional  Commissioner  will  provide 
training  to  Bureau  of  Mines  Inspectors  in  their  area  in  connection  with 
storage  and  recordkeeping  requirements. 

.05  The  Assistant  Regional  Commissioner  will  furnish  the  appropriate 
Bureau  of  Mines  District  Manager  an  information  copy  of  a  variance  or  a 
denial  of  a  variance,  involving  an  operation  coming  under  the  jurisdiction 
of  the  Bureau  of  Mines.   Variance  information  and  advisory  determinations 
issued  by  the  National  Office  of  the  Alcohol,  Tobacco  and  Firearms  Division 
will  be  furnished  to  the  Bureau  of  Mines  National  Office  if  it  relates  to 
operations  under  the  jurisdiction  of  the  Bureau  of  Mines. 

.06  If  the  Bureau  of  Mines  District  Manager  desires,  the  Assistant 
Regional  Commissioner  will  furnish  him  a  photocopy  of  each  license  and 
each  permit  issued  to  operations  coming  within  the  jurisdiction  of  the 
Bureau  of  Mines  District  Manager. 

.07  Bureau  of  Mines  will  "furnish  the  Assistant  Regional  Commissioner 
a  copy  of  their  report  of  investigation  of  routine  accident  investigations 
relating  to  accidental  detonations  which  they  investigate. 

Section  h.      Processing  of  Applications  from  Applicants  Under  the  Jurisdic- 
tion of  the  Bureau  of  Mines 

.01  When  an  application  is  received  on  a  Form  U705,  Application  for 
License,  or  a  Form  U707,  Application  for  Permit,  from  an  applicant  who  is 
listed  as  being  under  the  jurisdiction  of  the  Bureau  of  Mines,  two  photo- 
copies of  such  application  will  be  made  and  forwarded  to  the  appropriate 
Bureau  of  Mines  (Metal  and  Nonmetal  Health  and  Safety  Division)  District 
Managsr  wherein  the  applicant's  principal  place  of  business  is  located 
for  inspection  of  the  storage  facilities  of  the  applicant,  or  for  forwarding 
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to  the  appropriate  District  Manager  (Coal  Mine  Health  and  Safety  Division) 
if  the  application  is  one  coming  within  their  jurisdiction.  A  due  date 
should  be  noted  on  the  copies  to  enable  processing  of  the  application 
within  the  k^   day  limit  provided  in  the  regulations.  Both  copies  will 
also  be  identified  by  the  address  of  the  Assistant  Regional  Commissioner. 
The  original  application  form  will  be  forwarded  to  the  appropriate  Special 
Investigator  for  the  other  qualification  and  background  investigation  of 
the  applicant  and  responsible  persons. 

.02  If  the  storage  facility  of  the  applicant  meets,  exceeds  or  is 
equivalent  to  the  requirements  of  Subject  J  of  Part  l8l,  CFR,  the  Bureau 
of  Mines  Inspector  will  complete  Section  E  of  the  application  recommending 
approval  and  return  it  through  his  District  Manager  to  the  ATF  regional 
office. 

.03  If  a  facility  does  not  meet  the  minimum  standards  as  prescribed 
by  regulations,  but  is  constructed  in  such  a  manner  which  is  substantially 
equivalent  to  the  standards,  the  applicant  may,  on  his  own  initiative  or 
upon  the  advice  of  the  Inspector,  submit  a  request  for  a  variance.   The 
Inspector  will  complete  a  Form  ^729*  Report  of  Noncompliance,  in  quad- 
ruplicate, setting  forth  the  conditions  which  do  not  meet  the  prescribed 
standards.   After  the  applicant  signs  the  original  and  copies  of  Form  ^729? 
he  will  be  given  a  copy.   The  applicant  will  submit  his  letter  of  request 
for  a  variance  to  the  Inspector,  who  will  review  it  and  make  his  recom- 
mendation on  the  original  and  two  copies  of  Form  U729.   If  the  Inspector 
recommends  approval  of  the  letter  of  request,  he  will  complete  Section  E 
of  the  application  form  by  checking  the  box  "Recommend  Approval"  after 
which  he  will  add  "If  Variance  is  Approved."  The  Inspector  will  then 
forward  the  copy  of  the  application,  the  letter  of  request,  and  the 
original  and  two  copies  of  Form  ^729  to  his  District  Manager  who  will 
retain  one  copy  of  Form  Vf29  and  transmit  the  remaining  documents  to  the 
appropriate  regional  office.   If  the  variance  is  approved,  the  license 
or  permit  will  be  issued  and  a  copy  of  the  letter  of  approval  will  be 
forwarded  to  the  Bureau  of  Mines  District  Manager.   If  the  variance  is 
not  approved,  the  Assistant  Regional  Commissioner  will  state  in  the 
letter  of  disapproval  why  variance  cannot  be  granted  and  what  alternative 
would  be  acceptable.  A  copy  of  the  letter  of  disapproval,  a  photocopy  of 
the  application  and  the  copy  of  Form  V729  will  be  forwarded  to  the  Bureau 
of  Mines  District  Manager  for  a  "Recall"  investigation. 

,0k     If  a  facility  is  one  which,  after  a  minor  modification,  could 
be  shown  to  be  substantially  equivalent  to  the  minimum  standards,  the 
applicant  may  submit  a  request  for  a  variance  and  obtain  approval  before 
he  makes  the  change.   In  this  case,  the  Inspector  will  complete  a  Form  ^-729> 
in  quadruplicate,  giving  the  applicant  a  copy.   The  Inspector  will  forward 
the  letter  of  request  and  a  copy  of  the  Form  U729  with  his  recommendation 
through  his  District  Manager  to  the  Assistant  Regional  Commissioner.   He 
will  retain  the  application  and  the  original  and  copy  of  Form  U729  for  a 
"Recall"  investigation  after  he  receives  the  copy  of  the  letter  of  approval 
or  disapproval.  After  the  "Recall"  investigation  the  Inspector  will 
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complete  Section  B  of  Form  l+729>  and  Section  E  of  the  application 
recommending  approval  or  disapproval  as  the  case  may  be.   He  -will  then 
forward  the  application,  the  original  and  copy  of  Form  1+729  to  his 
District  Manager  who  will  retain  a  copy  of  Form  1+729  and  transmit  the 
remaining  documents  to  the  regional  office. 

.05  If  a  facility  does  not  meet  the  minimum  requirements,  the 
Inspector  will  complete  Form  1+729?  as  before,  and  arrange  for  a  "Recall" 
giving  the  applicant  ample  time  to  comply.   He  will  forward  one  copy  of 
the  Form  1+729  through  his  District  Manager  to  the  regional  office  to 
notify  them  that  there  will  be  a  delay  in  completing  the  application 
investigation.   Upon  "Recall "  the  Inspector  will  complete  Section  B  of 
Form  1+729  (the  original  and  copy  retained  by  him)  and  Section  E  of  the 
application  recommending  approval  or  disapproval,  as  the  case  may  be. 
The  Inspector  will  then  forward  the  application,  the  original  and  copy 
of  Form  1+729  to  his  District  Manager  who  will  retain  the  copy  of  Form 
1+729  and  transmit  the  remaining  document  to  the  appropriate  regional 
office. 

.06  In  the  agreement,  the  Bureau  of  Mines  Inspectors  will  make 
one  "Recall"  investigation.   If  the  deficiency  is  not  corrected  on 
"Recall"  it  will  so  be  reported  in  Section  B  of  Form  1+729.   If  the 
violation  is  one  which  also  comes  within  the  jurisdiction  of  the  Bureau 
of  Mines  and  corrective  action  can  or  will  be  taken  by  them  the  Inspector 
will  so  state  on  the  Form  1+729.   If  further  action  is  required  by  Alcohol, 
Tobacco  and  Firearms  it  will  so  be  shown  on  Form  1+729.   Subsequent  action 
by  whomever  taken,  will  be  reported  to  the  other  party. 

Section  5.   Compliance  Investigations  by  Bureau  of  Mines  Inspectors 

Bureau  of  Mines  Inspectors  will  conduct  compliance  investigations 
during  their  routine  inspections.   Storage  facilities  will  be  inspected 
at  all  mines  where  explosive  materials  are  stored.   In  addition,  they 
will  inspect  records  of  all  licensees  and  permittees  under  their  juris- 
diction. A  violation  or  noncompliance  will  be  documented  on  Form  1+729. 
This  form  will  be  prepared  in  quadruplicate,  as  above.   A  "Recall" 
investigation  will  be  made  on  a  scheduled  date  at  which  time  the  Inspector 
will  complete  Section  B  of  Form  1+729.  He  will  then  forward  the  original 
and  two  copies  of  Form  1+729  to  his  District  Manager  who  will  retain  a 
copy  of  Form  1+729  and  forward  the  original  and  copy  to  the  appropriate 
regional  office.   If  further  action  is  required  by  ATF,  such  action  may 
be  taken  with  or  without  the  assistance  of  the  Bureau  of  Mines  Inspector. 
The  appropriate  Bureau  of  Mines  District  Manager  should  be  kept  informed 
of  action  taken  by  Alcohol,  Tobacco  and  Firearms  in  such  cases. 
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Explosives  Storage  Ragulation  Variances 

The  following  variances  have  been  given  blanket -approval  by  ATF; 
variances  other  than  those  outlined  shall  be  handled  on  a  mine-to-mine 
basis. 

Section  3.   Explosives  Storage  Regulations 

.01  Requests  for  variance  approved: 

1.  Section  l8l. 187(a) (6) .  3/V-inch  sheathing  has  been  approved 
as  being  substantially  equivalent  to  the  required  7/8-inch  sheathing. 

2.  Section  181.187(a) (7) (i) (ii) .  1^-gauge  mild  steel  over 
3/^-- inch  sheathing  together  with  a  ^4-inch  sand  tray  or  a  U-inch  hardwood 
ceiling  substantially  meets  the  requirements  of  this  section  and  magazines 
so  constructed  are  approved. 

3.  Section  l8l. 187(a) (8) .   The  use  of  1^-gauge  steel  plus  k 
inches  of  hardwood  for  construction  of  magazine  doors  is  approved  as 
substantially  meeting  the  requirements  of  this  section. 

k.  Section  181.187(a) (10).  The  side  wall  and  door  ventilator 
that  are  screened  and  bullet-resistant  can  be  substituted  for  foundation 
ventilators . 

5.  Section  181.195.  We  have  approved  a  request  to  permit  trees 
to  grow  within  25  feet  of  a  magazine  for  barricade  protection  purposes 
provided  that  such  trees  are  living  and  at  least  10 -feet  high. 

6.  Section  181.197.  We  have  approved  the  use  of  electrical 
lights  when  meeting  appropriate  electrical  building  codes  and  when  used 
only  in  storage  magazines  that  are  located  inside  explosive  manufacturing 
plants.   Also  approved  are  glass  openings  in  the  manufacturing  plant 
magazines  in  order  to  permit  illuminating  lights  from  the  outside. 

7.  Section  l8l. 187(a) (9) .   Semitrailers,  tank  trucks,  and  other 
mobile  storage  facilities  locked  with  one  steel  case  hardened  five  tumbler 
padlock,  having  at  least  a  7/l6-inch  shackle  diameter  are  determined  to 
meet  the  necessary  requirements  of  this  section  provided  that  hinges  and 
hasps  are  securely  fastened  to  the  storage  facility  and  that  all  locking 
hardware  is  secured  rigidly  and  directly  to  the  door  frame.  Accordingly, 
only  one  such  padlock  will  be  required  for  each  door  or  opening  for 
semitrailers,  tank  trucks,  and  other  mobile  facilities;  and  such  padlocks 
need  not  be  protected  by  steel  caps. 

.02  Requests  for  variances  denied: 

1.   Section  l8l. 187(b).   A  request  to  use  concrete  floors 
(a  sparking  material)  in  igloo-type  magazines  has  been  denied.  Floors 
of  this  type  must  be  covered  with  non- sparking  material  such  as  epoxy 
paint  or  other  acceptable  means. 
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2.   Section  l8l. 188(a).   Requests  for  portable  magazines 
less  than  1  cubic  yard  in  size  have  been  disapproved. 

.03  Section  l8l. 187(a) (9) .  Applicants  should  be  given  reasonable 
time  to  comply  with  these  locking  requirements.  Doors  that  do  not  have 
exterior  locks  and  are  bolted  from  the  inside  must  be  equally  as  secure 
as  those  doors  having  exterior  locks  and  each  situation  must  be  evaluated 

individually. 

.Ok     Certain  water  gels  (such  as  ammonium  nitrate  sensitized  with 
smokeless  powder)  are  determined  to  be  classified  as  a  blasting  agent 
for  storage  purposes.   (Type  5  storage)  These  water  gels  are  not 
sensitive  to  ignition  by  bullets  or  numbered  8  test  blasting  caps. 

Section  k.      Qualification  and  Inspection  of  Mine  Explosives  Magazine 
torage  Facilities 

Inquiries  have  been  received  regarding  the  responsibility  for 
inspecting  the  explosive  storage  facilities  at  mining  locations.   It  has 
been  determined  that  Alcohol,  Tobacco  and  Firearms  personnel  should 
inspect  mine  storage  facilities  before  issuing  licenses  and  permits  to 
assure  compliance  with  regulations. 

Section  5.   Instructions 

.01  Whenever  the  Assistant  Regional  Commissioner  (ATF)  approves 
a  request  for  alternate  recordkeeping  systems  under  Subpart  G  or  alternate 
storage  facilities  under  Section  l8l.l8l(b),  a  copy  of  the  request  and  his 
decision  should  be  forwarded  to  the  National  Office,  Attention:   CP:AT:E. 

.02  If  an  applicant  is  otherwise  qualified  under  the  law  (not 
in  a  prohibited  category  such  as  a  felon,  etc.1*  he  cannot  be  refused  a 
User  permit  even  though  he  does  not  acquire  or  transport  explosives  in 
interstate  or  foreign  commerce. 

.03  When  inspecting  storage  facilities  of  explosives, 
investigative  personnel  will  not  take  firearms  into  said  storage  facilities 
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Instructions  for  completing  Form  ^72 9  -  Report  of  Noncompliance 


Example  1 

Notice  of  noncompliance  issued  even  though  violation  was  complied 
with  while  investigation  was  being  made.   This  is  a  history  of 
the  total  operation  and  could  possibly  be  important  in  the  future 
if  same  noncompliance  is  found.  No  recall  needed  if  violation 
is  complied  with  and  future  voluntary  compliance  is  indicated. 

Example  2 

Notice  of  noncompliance  issued  since  violation  could  not  be  com- 
plied with  while  investigation  is  being  made.   Recall  date  set 
and  indicated  on  form  after  operator  has  indicated  when  he  will 
be  in  compliance.   He  should  be  advised  that  the  noncompliance  will 
delay  the  processing  of  his  application  for  permit/license  if  such 
is  involved. 

Example  3 

Recall  has  been  made  and  all  violations  apparent  on  October  29,  1971? 
have  been  corrected  and  future  voluntary  compliance  is  indicated. 

Example  k 

Recall  investigation  has  been  made  and  operator  has  made  no  effort 
to  correct  violations  detected  on  October  29,  1971-  A  judgement 
must  be  made  at  this  time  to  determine  if  the  noncompliance  is 
wilful  or  non-wilful.   If  some  circumstances  have  prevented  the 
compliance  and  the  explanation  is  satisfactory  an  additional  re- 
call can  be  made  without  further  action.   If  the  continuing  viola- 
tions are  considered  wilful  the  investigation  should  be  referred 
to  ATF  for  further  investigation. 

If  the  inspector  cannot  get  the  Form  signed  by  the  owner  or  his  agent, 
as  the  case  might  be,  then  the  inspector  will  write  in  the  name  of  the 
individual  involved  and  so  state  that  this  is  not  a  signature.  A  copy 
of  the  completed  form  should  still  be  given  to  the  owner  or  his  agent. 

Where  the  inspector  is  required  to  sign  any  of  the  ATF  forms  it  has 
been  requested  that  they  also  print  their  names  in  the  same  block  as 
it  has  been  difficult  in  the  past  to  determine  the  name  of  the  person 
who  signed  the  Form. 

A  "Recall"  investigation  is  similar  to  the  follow-up  inspection  made 
by  a  Bureau  of  Mines  inspector  following  the  expiration  of  a  period  of 
time  granted  when  a  Notice  of  Violation  is  first  issued. 


88 


Form  4729 
(Feb    1971 


Example   1 
Report  of  Noncomplionce 


:ense  ori permit        „ 

juMBERl.Pi    NO.      Of 

the  mine  if  no  license 
or  permit  needed 


IAME   OF    LICENSEE   OR   PERMITTEE 

Mine  No.    1 

A.   and  S     Coal  Company 


^DORESS  OF  LICENSEE  OR   PERMITTEE 

Crab  Orchard 
Armstrong  County,  Pa. 


EXPIRATION    DATE 


(as  needed) 


Section  A.    Compliance  Investigation 


An  examination  of  your  license  or  permit  premises,   records, 
low  and  regulations.     Noncomplionce  of: 


it,   and  operations  has  disci 


the  following  noncomplionce  of 


181.195       Housekeeping  -  Empty  boxes  in  explosives  storage  magazine  and  other 
trash  on  the  floor.     Trash  around  the  immediate  outside  of  the 
magazine. 


I  acknowledge  thot  I  hove  been  advised  of  the  nature  of  the  noncompliance  of  law  ond  regulations  ond  proper  methods  for  compliance 
have   been   stated.   I   understand  that   continued  foilure  to  comply  with   low  and  regulations   con  result   in  further  action. 


NAME    ANO    TITLE 

Richard  Roe,   Owner 

DATE 

10-29-71 

1  Xl     Voluntarily  complied,  no  recall  needed. 

|      |    Recal 

mvestigoti 

sn  required. 

SIGNATURE   OF   SPECIAL    INVESTIGATOR 

John  Doe 

DATE 
10-29-71 

Section  B.    Recall  Investigation 

Voluntorily   complied   on   recoil   investigation. 

Recommend  w 

orning   letter  be 

issued. 

SIGNATURE   OF   SPECIAL   INVESTIGATOR 

DATE 

Section  C.   Recall  Investigation  After  Warning  Letter 

I       j     Voluntarily   complied  on  recall   investigation. 

Wilful   noncomplionce,   recommend  o  Speciol   Investigation  be  assigned. 

SIGNATURE   OF    SPECIAL    INVESTIGATOR 
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FORM     4729     12-71' 


Form  4729 

(Feb.  1971) 
Department  of  the  Treasury 
Internal  Revenue  Service 


Example  2 
Report  of  Noncompliance 


LICENSE  OR  PERMIT 
NUMBERED.     WO.     Of 

e  mine  if  no  license 
•permit  needed 


IAME  OF   LICENSEE  OR   PERMITTEE 

Mine  Wo.    1 

A.   and  S.   Coal  Company 


VDDRESS  OF   LICENSEE   OR   PERMI 

Crab  Orchard 
Armstrong  County,  Pa. 


EXPIRATION    DATE 


(as  needed.) 


Section  A.   Compliance  Investigation 


An  examination  of  your  license  or  permit  premises,  records,  storage,  and  operations  has  disclosed  the  following  noncompliance  of 
low  and  regulations.    Noncompliance  of: 

I8I.I87     Construction  of  type  1  storage  facility.   Door  not  bullet  resistant; 
has  only  one  padlock  and  it  was  not  capped. 


I  acknowledge  that  I  have  been  advised  of  the  nature  of  the  noncompliance  of  law  and  regulations  and  proper  methods  for  complianc 
have  been  stated.   I   understand  that  continued  failure  to  comply  with   law  and  regulations  con  result  in  further  action. 


NAME   AND   TITLE 

Richard  Roe,    Owner 

DATE 

10-29-71 

|       |     Voluntarily  complied,  no  recall  needed. 

m  "ifo^dmber9^;  W^ 

SIGNATURE   OF   SPECIAL   INVESTIGATOR 

John  Doe 

1    DATE 

1        10-29-71 

Section  B.  Recall  Investigation 

7~J    Voluntarily  complied  on  recall   investigation. 


□   R* 


SIGNATURE  OF   SPECIAL   INVESTIGATOF 


Section  C.  Recall  Investigation  After  Warning  Letter 


I     Voluntarily  complied  on 

□    Wilful  noncompliance 


/estigation. 
a  Special  Investigation  be  assignee 


SIGNATURE   OF   SPECIAL   INVESTIGATOF 
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iPO    909.93' 


FORM    4729    (2-711 


f«™  4729 

(F.b     1971) 
Oapartment  ol  the  Treasury 

Internal   Rtvtnua  Service 


Example  3 
Report  of  Noncompliance 


LICENSE  OR  PERMIT 

NUMBER  I. D.      NO.       Of 

le  mine  if  no  license 


NAME  OF    LICENSEE  OR   PERMITTEE 

Mine  No.    1 

A.    and  S.    Coal  Company 


ADDRESS  OF   LICENSEE   OR   PERMITTEE 


County,   Pa. 


EXPIRATION    DATE 


(as  needed'1 


S«ction  A.    Compliance  Investigation 


An  •nomination  of  your  license  or  permit  pren 
law  and  regulations.     Noncompliance  of: 


toroge,   and  operotions  hoi  disclosed  the  following  noncompliance  of 


l8l.l87         Construction  of  type  1  storage  facility.      Door  not  bullet  resistant: 
has  only  one  padlock  and  it  was  not  capped. 


I   oeknowledge  thot   I  hove  been  ad«.sed  of  the  noture  of  the  noncompliance  of  law  and  regulations  ond  proper  methods   for  compliance 
hove  been  stoted.   I   understand  thot  continued  failure  to  comply  with   law  ond  regulations   con  result   m  further  action. 


NAME    AND   TITLE 

•bard  Hoe,    3wner 

DATE 
10-29-71 

^     Voluntonly  complied,  no  recoil  needed. 

1      |    Recol 

investigation  required. 

SIGNATURE  OF  SPECIAL  INVESTIGATOR 

OATE 

11-30-71 

Section   B     Recoil  Investigation 

"~X      Voluntonly  complied  on  recall   investigation. 

Recommend  warning   letter  be 

issued. 

SIGNATURE  OF  SPECIAL  INVESTIGATOR 

OATE 

Section  C.   Recoil  Investigation  After  Warning  Letter 

Voluntarily   complied  on  recall  investigation. 
~]    Wilful  noncompliance,  recommend  a  Special   Investigation  be  assigned. 

•      .»E  OF   SPECIAL  INVESTIGATOR 
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Form  4729 

(Feb.  1971) 
Department  of  the  Treasury 
Internal  Revenue  Service 


Report  of  Noncompliance 


ICENSE  OR  PERMIT 
UMBER  I. D.     WO.      Of 

ie  mine  if  no  license 
permit  needed. 


NAME  OF   LICENSEE  OR   PERMITTEE 

Mine  No.    1 

A.   and  S.    Coal  Conrpany 


ADDRESS  OF  LICENSEE  OR  PERMITTEE 

Crab  Orchard 
Armstrong  County,  Pa. 


EXPIRATION    DATE 


(as  needed) 


Section  A.   Compliance  Investigation 


An  examination  of  your  license  or  permit  premises,  records,  storage,  and  operations  has  disclosed  the  following  noncompliance  of 
law  and  regulations.    Noncompliance  of: 

l8l.l87     Construction  of  type  1  storage  facility.   Door  not  bullet  resistant; 
has  only  one  padlock  and  it  was  not  capped. 


I  acknowledge  that  I  have  been  advised  of  the  nature  of  the  noncompliance  of  low  and  regulations  and  proper  methods  for  compliance 
hove  been  stated.   I   understand  that  continued  failure  to  comply  with   law  and  regulations  can  result  in  further  action. 


NAME    AND   TITLE 


Richard  Roe,    Owner 


10-29-71 


I       1     Voluntarily  complied,  no  recall  needed. 


B  ^veXe^O?"^ 


SIGNATURE   OF   SPECIAL   INVESTIGATOR 


John  Doe 


10-29-71 


Section  B.  Recall  Investigation 


I8I.I87     Construction  of  type  1  storage  facilities.   Has  made  no  effort  to 
provide  another  padlock  or  make  the  door  "bullet  resistant. 


Willful  noncompliance;  recommend  a  special  investigator  be  assigned. 


I       1    Voluntarily  complied  on  recall   investigation. 

□    Recor 

nmend  warni 

ng   letter  be  issued. 

SIGNATURE  OF   SPECIAL   INVESTIGATOR 

John  Doe         ^ 

DATE 

11-30-71 

Section  C.  Recall  Investigation  After  Warning  Letter 

]       |     Voluntarily  complied  on  recall   investigation. 

|X  |    Wilful  noncompliance,  recommend  a  Special  Investigation  be  assigned. 

SIGNATURE   OF   SPECIAL   INVESTIGATOR 


GPO    909. 93' 
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